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1
Decision/action requested

This is a pCR to introduce the Architecture considerations clause to TS 28.202
2
References

 [1]
3GPP TS 28.202 Charging management; Network slice management charging in the 5G System (5GS); Stage 2
[2]
3GPP TS 32.845 Study on Charging Aspects of Network Slicing
[3]


3GPP TS 28.533 Management and orchestration; Architecture framework

3
Rationale

This pCR introduces the clause that details the Architecture considerations for Network slice performance and analytics charging in the 5G System.
4
Detailed proposal

The following changes are proposed to be incorporated into TS 28.202 [1].
	First change


4
Architecture considerations

4.1
High-level Network Slice management charging architecture
4.1.1
NOP Network Slice management charging architecture
Figure 4.1.1.1 shows the high level architecture for the NOP based model for Network Slice management charging. Using the concepts in alignment with the service-based management architecture as defined in clause 4.5 of TS 28.533 [X] the NSMF management function consumes the triggering services (MnS-CTF) produced by the MnCTF management function.
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Figure 4.1.1.1: NOP Network Slice management charging architecture
4.1.2
NSaaS Network Slice management charging architecture
Figure 4.1.2.1 shows the high level architecture for the NSaaS based model for Network Slice management charging. Using the concepts in alignment with the service-based management architecture as defined in clause 4.5 of TS 28.533 [X] the EGMF management function consumes the triggering services (MnS-CTF) produced by the MnCTF management function.
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Figure 4.1.2.1: NOP Network Slice management charging architecture
	End of changes
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