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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References
[x]


3GPP TS 28.552 5G performance measurements
3
Rationale

4
Detailed proposal
	1st Modified Section


5 
Business level use cases and requirements

5.1
Use cases

5.1.x


Analytical data enablement for SLS assurance
For better SLS assurance, it is benifical to provide analytical data instead of raw data to the requestor. The analytical data may be generated by processing raw data utilizing AI and ML algorithms. The analytical data may provide more refined information, which can be basis of better SLS assurance mechanisms e.g providing future predicted slice load data may result in better scaling and handover decisions.
The types of analytical data, not exhaustive, that can be provided is as follows:
· Analytical virtual resource usage data: This may include current and future/predicted virtual resource usage of the target e.g NF, CSI, NSI. The virtual resource incudes compute, storage and network.
· Analytical slice load data: This may include current and future/predicted load for a particular NSI. The slice subnet(s) is identified which is contributing most to the overall load of a NSI and is target for corrective measures.
· Analytical performance measurments: This includes performance measurement as defined in [x]. This may also include the average measurments for the target (gNB, AMF etc.) over a period.
5.1.x

Requirements

REQ-xxx_yyy-zzz-01 The 5GS shall have capabilities to provide virtual resource analytical data, which include current and future resource consumption.
REQ-xxx_yyy-zzz-02 The 5GS shall have capabilities to provide slice load analytical data, which include current and future load predictions for a particular slice.
 
Note: The slice load analytical data should clearly identify the slice subnet(s) contributing most to the overall load of a NSI and is target for corrective measures.
REQ-xxx_yyy-zzz-03 The 5GS shall have capabilities to provide performance measurments analytical data, which includes the measurement value and the average measurement value over a period.
	End of Modified Sections


