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	Reason for change:
	In Rel-16 there exist a requirement that the NRM definitions shall have a read-only representation of NR beam properties in NG-RAN (REQ-NGRAN_NRM-CON-007:). Normative requirements on NR active antenna system (AAS) configuration is today missing. Configuration capability is required in order to provision sector carrier coverage area and to support central SON CCO functions.

	
	

	Summary of change:
	This CR proposes addition of a normative requirement on active antenna system (AAS) configurability. 

	
	

	Consequences if not approved:
	Sectors and associated active antenna system (AAS) will not be configurable in NR.
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	1st Change


[bookmark: _Toc509579927][bookmark: _Toc523216037][bookmark: _Toc10555497]5.1	Requirements for management of NG-RAN
The following specific requirements apply to NG-RAN:
REQ-NGRAN_NRM-CON-001: The NRM definitions shall support management of NG-RAN, containing gNB or/and ng-eNB.
REQ-NGRAN_NRM-CON-002: The NRM definitions shall support management of either gNB without split function or gNB with split functions defined in 3GPP TS 38.401 [4].
REQ-NGRAN_NRM-CON-003: The NRM definitions shall support management of virtualized network functions that are part of gNB, e.g. virtualized gNB-CU.
REQ-NGRAN_NRM-CON-004: The NRM definitions shall support management of intra-NG-RAN handover between any combinations of gNB and ng-eNB.
REQ-NGRAN_NRM-CON-005: The NRM definitions shall support management of inter-system handover between 5GS and EPS.
REQ-NGRAN_NRM-CON-006: The NRM definitions shall support management of network slicing feature in NG-RAN.
REQ-NGRAN_NRM-CON-007: The NRM definitions shall have a read-only representation of NR beam properties in NG-RAN.
REQ-NGRAN_NRM-CON-00x: The NRM definitions shall support configuration of sector carrier coverage properties in NG-RAN. 
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