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1 3GPP Work Plan status

Percentage of completion: 15% to 30%
Estimated completion date: SA#87 – 03/2020
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress:  

1. The group discussed the contribution related to the following topics:
· Add Concept for Establishment of new NE in network
· Concept for Establishment of new NF in network
· Use cases and requirements: C-SON PCI configuration, D-SON PCI configuration, LBO, establishment of new NF in network, NCR remove blacklisting and whitelisting, cross-slice network resource optimization
· Procedures: C-SON PCI configuration, D-SON PCI configuration, LBO, establishment of new NF in network
· Information to support SON: C-SON PCI configuration, D-SON PCI configuration, LBO, ANR
3 Minutes

The session was held at Q3 Monday November 18, Q2 Wednesday, November 19, Q3 Thursday, November 19
	Tdoc
	Title
	Source
	Note

	S5-197293
	pCR 28.313 Add Concept for Establishment of new NE in network
	China Telecommunications, Huawei
	I: use of “NE” or “NF”?

I: clarification on phases in 4.x.1?

O: does it apply for self-establishment of gNB with CU and DU?

HW: the modeling support for gNB. 

Keep open.

	S5-197092
	pCR 28.313  Add usecase and requirements for establishment of new NF in network


	Huawei,China Telecommunications
	I: keep consistency use of “NE” or “NF”, need to decide which term used for RAN node. 

I: PnP is D-SON or C-SON?

HW: C-SON.

E: CON X/Y/Z, Use case, assumption. Whether it’s applicalble for VNF.

· 551

	S5-197099
	pCR 28.313 Add procedures for establishment of new NE in network
	Huawei,China Telecommunications
	I: C-SON or D-SON?

E: align term with 7092.

I: relation between ANCF handling with the establishment of NE, before MV pnp or after?

O: “multi-vendor” in 8.x.2?

N: clarification on figure 8.x.1-1. Goal of the figure?

8.x.2-1. clarification on what NE represent?

Offline Wayforward:

1. Separate the establishment discussion of 5GC NE and NG RAN NE.

2. Consider RAN for non-split, 2-split and 3-split.

3. whether separate virtualized and non-virtualized?

	S5-197126
	pCR 28.313 Add use case for NCR remove blacklisting and whitelisting
	Huawei
	E: usecase for configuring WL/BL? Precondition, title is not aligned

I: no removal apply to both WL/BL. Step1 need to be updated.

HW: the removal uc is missing.

O: “The producer of the MnS for D-SON management”? simplify the description of UC.

S: why need this UC?

N: consider more precise on the UC. 

N: propose to not keep the UC in normative specs.

· Offline



	S5-197127
	pCR 28.313 Update the requirements for ANR management in NG-RAN


	Huawei
	N: reword X1/X2.

I:  relation with BL/WL

E: remove “authorized”. FUN-05, FUN-13, FUN-14. X1/X2 why need list? 

· 552

	S5-197128
	pCR 28.313 Add solutions for ANR management


	Huawei
	I: inter-system/intra-system? Inter-RAT/intra-RAT?

E: clarification “ANR management targets”? format of table? How to use the information in the table, relation with NRM.

N: methodology. Clarification on relation between 28. 313 defined information and the PM/NRM. 

The related object related to 7.1.x.1.2 should be clarified.The link to the NRM needs to be provided. 

Offline: methodology on how to organize / document the SON related management services. 

· 553


	S5-197421
	CR 28.541 Management of NR ANR, Stage 2


	Ericsson France S.A.S
	HW: remove X2BL.

I: “x2XnHOBlackList”?

Configure BL/WL to NR IOC or gNBCU IOC?

· 554

	S5-197422
	CR 28.541 Management of NR ANR, Stage 3


	Ericsson France S.A.S
	Keep open

	S5-197069
	pCR 28.313 D-SON PCI configuration use case


	Intel Corporation (UK) Ltd
	HW/N: why “The MnS producer of D-SON management receives the update of the PCI list” ? step 3.

E: roles

N: provision of the PCI list is not the D-SON?

Offline: What will be the D-SON management services? What will be the object for D-SON management?

· 555 

Breakout: Anatoly, Joey, Olaf, Jiaxiaoqian, Yizhi. Edwin, Deepanshu, Jean-Michel. 



	S5-197132
	pCR 28.313 Use case for distributed PCI configuration

· 
	Huawei
	pCR 28.313 Use case for distributed PCI configuration
N: align the term optimization/configuration.

E: enable /activate?

· 556.

	S5-197133
	pCR 28.313 Requirements for distributed PCI configuration
	Huawei
	pCR 28.313 Requirements for distributed PCI configuration
HW: update the “The producer of MnS for D-SON management”

I: X3?
N: X1 security req?

X3/X4/X5 are runtime function?

E: X1 PCI should not be cell-specific.

X3/X5 is configuration, not optimization.

· 591


	S5-197071
	pCR 28.313 D-SON PCI configuration procedure
	Intel Corporation (UK) Ltd
	pCR 28.313 D-SON PCI configuration procedure
HW: step 4.

E: step 5 is mandatory?

Offline.

· 590.

	S5-197073
	pCR 28.313 D-SON PCI configuration information
	Intel Corporation (UK) Ltd
	pCR 28.313 D-SON PCI configuration information
I: describe MnS components.

HW: relation with NRM?

I: the component could refer to the NRM and operation.

· 592.

	S5-197070
	pCR 28.313 C-SON PCI configuration use case
	Intel Corporation (UK) Ltd
	pCR 28.313 C-SON PCI configuration use case
HW: new C-SON service is needed?

I: C-SON should have separate MnS.

N: need clarify the MnS.

E:fun2/fun4 is internal. Fun5: clearance?
E: precondition.
Offline: align the understanding of MnS and relation with CRUD+fragments, stage 2 and stage3.,

· 593

	S5-197129
	pCR 28.313 Use case for Centralized PCI configuration
	Huawei
	pCR 28.313 Use case for Centralized PCI configuration
I: configuration->optimization

I: remove management.

Merge with 070?



	S5-197130
	pCR 28.313 Requirements for Centralized PCI configuration
	Huawei
	pCR 28.313 Requirements for Centralized PCI configuration
I: related UC? 

Merge with 070?

Offline with Edwin.

	S5-197072
	pCR 28.313 C-SON PCI configuration procedure
	Intel Corporation (UK) Ltd
	pCR 28.313 C-SON PCI configuration procedure
E: PCU? Really need the procedure?

I: put informative, examples, add restrictions for optional?
· 594

	S5-197074
	pCR 28.313 C-SON PCI configuration information

	Intel Corporation (UK) Ltd
	HW: reword 7.2.x.2.1?

N: collision alarm/Confusion alarm.

I: need to discuss whether to capture the alarm types.
N: 7.2.x.2.2 generated by PCI configuration, who generate the alarms?

Same for performance.  The related PM needs to be defined in 28.552.

-> 595

	S5-197075
	pCR 28.313 LBO use cases
	Intel Corporation (UK) Ltd
	pCR 28.313 Add ANR Use Case:  Stop

I: Telecom resources: MnS producer for D-SON management
HW: reword the steps.

Consider to generalize the UC on start/stop for D-SON functions.

· 795

	S5-197076
	pCR 28.313 LBO procedures
	Intel Corporation (UK) Ltd
	pCR 28.313 LBO procedures
E: load balance has to be used on the overlapping coverage scenario. 

· 750

	S5-197077
	pCR 28.313 LBO information
	Intel Corporation (UK) Ltd
	pCR 28.313 LBO information
H: 7.1.x.2.3?

N: table 7.1.x.2.1-2? Why virtual CPU usage?

E: how D-LBO is used in “load balance has to be used on the overlapping coverage scenario”?

I: check RAN3 status. 
· 751

	S5-197263
	pCR 28.313 Add use case and requirements for cross-slice network resource optimization
	KPN N.V.
	· 

	
	
	
	

	
	
	
	


4 Action items
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