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	Handover triggers were introduced for interworking with EPC, and are missing in SMF CHF CDR generation description

	
	

	Summary of change:
	Add Handover triggers in SMF CHF CDR generation description
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	First change


[bookmark: _Toc20205531]5.2.3.2.3	Triggers for CHF CDR partial record closure
[bookmark: _Hlk520557768]When the CHF receives Charging Data Request [Update],with the change conditions identified in Table 5.2.3.2.3.1, the charging information shall be added in the PDU session charging CHF CDR, before the CDR is closed and a subsequent CHF CDR shall be opened with an incremented Sequence Number, as the default supported mechanism.
.
Table 5.2.3.2.3.1: Triggers for CHF CDR partial record closure
	Trigger Conditions

	Change of Charging conditions

	UE time zone change

	PLMN change

	RAT type change

	DNN-AMBR change

	Removal of UPF 

	Handover cancel

	Handover start

	Handover complete

	Management intervention

	Limit per PDU session

	Expiry of data time limit per PDU session

	Expiry of data volume limit per PDU session

	Expiry of data event limit per PDU session

	Expiry of limit of number of charging condition changes



[bookmark: _Hlk520557789]In case the "Individual Partial record" mechanism is enabled, the Table 5.2.3.2.3.1 is not applicable.
	Next change



[bookmark: _Toc20205536]5.2.3.3.3	Triggers for  CHF CDR partial record closure for roaming QBC
When the CHF receives Charging Data Request [Update] with the change conditions identified in Table 5.2.3.3.3.1, the charging information shall be added in the  CHF CDR, before the CDR is closed and a subsequent CHF CDR shall be opened with an incremented Sequence Number, as the default supported mechanism.
Table 5.2.3.3.3.1: Triggers for  CHF CDR partial record closure for roaming QBC
	Trigger Conditions

	Change of Charging conditions

	UE time zone change

	PLMN change

	RAT type change

	DNN-AMBR change

	Removal of UPF 

	Handover cancel

	Handover start

	Handover complete

	Management intervention

	Limit per PDU session

	Expiry of data time limit per PDU session

	Expiry of data volume limit per PDU session

	Expiry of data event limit per PDU session

	Expiry of limit of number of charging condition changes



In case the "Individual partial record" mechanism is enabled, the Table 5.2.3.3.3.1 is not relevant: instead, the charging information shall be added in the CHF CDR, before the CDR is closed, and a subsequent CHF CDR shall be opened with an incremented Sequence Number for each Charging Data Request [Update] received by the CHF.
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