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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Telecommunication management; Study on Scenarios for Intent driven management services for mobile networks v0.8.0.
3
Rationale

Clause 5 described following intent driven scenarios, however, potential requirements are missing. This contribution proposes to add potential requirements for existing scenarios.

5.1
Scenarios related to Intent-CSC

5.1.1
Service deployment 

5.1.2
Intent driven service creation

5.1.3
Intent driven Communication Service deployment at the edge

5.2
Scenarios related to Intent-CSP
5.2.1
Network provisioning

5.2.2
NSI resource utilization optimization

5.2.3
Intent driven NSI resource capacity planning scenario

5.2.4
Intent driven NSI performance assurance scenario

5.3
Scenarios related to Intent-NOP
5.3.1
Cell Re-home

5.3.2
Area load balance
5.3.3
Instant Cell Updating
5.3.4
Instant Cell Deletion

5.3.5
Intent driven network optimization scenario
5.3.6 
Capacity Management

5.3.7
Intent driven NF deployment 
5.3.8
Intent driven NF capacity changing
5.3.9
Intent driven management for area based deployment scenario
5.3.10
Intent driven coverage optimization scenario
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].

	1st Change


8
Potential requirements for intent driven MnS
REQ-Intent -CON-01 The intent driven MnS shall have capability to allow MnS consumer to convey intent for coverage optimization to MnS Producer.
REQ-Intent-CON-X1 The intent driven MnS shall have capability to allow MnS consumer to convey intent for cell rehome to MnS producer.
REQ-Intent-CON-X2 The intent driven MnS shall have capability to allow MnS consumer to convey intent for area load balance to MnS producer.

REQ-Intent-CON-X3 The intent driven MnS shall have capability to allow MnS consumer to convey intent for UE throughput optimization to MnS producer.
REQ-Intent-CON-X4 The intent driven MnS shall have capability to allow MnS consumer to convey intent for network provisioning to MnS producer.

REQ-Intent-CON-X5 The intent driven MnS shall have capability to allow MnS consumer to convey intent for network performance assurance to MnS producer.
REQ-Intent-CON-X6 The intent driven MnS shall have capability to allow MnS consumer to convey intent for service deployment to MnS producer.

REQ-Intent-CON-X7 The intent driven MnS shall have capability to allow MnS consumer to convey intent for area based network deployment.

REQ-Intent-CON-X8 The intent driven MnS shall have capability to allow MnS consumer to convey intent for area based network assurence.

	End


