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1
Discussion
This is a pCR to TS 28.201 Adding NWDAF message flows to clause 5.2.
2
References

[1]
3GPP TS 28.201 "Charging management; network slice performance and analytics charging in 5G System; Stage 2".   

3
Rationale

This pCR proposes to add NWDAF message flows to clause 5.2 of  TS 28.201 "Charging management; network slice performance and analytics charging in 5G System ; Stage 2". 
4
Detailed propsosal

Propose to incorporate the following change into the TS 28.201 [1].   
	First changes


5.2.2
Message flows

5.2.2.1
General

The flows in the present document specify the interaction between the NSCF and the NWDAF/MnF to obtain performance and analytics information, and the interaction between the NSCF and the CHF to report network slice performance and analytics charging.
5.2.2.2
Network slice performance and analytics charging from NWDAF

5.2.2.2.1
General

The subclause below describes network slice performance and analytics charging from NWDAF. 

5.2.2.2.2
Network slice performance and analytics information Request
The following figure 5.2.2.2.2.1 describes procedure is used by the NSCF to request and get from NWDAF, using Nnwdaf_AnalyticsInfo service defined in TS 23.288 [XX] and report performance and analytics charging information, using Charging data request/response defined in TS 32.290 [XX].
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Figure 5.2.2.2.2.1: Performance and analytics information Request

0.  The NSCF start performance and analytics charging.
1.  The NSCF requests performance and analytics information.

2.  The NWDAF responds with performance and analytics information to the NSCF.

3.  NSCF generates network slice performance and analytics charging information.

3ch-a. The NSCF sends Charging Data Request [Event] to the CHF for reporting performance and analytics charging information.

3ch-b. The CHF creates the CDR.

3ch-c. The CHF acknowledges by sending Charging Data Response [Event] to the NSCF. 
Editors’s Note: Whether the request/response is used for network slice performance and analytics information obtain is FFS.
5.2.2.2.3
Network slice performance and analytics information Subscribe/Notify
The following figure 5.2.2.2.3.1 procedure is used by NSCF to subscribe/unsubscribe at NWDAF to be notified on performance and analytics information, using Nnwdaf_AnalyticsSubscription service defined in TS 23.288 [XX] and report performance and analytics charging information, using Charging data request/response defined in TS 32.290 [XX].
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Figure 5.2.2.2.3.1: Performance and analytics information Subscribe/Notify

0.  The NSCF start performance and analytics charging.
1.  The NSCF subscribes to subscription to performance and analytics information.

2.  If NSCF subscribes to performance and analytics information, the NWDAF notifies the NSCF with the performance and analytics information.

3.  The NSCF generates network slice performance and analytics charging information.

3ch-a. The NSCF sends Charging Data Request [Event] to the CHF for reporting performance and analytics charging information.

3ch-b. The CHF creates the CDR.

3ch-c. The CHF acknowledges by sending Charging Data Response [Event] to the NSCF. 
4. The NSCF cancels subscription to performance and analytics information.
	End of changes
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