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	First change


5.2.2.x.4	FN-RG related PDU Session Establishment via W-5GAN
The following figure 5.2.2.x.4.1 describes charging when FN-RG requests a PDU session establishment via W-AGF. As described in clause 7.3.4 in TS 23.502 [202], after the registration procedure is completed, the W-AGF may establish PDU session(s) on behalf of the FN-RG. The W-AGF generates a PDU session ID and derives the parameters for the PDU Session (PDU Session type, S-NSSAI, DNN, SSC mode, etc.) based on signalling received from the FN-RG (DHCP, IPv6 RS, ...), on local configuration, and on information received from the 5GC (e.g. during the Registration procedure or when received URSP rules) and stored on the W-AGF. 


Figure 5.2.2.x.4.1: charging when FN-RG requests a PDU session establishment via W-AGF
Step 1. The W-AGF sends a NAS PDU Establishment Request to the AMF on behalf of the FN-RG.
Step 2-6. A PDU session establishment is specified as step 2-7 in clause 3.2.2.1 of TS 23.502 [202].
7ch-a. The SMF creates a Charging Id for the PDU session, and sends Charging Data Request [initial] to CHF for authorization for the subscriber to start the PDU session which is triggered by start of PDU session charging event.
7ch-b. The CHF opens CDR for this PDU session.
7ch-c. The CHF acknowledges by sending Charging Data Response [Initial] to the SMF.
Step 8-9. A PDU session establishment is specified as step 10-11 in clause 3.2.2.1 of TS 23.502 [202].
Step 10.-12 A PDU session establishment over W-AGF is specified as step 2-4 in clause 7.3.4-1 of TS 23.316 [xxx].


	End of change
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