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First change
[bookmark: _Toc20235708]5.5	Requirements for Trace Data reporting
The high- level requirements for Trace Data reporting, common to both Management activation/deactivation and Signalling Based Activation/Deactivation, are as follows (Trace record contents, file formats and file transfer mechanisms are defined in 3GPP TS 32.423 [3]):
-	Trace records should be generated in each NE where a Trace Session has been activated and a Trace Recording Session has been started.
-	Format of the Trace records shall be XML based on the Schema in TS 32.423 [3].
-	In UMTS or EPS trace, the trace records should be transferred on the Itf-N to the Network Manager using one of two approaches: direct transfer from NE to NM or transfer from NE to NM via EM.
-	Trace records may also be transferred to an external IP address (received in Trace Control and Configuration Parameters) in 3 ways: 
1)	Direct transfer from NE to IP address 
2)	Transfer from NE to IP address via management system
3)	Transfer from NE to management system. The management system notifies the holder of the IP address that collects the files.
-	The Trace Records in a shared node for a Participating Operator’s trace request should be collected by the Master Operator’s NE and may be delivered through the Master Operator's management system. The Trace records shall be made available to the Participating Operator’s management system.
-   The Trace Record shall contain information identifying the producer of the Trace Record.
End of changes




