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1
Decision/action requested

To endorse the proposal.
2
References

[1]
S5-191280 Cooperation on Generic Slice Template definition
3
Rationale

Due to the LS from GSMA [1], SA5 has made a translation from GST terminology to 3GPP configuration parameters.
As it is foreseen that any combination of the 3GPP parameters are not possible to acheive, SA5 should ask GSMA for which combinations of GST parameters are intended. The combinations of translated parametes wanted by GSMA should be checked if they can be acieved by relevant WG in 3GPP (e.g. SA2 and RAN3).
Example of GST paranmeters that may be difficult/not yet possible to achieve:

Maximun number of UEs per network slice and Maximun number of PDU sessions per Network Slice, when the area is a whole PLMN for a PLMN that has many NSSF nodes. 

GSMA should also be asked which of the GST parameters must be enforced, or if it would be acceptable that the parameter is not enforced and that charging for exceeded resources is done, when a parameter is exceeded.
4
Detailed proposal

To endorse that:
1. It shall be checked if there are some limitations for which parmeter and parameter valuse can be combined. Cooperation with other WGs is done when needed.

2.  GSMA shall be asked if all their parameters and values can be combined.
3. If there are limitations for combining paremters or parameter values, GSMA shall be informed. Relevant TSs shall describe the limitations.

There is no order or priority intended for the actions.
