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[bookmark: _Toc19715520]6.5.1	AllocateNsi operation
[bookmark: _Toc19715521]6.5.1.1	Description
This operation is invoked by allocateNsi operation service consumer to request the provider to allocate a network slice instance to satisfy network slice related requirements. The provider may create a new NSI or using existing NSI to satisfy the request.
[bookmark: _Toc19715522]6.5.1.2	Input parameters
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	attributeListIn
	M
	LIST OF SEQUENCE< attribute name, attribute value>
	This parameter specifies the network slice related requirements defined in ServiceProfile in Clause 6.3.3 in TS 28.541 [6].



[bookmark: _Toc19715523]6.5.1.3	Output parameters 
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	attributeListOut
	M
	LIST OF SEQUENCE< attribute name, attribute value>
	This list of name/value pairs contains the attributes of the NSI which has been allocated and the actual value assigned to each. 

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.

	nSIId
	M
	An attribute uniquely identifies the network slice instance.
	It specifies the unifique identifier of the NSI which has been allocated.



[bookmark: _Toc19715524]6.5.2	AllocateNssi operation
[bookmark: _Toc19715525]6.5.2.1	Description
This operation is invoked by allocateNssi operation service consumer to request the provider to allocate a network slice subnet instance to satisfy the network slice subnet related requirements. The provider may create a new NSSI or using existing NSSI to satisfy the request.
[bookmark: _Toc19715526]6.5.2.2	Input parameters 
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	attributeListIn
	M
	LIST OF SEQUENCE< attribute name, attribute value>
	This parameter specifies the network slice subnet related requirements defined in SliceProfile in Clause 6.3.4 in TS 28.541 [6].



[bookmark: _Toc19715527]6.5.2.3	Output parameters 
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	attributeListOut
	M
	LIST OF SEQUENCE< attribute name, attribute value>
	This list of name/value pairs contains the attributes of the NSSI which has been allocated and the actual value assigned to each. 

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.

	nSSIId
	M
	An attribute uniquely identifies the network slice subnet instance. 
	It specifies the unifique identifier of the NSSI which has been allocated.



[bookmark: _Toc19715528]6.5.3	DeallocateNsi operation
[bookmark: _Toc19715529]6.5.3.1	Description
This operation is invoked by deallocateNsi operation service consumer to request the provider to deallocate a network slice instance since the NSI is no longer needed for the consumer. The provider may terminate the requested NSI or modify the requested NSI without termination to satisfy the request.
[bookmark: _Toc19715530]6.5.3.2	Input parameters
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	nSIId
	M
	An attribute uniquely identifies the network slice instance.
	It specifies the unifique identifier of the NSI which need to be deallocated.



[bookmark: _Toc19715531]6.5.3.3	Output parameters
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.



[bookmark: _Toc19715532]6.5.4	DeallocateNssi operation
[bookmark: _Toc19715533]6.5.4.1	Description
This operation is invoked by deallocateNssi operation service consumer to request the provider to deallocate a network slice subnet instance since the NSSI is no longer needed for the consumer. The provider may terminate the requested NSSI or modify the requested NSSI without termination to satisfy the request.
[bookmark: _Toc19715534]6.5.4.2	Input parameters 
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	nSSIId
	M
	An attribute uniquely identifies the network slice subnet instance.
	It specifies the unifique identifier of the NSSI which need to be deallocated.



[bookmark: _Toc19715535]6.5.4.3	Output parameters 
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.
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