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[bookmark: _Toc19888495][bookmark: _Toc27405378]
	1st Change



5.3.54	ManagedNFProfile <<dataType>>
[bookmark: _Toc19888496][bookmark: _Toc27405379]5.3.54.1	Definition
This data type represents a Profile definition of a Managed NF (See TS 23.501 [22]). 
[bookmark: _Toc19888497][bookmark: _Toc27405380]5.3.54.2	Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	nfInstanceID
	M
	T
	F
	T
	F

	nfType
	M
	T
	F
	F
	F

	hostAddr
	M
	T
	T
	F
	T

	authzInfo
	O
	T
	T
	F
	T

	location
	O
	T
	T
	F
	T

	[bookmark: _Hlk11583368]capacity
	O
	T
	T
	F
	T

	nFInfo
	M
	T
	T
	F
	T

	nSIIdList
	O
	T
	T
	F
	T



[bookmark: _Toc19868869][bookmark: _Toc27063298]
	1st Change End




	2nd Change



[bookmark: _Toc19888608][bookmark: _Toc27405611]F.4.3	XML schema "ngcNrm.xsd"
<?xml version="1.0" encoding="UTF-8"?>

<!--
  3GPP TS 28.541 5GC Network Resource Model
  XML schema definition
  ngcNrm.xsd
-->

<schema
  targetNamespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"
  elementFormDefault="qualified"
  attributeFormDefault="unqualified"
  xmlns="http://www.w3.org/2001/XMLSchema"
  xmlns:xn="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm" xmlns:nn="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm"     xmlns:en="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm"
xmlns:ngc="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"
>

<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm"/>

<!--NGC NRM IM class associated XML elements -->
  <complexType name="aMFIdentifier">
    <sequence>
      <element name="amfRegionId" type="ngc:AmfRegionId"/>
      <element name="amfSetId" type="ngc:AmfSetId"/>
      <element name="amfPointer" type="ngc:AmfPointer"/>
    </sequence>
  </complexType>
  <simpleType name="AmfRegionId">
    <restriction base="integer">
      <maxInclusive value="255"/>
      <!-- The AMF Region ID is 8-bitslength, defined in 23.003 -->
    </restriction>
  </simpleType>
  <simpleType name="AmfSetId">
    <restriction base="integer">
      <maxInclusive value="1023"/>
      <!-- The AMF Region ID is 10-bits length, defined in 23.003 -->
    </restriction>
  </simpleType>
  <simpleType name="AmfPointer">
    <restriction base="integer">
      <maxInclusive value="63"/>
      <!-- The AMF Pointer is 6-bits length, defined in 23.003 -->
    </restriction>
  </simpleType>   <complexType name="NrTACList">
    <sequence>
      <element name="tac" type="nn:NrTac" minOccurs="0" maxOccurs="unbounded"/>
    </sequence>
  </complexType>
  <complexType name="managedNFProfile">
    <sequence>
      <element name="nfInstanceID" type="string"/>
      <element name="nfType" type="ngc:NfType"/>
      <element name="hostAddr" type="ngc:hostAddr"/>
      <element name="authzInfo" type="string" minOccurs="0"/>
      <element name="location" type="string" minOccurs="0"/>
      <element name="capacity" type="ngc:capacity" minOccurs="0"/>
      <element name="nfInfo" type="ngc:Nfinfo"/>
	  <element name="nSIIdList" type="ngc:nSIIdList"/>
    </sequence>
  </complexType>
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