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	1st Change


[bookmark: _Toc27046879][bookmark: _Toc19796745][bookmark: _Toc19796764][bookmark: _Toc27046898][bookmark: _Toc10555497]5.X Management interactions with ONAP
[bookmark: _Toc27046869][bookmark: _Toc19796737]5.X.1	Integration of 3GPP MnS(s) and ONAP VES Collector
[bookmark: OLE_LINK5]3GPP management services (e.g. Performance Data File Report MnS, Fault Supervision Data Report MnS) can be consumed by the ONAP VES Collector. Figure 5.X.1-1 illustrates the approach for both a 3GPP consumer and an ONAP VES Collector integrating with a 3GPP MnS producer in a way that preserves the independence of 3GPP-specified MnS(s) and the ONAP-specified VES.
[image: ]
[bookmark: OLE_LINK9]Figure 5.X.1-1 Solution for integration of ONAP VES Collector and 3GPP MnS(s)
3GPP specifies a complete MnS solution (illustrated as the green box in the above figure) for the communication between a 3GPP MnS Producer and 3GPP MnS Consumer. On the left side of the above figure is shown the case where a 3GPP MnS Producer communicates directly with a 3GPP MnS Consumer. On the right side is shown the case where the 3GPP MnS Producer communicates with the ONAP VES Collector, and in this case the 3GPP-defined MnS (illustrated as green box) becomes an opaque payload to an ONAP VES-compatible message, which has the ONAP-defined VES Common Event Header. In this case, the produced notification conforms to the ONAP-defined VES specification.
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