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	Reason for change:
	Missing EPS to 5GS handover using N26 interface with I-SMF insertion procedure related charging message flow.

	
	

	Summary of change:
	Adding EPS to 5GS handover using N26 interface with I-SMF insertion procedure related charging message flow.

	
	

	Consequences if not approved:
	Cannot supporting charging procedure for EPS to 5GS handover using N26 interface with I-SMF insertion.
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	First change



[bookmark: _Toc27579508]5.2.2.14.x	EPS to 5GS handover using N26 interface with I-SMF insertion
For handover from EPS to 5GS using N26 interface, if I-SMF needs to be inserted, the execution procedure defined in TS23.502 clause 4.11.1.2.2.2 for the home routed-roaming case are re-used, with the following change:
-	The V-SMF is replaced by I-SMF, and H-SMF is replaced by SMF, V-UPF is replaced by I-UPF.
-	The V-SMF selection is replaced by the I-SMF selection.
-	The V-CN Tunnel Info is replaced by Tunnel Info at I-UPF, H-CN Tunnel Info is replaced by Tunnel Info at UPF(PSA).
Charing procedure of “EPS to 5GS handover using N26 interface” in clause 5.2.2.11.3 and “PDU Session procedures with I-SMF insertion/change/removal” in clause 5.2.2.11.5 is applied with I-SMF insertion procedure.

	
End of change



