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	Reason for change:
	To allow better tracking of when an why a YANG module was modified the CR number should be visible.

	
	

	Summary of change:
	Add CR number into the YANG revision statement.
Define how a Proxy class is mapped to YANG.
State the exact format of the module reference. This will allow a simple grep command to list all modules belonging to a specific specification.

	
	

	Consequences if not approved:
	It is not always possible to check how and why a YANG module was modified.
Non-uniform mapping of proxyclasses.

	
	

	Clauses affected:
	6.2.1.C, 6.2.1.d, 6.2.A
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[bookmark: _Toc528657256][bookmark: _Toc7168632][bookmark: _Toc7168633]6.2.1.c	Provide description and reference statements 
[bookmark: _Toc528657257][bookmark: _Hlk23852981]A "description" statement should be present for each YANG schema node. As an exception: for individual leafs, leaf-lists, enums, case statements, typedef statements, where the schema node’s name describes the node sufficiently, the "description" may be omitted. 
A "reference"sub statement to the module statement shall be present that specifies the a technical specification where defining the YANG module should also be providedis defined. In order to easily list with a “grep” command YANG modules belonging to a specific technical specification, the format of the first line of this reference statement shall start exactly with:  
-	new-line followed by 
-	the string ‘  reference ”3GPP TS ‘
 (that is   2 leading spaces + reference + 1  space + a double quote + 3GPP TS + 1 more space) followed by 
-	the number of the technical specification.
E.g. “  reference "3GPP TS 28.622”
6.2.1.d	YANG module revisions 
A separate "revision" statement shall be present for each published version of a module. The revision statement shall contain a reference substatement listing the numbers of all 3GPP change requests and any other documents that resulted in the creation of the new revision.
[bookmark: _GoBack]NOTE: If multiple change requests modify the new revision of  a YANG module, the content of the reference substatements may be merged

	[bookmark: _Hlk20755000]2nd  Change



[bookmark: _Toc7168736][bookmark: _Toc27561390]6.2.a	ProxyClass
Reference [TS 32.156 [3]  Model repertoire] clause 5.3.1
[bookmark: _Toc7168737][bookmark: _Toc27561391]6.2.a.1	YANG mapping
A proxyclass is not directly mapped to YANG. A proxyclass represents a number of specific classes. Attributes, links, methods (or operations), and interactions that are present in the proxyclass shall be modelled in the represented specific classes.
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