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[bookmark: _Toc19894112][bookmark: _Toc27411313][bookmark: _Toc35938295][bookmark: _Toc10625909][bookmark: _Toc10625906]7.3	Performance data streaming services
The components of performance data streaming services for NFs, NSSIs, NSIs and networks/sub-networks are listed in table 7.3-1.
Table 7.3-1: Components of performance data streaming services
	Management service
	Management service component type A
	Management service component type B
	Management service component type C

	Performance data streaming service for NFs
	establishStreamingConnectioncreateMeasurementJob;
terminateStreamingConnection; stopMeasurementJob;
reportStreamData;listMeasurementJobs
getStreamInfo;
addStreamInfo;
updateStreamInfo;
deleteStreamInfo.
	IOCs for 5G NFs, as defined in TS 28.541 [3]
	Performance measurements for 5G NFs, as defined in TS 28.552 [2].

	Performance data streaming service for NSSIs
	establishStreamingConnection;
terminateStreamingConnection;
reportStreamData;
getStreamInfo;
addStreamInfo;
updateStreamInfo;
deleteStreamInfo.createMeasurementJob;
stopMeasurementJob;
listMeasurementJobs 
	IOC(s) for NSSI, as defined in TS 28.541 [3].
	Performance measurements for NSSI, as defined in TS 28.552 [2].

	Performance data streaming service for NSIs
	establishStreamingConnection;
terminateStreamingConnection;
reportStreamData;
getStreamInfo;
addStreamInfo;
updateStreamInfo;
deleteStreamInfo.createMeasurementJob;
stopMeasurementJob;
listMeasurementJobs 
	IOC(s) for NSI, as defined in TS 28.541 [3].
	Performance measurements for NSI, as defined in TS 28.552 [2].

	Performance data streaming service for sub-networks
	establishStreamingConnection;
terminateStreamingConnection;
reportStreamData;
getStreamInfo;
addStreamInfo;
updateStreamInfo;
deleteStreamInfo.createMeasurementJob;
stopMeasurementJob;
listMeasurementJobs 
	IOC(s) for sub-network, as defined in TS 28.622 [5].
	Performance measurements for sub-network, as defined in TS 28.552 [2].
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[bookmark: _Toc19891171][bookmark: _Toc27408923][bookmark: _Toc35937719]7.x	Management service for configurable performance measurement control
The components of MnS for configurable performance measurement control, i.e.., the NRM fragment-based performance measurement control service, are listed in table 7.1-1.
Table 7.1-1: Components of MnS for configurable performance measurement control
	Management service
	Management service component type A
	Management service component type B
	Management service component type C

	Configurable performance measurement control for NFs
	createMOI operation (see TS 28.532 [7])
	MeasurementControl IOC, MeasurementReader IOC, and Measurement dataType contained by or associated to ManagedElement IOC or ManagedFunction IOC, see TS 28.622 [5].

	Performance measurements for 5G NFs, as defined in TS 28.552 [2].

	
	getMOIAttributes operation (see TS 28.532 [7])
	
	

	
	modifyMOIAttributes operation (see TS 28.532 [7])
	
	

	
	deleteMOI operation (see TS 28.532 [7])
	
	

	Configurable performance measurement control for NSSIs
	createMOI operation (see TS 28.532 [7])
	MeasurementControl IOC, MeasurementReader IOC, and Measurement dataType contained by or associated to NetworkSliceSubnet IOC, see TS 28.622 [5].
and TS 28.541 [3].
	Performance measurements for NSSI, as defined in TS 28.552 [2].

	
	getMOIAttributes operation (see TS 28.532 [7])
	
	

	
	modifyMOIAttributes operation (see TS 28.532 [7])
	
	

	
	deleteMOI operation (see TS 28.532 [7])
	
	

	Configurable performance measurement control for NSIs
	createMOI operation (see TS 28.532 [7])
	MeasurementControl IOC, MeasurementReader IOC, and Measurement dataType contained by or associated to NetworkSlice IOC, see TS 28.622 [5] and TS 28.541 [3].
	Performance measurements for NSI, as defined in TS 28.552 [2].

	
	getMOIAttributes operation (see TS 28.532 [7])
	
	

	
	modifyMOIAttributes operation (see TS 28.532 [7])
	
	

	
	deleteMOI operation (see TS 28.532 [7])
	
	

	Configurable performance measurement control for Sub-networks
	createMOI operation (see TS 28.532 [7])
	MeasurementControl IOC, MeasurementReader IOC, and Measurement dataType contained by or associated to SubNetwork IOC, see TS 28.622 [5] and 
TS 28.541 [3].
	Performance measurements for sub-network, as defined in TS 28.552 [2].

	
	getMOIAttributes operation (see TS 28.532 [7])
	
	

	
	modifyMOIAttributes operation (see TS 28.532 [7])
	
	

	
	deleteMOI operation (see TS 28.532 [7])
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