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	Reason for change:
	There are three concepts which need clarifications:
- Network Slice
- Network Slice Instance
- NSI ID
1. "Network Slice" term/definition: The definition of “Network Slice” (defined in TS 23.501) is conceptually aligned between SA2 and SA5. "NetworkSlice" IOC represents the SA2 defined "Network Slice" for the management purpose. This is the general network slicing management approach as we did for management of other network elements.
2. "Network Slice Instance" term/defintion: The definition of "Network Slice Instance" (defined in TS 23.501) is conceptually aligned between SA2 and SA5. It focuses on the depolyment aspect and composition of Network Slice (defined in TS 23.501). In SA5 understanding, the Network Slice Instance contains the related resources which are needed to compose a network slice including both 3GPP defined Core network and RAN. 
3. "NSI ID" term: The term "NSI ID" might lead to conslusion that it is the identifier of NSI, which is actually DN of NSI. In the context of SA2, the NSI ID usage is optional and for the purpose to identify the core network part of NSI using NRF discovery mechanism. 
Potential confusion is mainly caused by the use of "NSI ID" term. 
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	1st Change



[bookmark: _Toc19888285][bookmark: _Toc27405172][bookmark: _Toc35878362][bookmark: _Toc36220178][bookmark: _Toc36474276][bookmark: _Toc36542548][bookmark: _Toc36543369][bookmark: _Toc36567607]5.3.10	NRFFunction
[bookmark: _Toc19888286][bookmark: _Toc27405173][bookmark: _Toc35878363][bookmark: _Toc36220179][bookmark: _Toc36474277][bookmark: _Toc36542549][bookmark: _Toc36543370][bookmark: _Toc36567608]5.3.10.1	Definition
This IOC represents the NRF function in 5GC. For more information about the NRF, see 3GPP TS 23.501 [2]. 
[bookmark: _Toc19888287][bookmark: _Toc27405174][bookmark: _Toc35878364][bookmark: _Toc36220180][bookmark: _Toc36474278][bookmark: _Toc36542550][bookmark: _Toc36543371][bookmark: _Toc36567609]5.3.10.2	Attributes
The NRFFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	nFProfileList
	CM
	T
	T
	F
	T

	cnNSIIdList
	O
	T
	T
	F
	T


[bookmark: _Toc19888288][bookmark: _Toc27405175][bookmark: _Toc35878365][bookmark: _Toc36220181][bookmark: _Toc36474279][bookmark: _Toc36542551][bookmark: _Toc36543372][bookmark: _Toc36567610]5.3.10.3	Attribute constraints
	Name
	Definition

	sNSSAIList Support Qualifier
	Condition: network slicing feature is supported.

	nfProfileList Support Qualifier
	Condition: NF profile is registered and deregistered by management system.

	cnNSIIdList Support Qualifier
	Condition: Network slicing feature is supported.




	Next Change



[bookmark: _Toc19888290][bookmark: _Toc27405177][bookmark: _Toc35878367][bookmark: _Toc36220183][bookmark: _Toc36474281][bookmark: _Toc36542553][bookmark: _Toc36543374][bookmark: _Toc36567612]5.3.11	NSSFFunction
[bookmark: _Toc19888291][bookmark: _Toc27405178][bookmark: _Toc35878368][bookmark: _Toc36220184][bookmark: _Toc36474282][bookmark: _Toc36542554][bookmark: _Toc36543375][bookmark: _Toc36567613]5.3.11.1	Definition
This IOC represents the NSSF function in 5GC. For more information about the NSSF, see 3GPP TS 23.501 [2]. 
[bookmark: _Toc19888292][bookmark: _Toc27405179][bookmark: _Toc35878369][bookmark: _Toc36220185][bookmark: _Toc36474283][bookmark: _Toc36542555][bookmark: _Toc36543376][bookmark: _Toc36567614]5.3.11.2	Attributes
The NSSFFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[30]) and the following attributes:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sNSSAIList
	M
	T
	T
	F
	T

	ncNSIIdList
	O
	T
	T
	F
	T

	managedNFProfile
	M
	T
	T
	F
	T

	commModelList
	M
	T
	T
	F
	T





	Next Change



[bookmark: _Toc19888530][bookmark: _Toc27405448][bookmark: _Toc35878638][bookmark: _Toc36220454][bookmark: _Toc36474552][bookmark: _Toc36542824][bookmark: _Toc36543645][bookmark: _Toc36567883]5.4.1	Attribute properties
The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
	Attribute Name
	Documentation and Allowed Values
	Properties

	aMFIdentifier
	The AMFI is constructed from an AMF Region ID, an AMF Set ID and an AMF Pointer. The AMF Region ID identifies the region, the AMF Set ID uniquely identifies the AMF Set within the AMF Region, and the AMF Pointer uniquely identifies the AMF within the AMF Set. (Ref. 3GPP TS 23.003 [13])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetId
	It represents the AMF Set ID, which is uniquely identifies the AMF Set within the AMF Region.
allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetMemberList
	It is the list of DNs of AMFFunction instances of the AMFSet. 

allowedValues: N/A
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False

	aMFRegionId
	It represents the AMF Region ID, which identifies the region.

allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	localAddress 

	This parameter specifies the localAddress including IP address and VLAN ID used for initialization of the underlying transport.

First string is IP address, IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
Second string is VLAN Id (See IEEE 802.1Q [39]).
	type: String
multiplicity: 2
isOrdered: True
isUnique: N/A
defaultValue: None
isNullable: False


	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.

IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nfProfileList
	It is a set of NFProfile(s) to be registered in the NRF instance. NFProfile is defined in 3GPP TS 29.510 [23].
	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	cnNSIIdList
	It is a set of NSI IDd. NSI ID is an identifier for identifying the Core Network part of a Network Slice instance when multiple Network Slice instances of the same Network Slice are deployed, and there is a need to differentiate between them in the 5GC, see clause 3.1 of TS 23.501 [2] The NSI ID is defined in and subclause 6.1.6.2.8 7 of 3GPP TS 29.531 [24]. 
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sNSSAIList
	See subclause 4.4.1.
	

	sBIFQDN
	It is used to indicate the FQDN of the registered NF instance in service-based interface, for example, NF instance FQDN structure is:
nftype<nfnum>.slicetype<sliceid>.mnc<MNC>.mcc<MCC>.3gppnetwork.org

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sBIServiceList
	It is used to indicate the all supported NF services registered on service-based interface.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nRTACList
	It is the list of Tracking Area Codes (either legacy TAC or extended TAC). 

allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedBMOList
	It is used to indicate the list of supported BMOs (Bridge Managed Objects) required for integration with TSN system.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	managedNFProfile
	This parameter defines profile for managed NF (See TS 23.501 [22]).  

allowedValues: N/A
	type: ManagedNFProfile
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nfInstanceID
	This parameter defines unique identity of the NF Instance. The format of the NF Instance ID shall be a Universally Unique Identifier (UUID) version 4, as described in IETF RFC 4122 [44]

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	nfType
	This parameter defines type of Network Function

allowedValues: See TS 23.501[22] for NF types
	type:  ENUM
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	fqdn
	This parameter defines FQDN of the Network Function (See TS 23.003 [5])

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	ipAddress
	This parameter defines IP Address of the Network Function. It can be IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25]).

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	authzInfo
	This parameter defines NF Specific Service authorization information. It shall include the NF type (s) and NF realms/origins allowed to consume NF Service(s) of NF Service Producer (See TS 23.501[22]). 
allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: True

	locality
	The parameter defines information about the location of the NF instance (e.g. geographic location, data center) defined by operator (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: True

	capacity
	This parameter defines static capacity information in the range of 0-65535, expressed as a weight relative to other NF instances of the same type; if capacity is also present in the nfServiceList parameters, those will have precedence over this value (See TS 29.510[23])
allowedValues: 0-65535
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nFInfo
	This parameter includes NF specific data in Managed NF profile


allowedValues: N/A
	type: NFInfo
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	hostAddr
	This parameter defines host address of a NF


allowedValues: N/A
	type: HostAddr
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	priority
	This parameter defines Priority (relative to other NFs of the same type) in the range of 0-65535, to be used for NF selection; lower values indicate a higher priority. If priority is also present in the nfServiceList parameters, those will have precedence over this value (See TS 29.510[23]).

allowedValues: 0-65535
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedDataSetIds
	This parameter defines list of supported data sets in the UDR instance (See TS 29.510[23]).

allowedValues: "SUBSCRIPTION", "POLICY", EXPOSURE", "APPLICATION"
	type: ENUM
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	nFSrvGroupId
	This parameter defines identity of the group that is served by the NF instance (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	smfServingAreas
	This parameter defines the SMF service area(s) the UPF can serve (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1..*
isOrdered: F
isUnique: True
defaultValue: None
isNullable: False

	isRemoveAllowed
	This indicates if the subject NRCellRelation can be removed (deleted) or not.  

If TRUE, the subject NRCellRelation instance can be removed (deleted).  

If FALSE, the subject NRCellRelation instance shall not be removed (deleted) by any entity but an MnS consumer.

allowedValues: TRUE,FALSE

	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	isHOAllowed
	This indicates if HO is allowed or prohibited.

If TRUE, handover is allowed from source cell to target cell.  The source cell is identified by the name-containing NRCellCU of the NRCellRelation that contains the isHOAllowed. The target cell is referenced by the NRCellRelation that contains this isHOAllowed. 

If FALSE, handover shall not be allowed.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	x2BlackList
	This is a list of DNs of NRCellCU and ExternalNRCellCU. If the target node DN is a member of the source node’s NRCellCU.x2BlackList, the source node is: 

1)	Prohibited from sending X2 connection request to target node;
2)	Forced to tear down established X2 connection to target node 
3)	Not allowed to accept incoming X2 connection request from target node.

The same DN may appear here and in NRCellCU.x2WhiteList. In such case, the DN in x2WhiteList shall be treated as if it is absent.

	type: DN
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnBlackList
	This is a list of DNs of NRCellCU and ExternalNRCellCU. If the target node DN is a member of the source node’s NRCellCU.xnBlackList, the source node is: 

1)	Prohibited from sending Xn connection request to target node;
2)	Forced to tear down established Xn connection to target node 
3)	Not allowed to accept incoming Xn connection request from target node.

The same DN may appear here and in NRCellCU.xnWhiteList. In such case, the DN in xnWhiteList shall be treated as if it is absent.

	type: DN
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2WhiteList
	This is a list of DNs of NRCellCU and ExternalNRCellCU. If the target node DN is a member of the source node’s NRCellCU.x2WhiteList, the source node:
-	is allowed to request the establishment of X2 connection with the target node;
-	is not allowed to initiate the tear down of established X2 connection to target node
The same DN may appear here and in NRCellCU.x2BlackList.  In such case, the DN here shall be treated as if it is absent.

	type: String
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnWhiteList
	This is a list of DNs of NRCellCU and ExternalNRCellCU. If the target node DN is a member of the source node’s NRCellCU.xnWhiteList, the source node:
-	is allowed to request the establishment of Xn connection with the target node;
-	is not allowed to initiate the tear down of established Xn connection to target node
The same DN may appear here and in NRCellCU.xnBlackList.  In such case, the DN here shall be treated as if it is absent.

	type: String
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2XnHOBlackList
	This is a list of DNs of any number and combination of cells represented by the following IoCs:
NRCellCU
ExternalNRCellCU. 
ExternalEUtranCellTDD
ExternalEUtranCellFDD
EUtranCellTDD
EUtranCellFDD
For all the entries in NRCellCU.x2XnHOBlackList, the subject NRCellCU is prohibited to use the X2 or Xn interface for HOs even if an X2 or Xn interface exists to the target cell.
	type: DN
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	groupId
	This parameter identiies a list of target NF services on which the same communication model is applied to. 

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	commModelType
	This parameter defines communication model used by a NF to interact with NF service(s) (See TS 23.501 [2]). 

allowedValues:”DIRECT_COMMUNICATION_WO_NRF”, “DIRECT_COMMUNICATION_WITH_NRF”, “INDIRECT_COMMUNICATION_WO_DEDICATED_DISCOVERY”,  “INDIRECT_COMMUNICATION_WITH_DEDICATED_DISCOVERY”
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	targetNFServiceList
	This parameter lists target NF services sharing same communication model and configuration.

allowedValues: N/A
	type: DN
multiplicity: 1..*
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	commModelConfiguration
	This parameter defines configuration parameters for specific communication model for a group of NF Services.

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedFuncList
	This parameter lists functionalities supported by a SCP. Refer to TS 23.501 [2].

	type: SupportedFunction
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	address
	This parameter defines address of a SCP instance, it can be IP address (either IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25])) or FQDN (See TS 23.003 [5]). 

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	function
	This parameter defines name of a functionality supported by a SCP.
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	policy
	This parameter defines configuration policies of a functionality supported by a SCP.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	capabilityList
	This parameter lists capabilities supported by a NEF. Refer to TS 23.501 [2].

allowedValues: N/A

	type: String
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	isINEF
	This parameter defines if the NEF is an Intermediate NEF. 

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	isCAPIFSup
	This parameter defines if the NEF support Common API Framework.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	sEPPType
	This parameter defines the type of a SEPP entity. Refer to TS 33.501 [52].

allowedValues: “CSEPP”, “PSEPP”
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	sEPPId
	This parameter is identifier of a SEPP, it is unique inside a PLMN. 

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	remotePlmnId
	This parameter defines PLMNId of the remote SEPP.

allowedValues: N/A
	Type: PLMNId 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	remoteSeppAddress
	This parameter defines address of the remote SEPP. It can be IP address (either IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25])) or FQDN(See TS 23.003 [5]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	remoteSeppId
	This parameter defines identifier of the remote SEPP. it is unique inside a PLMN.

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	n32cParas
	This attribute is used to configure parameters to establish security link between two SEPPs. 

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	n32fPolicy
	This attribute is used to configure policies to protect the messages exchanged between SEPPs.

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	withIPX
	This attribute defines if there’s an IPX interconnected between two SEPPs.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False
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[bookmark: _Toc19888539][bookmark: _Toc27405457][bookmark: _Toc35878647][bookmark: _Toc36220463][bookmark: _Toc36474561][bookmark: _Toc36542833][bookmark: _Toc36543654][bookmark: _Toc36567892]6.3.1.1	Definition
This IOC represents the properties of a nNetwork sSlice instance in a 5G network. For more information about the Network Slice and network slice instance, see 3GPP TS 28.531 [26]. The DN of NetworkSlice IOC (i.e. the objectinstance attribute) is the management identifier of an NSI.
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[bookmark: _Toc19888543][bookmark: _Toc27405461][bookmark: _Toc35878651][bookmark: _Toc36220467][bookmark: _Toc36474565][bookmark: _Toc36542837][bookmark: _Toc36543658][bookmark: _Toc36567896]6.3.2	NetworkSliceSubnet
[bookmark: _Toc19888544][bookmark: _Toc27405462][bookmark: _Toc35878652][bookmark: _Toc36220468][bookmark: _Toc36474566][bookmark: _Toc36542838][bookmark: _Toc36543659][bookmark: _Toc36567897]6.3.2.1	Definition
This IOC represents the properties of a network slice subnet instance in a 5G network. For more information about the network slice subnet instance, see 3GPP TS 28.531 [26]. The DN of NetworkSliceSubnet IOC (i.e. the objectinstance attribute) is the management identifier of an NSSI.
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