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	Reason for change:
	Number of stored inactive RRC Connections measurements are missing in TS 28.552.


	
	

	Summary of change:
	Those measurements added are defined in RAN L2 measurements specification TS 38.314. 

The following measurement have been added:
· Number of stored inactive RRC Connections 
· Max number of stored inactive RRC Connections


	
	

	Consequences if not approved:
	Information around the “Number of stored inactive RRC Connections” will not be available.
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	1st modified section




[bookmark: _Toc20132330]5.1.1.4.x	Mean number of stored inactive RRC Connections
a)	This measurement provides the mean number of users in RRC inactive mode during each granularity period.  
b)	SI
c)	This measurement is defined according to measurement “Mean number of stored inactive UE contexts” in TS 38.314 [29]. 
d)	The number of measurements is equal to one. 
e)	The measurement name has the form RRC.InactiveConnMean
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i)	One usage of this measurement is for monitoring the memory allocation due to storage of inactive RRC connections.


	Next modified section



5.1.1.4.y	Max number of stored inactive RRC Connections
a)	This measurement provides the max number of users in RRC inactive mode during each granularity period. 
b)	SI
c)	This measurement is defined according to measurement “Max number of stored inactive UE contexts” in TS 38.314 [29]. 
d)	The number of measurements is equal to one
e)	The measurement name has the form RRC.InactiveConnMax
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i)	One usage of this measurement is for monitoring the memory allocation due to storage of inactive RRC connections.
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