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[bookmark: _Toc19888550][bookmark: _Toc27405468][bookmark: _Toc35878658][bookmark: _Toc36220474][bookmark: _Toc36474572][bookmark: _Toc36542844][bookmark: _Toc36543665][bookmark: _Toc36567903]6.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageArea
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	sST
	M
	T
	T
	F
	T

	availability
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	deterministicComm
	O
	T
	T
	F
	T

	dLThptPerSlice
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerSlic
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	maxPktSize
	O
	T
	T
	F
	T

	maxNumberofConns
	O
	T
	T
	F
	T

	kPIMonitoring
	O
	T
	T
	F
	T

	supportedAccessTech
	O
	T
	T
	F
	T

	userMgmtOpen
	O
	T
	T
	F
	T

	v2XCommModels
	O
	T
	T
	F
	T

	termDensity
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	jitter
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T

	tenantList
	O
	T
	T
	F
	T
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[bookmark: _Toc19888564][bookmark: _Toc27405542][bookmark: _Toc35878732][bookmark: _Toc36220548][bookmark: _Toc36474646][bookmark: _Toc36542918][bookmark: _Toc36543739][bookmark: _Toc36567977]6.4.1	Attribute properties
	Attribute Name
	Documentation and Allowed Values
	Properties

	availability
	This parameter specifies the communication service availability requirement, expressed as a percentage. The communication service availability is defined in clause 3.1 of TS 22.261 [28].
	type: Float
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	serviceProfileId
	A unique identifier of property of network slice related requirement should be supported by the network slice instance.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	sliceProfileId
	A unique identifier of the property of network slice subnet related requirement should be supported by the network slice subnet instance.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	operationalState
	It indicates the operational state of the network slice instance or the network slice subnet instance. It describes whether or not the resource is physically installed and working.

allowedValues: "ENABLED", "DISABLED".
The meaning of these values is as defined in 3GPP TS 28.625 [17] and ITU-T X.731 [18].

	type: ENUM 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	administrativeState
	It indicates the administrative state of the network slice instance or the network slice subnet instance. It describes the permission to use or prohibition against using the instance, imposed through the OAM services.

allowedValues: “LOCKED”, “UNLOCKED”, SHUTTINGDOWN” 
The meaning of these values is as defined in 3GPP TS 28.625 [17] and ITU-T X.731 [18].
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	nsInfo
	This attribute contains the NsInfo of the NS instance corresponding to the network slice subnet instance. The NsInfo is described in clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: NsInfo
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: No default value
isNullable: True

	nSInstanceId
	This attribute specifies the identifier of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: No default value
isNullable: True

	nsName
	This attribute specifies the name of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: No default value
isNullable: True

	description
	This attribute specifies the description of NS instance corresponding to the network slice subnet instance.

See clause 8.3.3.2.2 of ETSI GS NFV-IFA 013 [29].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: No default value
isNullable: True

	category
	This attribute specifies the category of a service requirement/attribute of GST (see GSMA NG.116 [50]).

allowedValues: character, scalability
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	tagging
	This attribute specifies the tagging of a service requirement/attribute of GST in character catogary (see GSMA NG.116 [50]).

allowedValues: performance, function, operation
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	exposure
	This attribute specifies exposure mode of a service requirement/attribute of GST (see GSMA NG.116 [50]).

allowedValues: API, KPI
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A 
isNullable: False

	sNSSAIList
	This parameter specifies the S-NSSAI list to be supported by the new NSI to be created or the existing NSI to be re-used.

sNSSAList is defined in subclause 4.4.1
	

	maxNumberofUEs
	An attribute specifies the maximum number of UEs may simultaneously access the network slice instance.
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	coverageAreaTAList
	An attribute specifies a list of TrackingAreas where the NSI can be selected.
allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	latency
	An attribute specifies the packet transmission latency (millisecond) through the RAN, CN, and TN part of 5G network and is used to evaluate utilization performance of the end-to-end network slice instance. See clause 6.3.1 of 28.554 [27].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uEMobilityLevel
	An attribute specifies the mobility level of UE accessing the network slice instance. See 6.2.1 of TS 22.261 [28].

allowedValues: stationary, nomadic, restricted mobility, fully mobility.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: True

	serviceProfile.resourceSharingLevel
	An attribute specifies whether the resources to be allocated to the network slice instance may be shared with another network slice instance(s).

allowedValues: shared, non-shared.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: Yes
isNullable: True

	sliceProfile.resourceSharingLevel
	An attribute specifies whether the resources to be allocated to the network slice subnet instance may be shared with another network slice subnet instance(s).

allowedValues: shared, non-shared.
	type: Enum
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: Yes
isNullable: True

	serviceProfileList
	An attribute specifies a list of ServiceProfile (see clause 6.3.3) supported by the network slice instance
	type:  ServiceProfile
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sliceProfileList
	An attribute specifies a list of SliceProfile (see clause 6.3.4) supported by the network slice subnet instance
	type:  SliceProfile
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sST
	This parameter specifies the slice/service type for a ServiceProfile.

See clause 5.15.2 of 3GPP TS 23.501 [2].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	delayTolerance
	An attribute specifies the properties of  service delivery flexibility, especially for the vertical services that are not chasing a high system performance. See clause 4.3 of TS 22.104 [51].
	type: DelayTolerance
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DelayTolerance.support
	An attribute specifies whether or not the NSI supports service delivery flexibility, especially for the vertical services that are not chasing a high system performance.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	deterministicComm
	An attribute specifies the properties of the deterministic communication for periodic user traffic, see clause 4.3 of TS 22.104 [51].
	type: <<DeterminComm>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DeterminComm.availability
	An attribute specifies whether or not the NSI supports deterministic communication for period user traffic.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	DeterminComm.periodicityList
	An attribute specifies a list of periodicities supported by the NSI for deterministic communication.
	type: Float
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	dLThptPerSlice
	This attribute defines achievable data rate of the network slice in downlink that is available ubiquitously across the coverage area of the slice, refer NG.116 [50].
	type: DLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	dLThptPerUE
	This attribute defines data rate supported by the network slice per UE, refer NG.116 [50]. 

	type: DLThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	guaThpt
	This attribute describes the guaranteed data rate.

	type: Float
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	maxThpt
	This attribute describes the maximum data rate.

	type: Float
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	uLThptPerSlice
	This attribute defines achievable data rate of the network slice in uplink that is available ubiquitously across the coverage area of the slice, refer NG.116 [50]. 

	type: ULThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	uLThptPerUE
	This attribute defines data rate supported by the network slice per UE, refer NG.116 [50]. 

	type: ULThpt
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	maxPktSize
	This parameter specifies the maximum packet size supported by the network slice, refer NG.116 [50]. 

	type: MaxPktSize
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	MaxPktSize.maxsize
	This parameter specifies the maximum packet size supported by the network slice, refer NG.116 [50]. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	maxNumberofConns
	This parameter defines the maximum number of concurrent sessions supported by the network slice, refer NG.116 [50]. 

	type: MaxNumberofConns
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	MaxNumberofConns.nOofConn
	This parameter defines the maximum number of concurrent sessions supported by the network slice, refer NG.116 [50]. 

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	kPIMonitoring
	An attribute specifies the name list of KQIs and KPIs available for performance monitoring.

	type: KPIMonitoring
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	KPIMonitoring. kPIList
	An attribute specifies the name list of KQIs and KPIs available for performance monitoring.

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	supportedAccessTech
	An attribute specifies which access technologies are supported by the NSI.

	type: SupportedAccessTech
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	SupportedAccessTech.accTechList
	An attribute specifies which access technologies are supported by the NSI.

allowedValues:
1: NR
2: NB-IoT
3: WI-Fi
4: Fixed access (e.g. DSL, Fibre)

	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	userMgmtOpen
	An attribute specifies whether or not the NSI supports the capability for the NSC to manage their users or groups of users’ network services and corresponding requirements.

	type: UserMgmtOpen
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	UserMgmtOpen.support
	An attribute specifies whether or not the NSI supports the capability for the NSC to manage their users or groups of users’ network services and corresponding requirements.

allowedValues:
"NOT SUPPORTED", "SUPPORTED".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	v2XCommModels
	An attribute specifies whether or not the V2X communication mode is supported by the NSI.


	type: V2XCommMode
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	V2XCommMode.v2XMode
	An attribute specifies whether or not the V2X communication mode is supported by the NSI.

allowedValues:
"NOT SUPPORTED", "SUPPORTED BY NR".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	coverageArea
	An attribute specifies the coverage area of the network slice, i.e. the geographic region where a 3GPP communication service is accessible, see Table 7.1-1 of TS 22.261 [28]) and NG.116 [50].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	termDensity
	An attribute specifies the overall user density over the coverage area of the network slice. See Table 7.1-1 of TS 22.261 [28]).
	type: TermDensity
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	TermDensity.density
	An attribute specifies the overall user density over the coverage area of the network slice. See Table 7.1-1 of TS 22.261 [28]).
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	activityFactor
	An attribute specfies the percentage value of the amount of simultaneous active UEs to the total number of UEs where active means the UEs are exchanging data with the network. See Table 7.1-1 of TS 22.261 [28]).
	type: Float
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	uESpeed
	An attribute specifies the maximum speed (in km/hour) supported by the network slice at which a defined QoS can be achieved. See Table 7.1-1 of TS 22.261 [28]).
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	jitter
	An attribute specifies the deviation from the desired value to the actual value when assessing time parameters, see clause C.4.1 of TS 22.104 [51].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	survivalTime
	An attribute specifies the time that an application consuming a communication service may continue without an anticipated message. See clause 5 of TS 22.104 [51]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	reliability
	An attribute specifies in the context of network layer packet transmissions, percentage value of the amount of sent network layer packets successfully delivered to a given system entity within the time constraint required by the targeted service, divided by the total number of sent network layer packets, see TS 22.261 [28] and TS 22.104 [51].
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True

	NetworkSlice.networkSliceSubnetRef
	This holds a DN of NetworkSliceSubnet relating to the NetworkSlice instance.
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	NetworkSliceSubnet.networkSliceSubnetRef
	This holds a list of DN of constituent NetworkSliceSubnet supporting NetworkSliceSubnet instance 
	type: DN
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	managedFunctionRef
	This holds a list of DN of ManagedFunction instances supporting the NetworkSliceSubnet instance.
	type: DN
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False


	tenantList
	This parameter specifies the list of tenants associated with ServiceProfile 
	type: String
multiplicity: *
isOrdered: N/A
isUnique: True
defaultValue: No default value
isNullable: True



			End of changes



