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[bookmark: _Toc28709371][bookmark: _Toc27749444][bookmark: _Toc20227213]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK4][bookmark: OLE_LINK3][bookmark: OLE_LINK2]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[2] - [13]	Void. 
[14]	3GPP TS 32.254: "Telecommunication management; Charging management; Exposure function Northbound Application Program Interfaces (APIs) charging ".
[15] - [28]	Void. 
[29]	3GPP TS 32.274: "Telecommunication management; Charging management;Short Message Service (SMS) charging".
[30]	3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; stage 2".
[31]	3GPP TS 32.256: "Telecommunication management; Charging management; 5G connection and mobility domain charging; stage 2".
[32] - [49]	Void. 
[50] - [57]	Void.
[58]	3GPP TS 32.290: "Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI).
[59] - [9994] 	Void.
[95]	3GPP TR 21.900: "Technical Specification Group working methods".
[96] - [99] 	Void.
[100]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[101] - [199]	Void
[200] - [203]	Void 
[204] - [298]	Void
[299] 	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[300]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[301]	3GPP TS 29.594: "5G System; Spending Limit Control Service; Stage 3".
[302]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[303]	3GPP TS 24.501: "Non-Access-Stratum (NAS) Protocol for 5G System (5GS); Stage 3".
[304]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[305] - [370]	Void
[371]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[372] - [389]	Void
[390] 	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[391] - [399]	Void
[400]	Void.
[401]	IETF RFC 7540:  "Hypertext Transfer Protocol Version 2 (HTTP/2) ".
[402]	IETF RFC 8259:  "The JavaScript Object Notation (JSON) Data Interchange Format ".
[403] - [499]	Void.
[500]	OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md. 
[501] - [599]	Void.
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[bookmark: _Toc28709610][bookmark: _Toc27749683][bookmark: _Toc20227436]A.1	General 
The present Annex contains two OpenAPIs [500] specification of HTTP messages and content bodies used by the Nchf_ConvergedCharging API and Nchf_OfflineOnlyCharging API. 
This Annex takes precedence when being discrepant to other parts of the specification with respect to the encoding of information elements and methods within the API(s).
NOTE 1:	The semantics and procedures, as well as conditions, e.g. for the applicability and allowed combinations of attributes or values, not expressed in the OpenAPI definitions but defined in other parts of the specification also apply.
Informative copies of the OpenAPI specification files contained in this 3GPP Technical Specification are available on the public 3GPP file server in the following locations (see clause 5B of the 3GPP TR 21.900 [795] for further information):
-	https://forge.etsi.org/rep/3GPP/5G_APIs, and
-	in the zip file containing the Word file of the new version of the TS (which is itself stored in the usual places).
-	https://www.3gpp.org/ftp/Specs/archive/OpenAPI/<Release>/, and
-	https://www.3gpp.org/ftp/Specs/<Plenary>/<Release>/OpenAPI/.
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