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First change

[bookmark: _Toc19888530][bookmark: _Toc27405448][bookmark: _Toc35878638][bookmark: _Toc36220454][bookmark: _Toc36474552][bookmark: _Toc36542824][bookmark: _Toc36543645][bookmark: _Toc36567883]5.4.1	Attribute properties
The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
	[bookmark: _Toc19888531][bookmark: _Toc27405449][bookmark: _Toc35878639][bookmark: _Toc36220455][bookmark: _Toc36474553][bookmark: _Toc36542825][bookmark: _Toc36543646][bookmark: _Toc36567884]Attribute Name
	Documentation and Allowed Values
	Properties

	aMFIdentifier
	The AMFI is constructed from an AMF Region ID, an AMF Set ID and an AMF Pointer. The AMF Region ID identifies the region, the AMF Set ID uniquely identifies the AMF Set within the AMF Region, and the AMF Pointer uniquely identifies the AMF within the AMF Set. (Ref. 3GPP TS 23.003 [13])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetId
	It represents the AMF Set ID, which is uniquely identifies the AMF Set within the AMF Region.
allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetMemberList
	It is the list of DNs of AMFFunction instances of the AMFSet. 

allowedValues: N/A
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False

	aMFRegionId
	It represents the AMF Region ID, which identifies the region.

allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	localAddress 

	This parameter specifies the localAddress including IP address and VLAN ID used for initialization of the underlying transport.

First string is IP address, IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
Second string is VLAN Id (See IEEE 802.1Q [39]).
	type: String
multiplicity: 2
isOrdered: True
isUnique: N/A
defaultValue: None
isNullable: False


	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.

IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nfProfileList
	It is a set of NFProfile(s) to be registered in the NRF instance. NFProfile is defined in 3GPP TS 29.510 [23].
	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nSIIdList
	It is a set of NSI Id. The NSI ID is defined in subclause 6.1.6.2.8 of 3GPP TS 29.531 [24]. 
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sNSSAIList
	See subclause 4.4.1.
	

	sBIFQDN
	It is used to indicate the FQDN of the registered NF instance in service-based interface, for example, NF instance FQDN structure is:
nftype<nfnum>.slicetype<sliceid>.mnc<MNC>.mcc<MCC>.3gppnetwork.org

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sBIServiceList
	It is used to indicate the all supported NF services registered on service-based interface.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nRTACList
	It is the list of Tracking Area Codes (either legacy TAC or extended TAC). 

allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedBMOList
	It is used to indicate the list of supported BMOs (Bridge Managed Objects) required for integration with TSN system.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	managedNFProfile
	This parameter defines profile for managed NF (See TS 23.501 [22]).  

allowedValues: N/A
	type: ManagedNFProfile
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nfInstanceID
	This parameter defines unique identity of the NF Instance. The format of the NF Instance ID shall be a Universally Unique Identifier (UUID) version 4, as described in IETF RFC 4122 [44]

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	nfType
	This parameter defines type of Network Function

allowedValues: See TS 23.501[22] for NF types
	type:  ENUM
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	fqdn
	This parameter defines FQDN of the Network Function (See TS 23.003 [5])

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	ipAddress
	This parameter defines IP Address of the Network Function. It can be IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25]).

allowedValues: N/A

	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	authzInfo
	This parameter defines NF Specific Service authorization information. It shall include the NF type (s) and NF realms/origins allowed to consume NF Service(s) of NF Service Producer (See TS 23.501[22]). 
allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: True

	locality
	The parameter defines information about the location of the NF instance (e.g. geographic location, data center) defined by operator (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: True

	capacity
	This parameter defines static capacity information in the range of 0-65535, expressed as a weight relative to other NF instances of the same type; if capacity is also present in the nfServiceList parameters, those will have precedence over this value (See TS 29.510[23])
allowedValues: 0-65535
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nFInfo
	This parameter includes NF specific data in Managed NF profile


allowedValues: N/A
	type: NFInfo
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	hostAddr
	This parameter defines host address of a NF


allowedValues: N/A
	type: HostAddr
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	priority
	This parameter defines Priority (relative to other NFs of the same type) in the range of 0-65535, to be used for NF selection; lower values indicate a higher priority. If priority is also present in the nfServiceList parameters, those will have precedence over this value (See TS 29.510[23]).

allowedValues: 0-65535
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedDataSetIds
	This parameter defines list of supported data sets in the UDR instance (See TS 29.510[23]).

allowedValues: "SUBSCRIPTION", "POLICY", EXPOSURE", "APPLICATION"
	type: ENUM
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	nFSrvGroupId
	This parameter defines identity of the group that is served by the NF instance (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	smfServingAreas
	This parameter defines the SMF service area(s) the UPF can serve (See TS 29.510[23]).

allowedValues: N/A
	type: String
multiplicity: 1..*
isOrdered: F
isUnique: True
defaultValue: None
isNullable: False

	isRemoveAllowed
	This indicates if the subject NRCellRelation can be removed (deleted) or not.  

If TRUE, the subject NRCellRelation instance can be removed (deleted).  

If FALSE, the subject NRCellRelation instance shall not be removed (deleted) by any entity but an MnS consumer.

allowedValues: TRUE,FALSE

	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	isHOAllowed
	This indicates if HO is allowed or prohibited.

If TRUE, handover is allowed from source cell to target cell.  The source cell is identified by the name-containing NRCellCU of the NRCellRelation that contains the isHOAllowed. The target cell is referenced by the NRCellRelation that contains this isHOAllowed. 

If FALSE, handover shall not be allowed.

allowedValues: TRUE,FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	x2BlackList
	This is a list of NRCellCU and ExternalNRCellCUGeNBIds. If the target node DN GeNBId is a member of the source node’s NRCellCU.x2BlackList, the source node is: 

1)	Pprohibited from sending X2 connection requests to the target node;
2)	Fforced to tear down an established X2 connection to the target node; 
3)	nNot allowed to accept incoming X2 connection requests from the target node.

The same DN GeNBId may appear here and in NRCellCU.x2WhiteList. In such case, the DN GeNBId in x2WhiteList shall be treated as if it is absent.

allowedValues: See NOTE X.

	type: DNString
multiplicity: 01..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnBlackList
	This is a list of DNs of NRCellCU and ExternalNRCellCUGgNBIds. If the target node DN GgNBId is a member of the source node’s NRCellCU.xnBlackList, the source node is: 

1)	Pprohibited from sending Xn connection requests to the target node;
2)	Fforced to tear down an established Xn connection to the target node; 
3)	Nnot allowed to accept incoming Xn connection requests from the target node.

The same DN GgNBId may appear here and in NRCellCU.xnWhiteList. In such case, the DN GgNBId in xnWhiteList shall be treated as if it is absent.

allowedValues: See NOTE X.

	type: DNString
multiplicity: 01..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2WhiteList
	This is a list of DNs of NRCellCU and ExternalNRCellCUGeNBIds. If the target node DN GeNBId is a member of the source node’s NRCellCU.x2WhiteList, the source node is:

1)  -	is allowed to request the establishment of an X2 connection with to the target node;

2)  -	is not allowed to initiate the tear down of an established X2 connection to the target node
The same DN GeNBId may appear here and in NRCellCU.x2BlackList.  In such case, the DN GeNBId here shall be treated as if it is absent.

allowedValues: See NOTE X.

	type: String
multiplicity: 01..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	xnWhiteList
	This is a list of DNs of NRCellCU and ExternalNRCellCUGgNBIds. If the target node DN GgNBId is a member of the source node’s NRCellCU.xnWhiteList, the source node is:
1)  -	is allowed to request the establishment of Xn connection with the target node;

2)  -	is not allowed to initiate the tear down of an established Xn connection to the target node
The same GgNBId DN may appear here and in NRCellCU.xnBlackList.  In such case, the GgNBId DN here shall be treated as if it is absent.

allowedValues: See NOTE X.

	type: String
multiplicity: 01..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2XnHOBlackList
	This is a list of GgNBIds. DNs of any number and combination of cells represented by the following IoCs:
NRCellCU
ExternalNRCellCU. 
ExternalEUtranCellTDD
ExternalEUtranCellFDD
EUtranCellTDD
EUtranCellFDD
For all the entries in NRCellCU.x2XnHOBlackList, the subject NRCellCU is prohibited to use the X2 or Xn interface for HOs even if an X2 or Xn interface exists to the target cell.

allowedValues: See NOTE X.

	type: DNString
multiplicity: 01..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	x2HOBlackList
	This is a list of GeNBIds. For all the entries in NRCellCU.x2HOBlackList, the subject NRCellCU is prohibited to use the X2 interface for HOs even if an X2 interface exists to the target cell.

allowedValues: See NOTE X.

	type: String
multiplicity: 0..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	groupId
	This parameter identiies a list of target NF services on which the same communication model is applied to. 

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	commModelType
	This parameter defines communication model used by a NF to interact with NF service(s) (See TS 23.501 [2]). 

allowedValues:”DIRECT_COMMUNICATION_WO_NRF”, “DIRECT_COMMUNICATION_WITH_NRF”, “INDIRECT_COMMUNICATION_WO_DEDICATED_DISCOVERY”,  “INDIRECT_COMMUNICATION_WITH_DEDICATED_DISCOVERY”
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	targetNFServiceList
	This parameter lists target NF services sharing same communication model and configuration.

allowedValues: N/A
	type: DN
multiplicity: 1..*
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	commModelConfiguration
	This parameter defines configuration parameters for specific communication model for a group of NF Services.

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedFuncList
	This parameter lists functionalities supported by a SCP. Refer to TS 23.501 [2].

	type: SupportedFunction
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	address
	This parameter defines address of a SCP instance, it can be IP address (either IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25])) or FQDN (See TS 23.003 [5]). 

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	function
	This parameter defines name of a functionality supported by a SCP.
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	policy
	This parameter defines configuration policies of a functionality supported by a SCP.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	capabilityList
	This parameter lists capabilities supported by a NEF. Refer to TS 23.501 [2].

allowedValues: N/A

	type: String
multiplicity: 1..*
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	isINEF
	This parameter defines if the NEF is an Intermediate NEF. 

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	isCAPIFSup
	This parameter defines if the NEF support Common API Framework.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	sEPPType
	This parameter defines the type of a SEPP entity. Refer to TS 33.501 [52].

allowedValues: “CSEPP”, “PSEPP”
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: False
defaultValue: None
isNullable: False

	sEPPId
	This parameter is identifier of a SEPP, it is unique inside a PLMN. 

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	remotePlmnId
	This parameter defines PLMNId of the remote SEPP.

allowedValues: N/A
	Type: PLMNId 
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	remoteSeppAddress
	This parameter defines address of the remote SEPP. It can be IP address (either IPv4 address (See RFC 791 [24]) or IPv6 address (See RFC 2373 [25])) or FQDN(See TS 23.003 [5]).

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	remoteSeppId
	This parameter defines identifier of the remote SEPP. it is unique inside a PLMN.

allowedValues: N/A
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	n32cParas
	This attribute is used to configure parameters to establish security link between two SEPPs. 

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	n32fPolicy
	This attribute is used to configure policies to protect the messages exchanged between SEPPs.

allowedValues: N/A
	type: String
multiplicity: 1
isOrdered: F
isUnique: N/A
defaultValue: None
isNullable: False

	withIPX
	This attribute defines if there’s an IPX interconnected between two SEPPs.

allowedValues: TRUE, FALSE
	type: Boolean
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	
NOTE X: For Global gNB Identifiers, the entries are formatted according to the pattern <mcc><mnc>-<gNBIdLength>-<gNBId>, where <mcc> is three digits, <mnc> two or three digits, <gNBIdLength> is a string containing a number n as digits, in the range 22 to 32, and <gNBId> is a string containing digits for the number 0 to 2n-1. For Global eNB Identifiers, the entries are formatted according to the pattern <mcc><mnc>-<eNBIdLength>-<eNBId>, where <mcc> is three digits, <mnc> two or three digits, <gNBIdLength> is a string containing a number m as digits, m being one of 18, 20, 21 or 22, and <eNBId> is a string containing digits for the number 0 to 2m-1.






Next change

[bookmark: _Toc19888582][bookmark: _Toc27405560][bookmark: _Toc35878750][bookmark: _Toc36220566][bookmark: _Toc36474664][bookmark: _Toc36542936][bookmark: _Toc36543757][bookmark: _Toc36567995]C.4.3	XML schema "nRNrm.xsd"
<?xml version="1.0" encoding="UTF-8"?>
<!--
  3GPP TS 28.541 NR Network Resource Model
  XML schema definition
  nrNrm.xsd
-->
<schema xmlns="http://www.w3.org/2001/XMLSchema" 
xmlns:xn="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm" 
xmlns:nn="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm" 
xmlns:en="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm" 
xmlns:epc="http://www.3gpp.org/ftp/specs/archive/28_series/28.709#epcNrm" 
xmlns:sm="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP" 
xmlns:ngc="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"
xmlns:sp="http://www.3gpp.org/ftp/specs/archive/28_series/28.629#sonPolicyNrm"
targetNamespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm" elementFormDefault="qualified">
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.709#epcNrm"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"/>
<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.629#sonPolicyNrm"/>

<simpleType name="GnbId">
	<restriction base="unsignedLong">
	<maxInclusive value="4294967295"/>
	</restriction>
</simpleType>
<simpleType name="GnbIdLength">
	<restriction base="integer">
	<minLength value="22"/>
	<maxLength value="32"/>
	</restriction>
</simpleType>
<simpleType name="Nci">
	<restriction base="unsignedLong">
	<maxInclusive value="68719476735"/>
	</restriction>
</simpleType>  
<simpleType name="Pci">
	<restriction base="unsignedShort">
	<maxInclusive value="503"/>
	<!-- Minimum value is 0, maximum value is 3x167+2=503 -->
	</restriction>
</simpleType>
<simpleType name="NrTac">
	<restriction base="unsignedLong">
	<maxInclusive value="16777215"/>
	<!--5G TAC is 3-octets length -->
	</restriction>
</simpleType>
<simpleType name="GnbDuId">
	<restriction base="unsignedLong">
	<maxInclusive value="68719476735"/>
	<!-- Minimum value is 0, maximum value is 2^36-1=68719476735 -->
	</restriction>
</simpleType>
<simpleType name="GnbCuupId">
	<restriction base="unsignedLong">
	<maxInclusive value="68719476735"/>
	<!-- Minimum value is 0, maximum value is 2^36-1=68719476735 -->
	</restriction>
</simpleType>
<simpleType name="GnbName">
	<restriction base="string">
	<minLength value="1"/>
	<maxLength value="150"/>
	</restriction>
</simpleType>
<simpleType name="CyclicPrefix">
	<restriction base="integer">
	<enumeration value="15"/>
	<enumeration value="30"/>
	<enumeration value="60"/>
	<enumeration value="120"/>
	</restriction>
</simpleType>
<simpleType name="QuotaType">
	<restriction base="string">
	<enumeration value="STRICT"/>
	<enumeration value="FLOAT"/>
	</restriction>
</simpleType>
<simpleType name="CellState">
	<restriction base="string">
	<enumeration value="IDLE"/>
	<enumeration value="INACTIVE"/>
	<enumeration value="ACTIVE"/>
	</restriction>
</simpleType>
<simpleType name="BwpContext">
	<restriction base="string">
	<enumeration value="DL"/>
	<enumeration value="UL"/>
	<enumeration value="SUL"/>
	</restriction>
</simpleType>
<simpleType name="IsInitialBwp">
	<restriction base="string">
	<enumeration value="INITIAL"/>
	<enumeration value="OTHER"/>
	</restriction>
</simpleType>
<simpleType name="qOffsetRangeList">
	<restriction base="string">
	<enumeration value="dB-24"/>
	<enumeration value="dB-22"/>
	<enumeration value="dB-20"/>
	<enumeration value="dB-18"/>
	<enumeration value="dB-16"/>
	<enumeration value="dB-14"/>
	<enumeration value="dB-12"/>
	<enumeration value="dB-10"/>
	<enumeration value="dB-8"/>
	<enumeration value="dB-6"/>
	<enumeration value="dB-5"/>
	<enumeration value="dB-4"/>
	<enumeration value="dB-3"/>
	<enumeration value="dB-2"/>
	<enumeration value="dB-1"/>
	<enumeration value="dB0"/>
	<enumeration value="dB1"/>
	<enumeration value="dB2"/>
	<enumeration value="dB3"/>
	<enumeration value="dB4"/>
	<enumeration value="dB5"/>
	<enumeration value="dB6"/>
	<enumeration value="dB8"/>
	<enumeration value="dB10"/>
	<enumeration value="dB12"/>
	<enumeration value="dB14"/>
	<enumeration value="dB16"/>
	<enumeration value="dB18"/>
	<enumeration value="dB20"/>
	<enumeration value="dB22"/>
	<enumeration value="dB24"/>
	</restriction>
</simpleType>
<simpleType name="cellReselectionPriority">
	<restriction base="unsignedLong">
	<minInclusive value="0"/>
	<maxInclusive value="16"/>
	<!--Value 0 means lowest priority-->
	</restriction>
</simpleType>
<simpleType name="cellReselectionSubPriority">
	<restriction base="unsignedLong">
	<minInclusive value="0"/>
	<maxInclusive value="16"/>
	<!--Value 0 means lowest priority-->
	</restriction>
</simpleType>
<simpleType name="PMaxRangeType">
	<restriction base="short">
	<minInclusive value="-30"/>
	<maxInclusive value="33"/>
	</restriction>
</simpleType>
<simpleType name="qOffsetFreq">
	<restriction base="short">
	<minInclusive value="-24"/>
	<maxInclusive value="24"/>
	</restriction>
</simpleType>
<simpleType name="qQualMin">
	<restriction base="integer">
	<minInclusive value="-34"/>
	<maxInclusive value="0"/>
	</restriction>
</simpleType>
<simpleType name="qRxLevMin">
	<restriction base="integer">
	<minInclusive value="-140"/>
	<maxInclusive value="-44"/>
	</restriction>
</simpleType>
<simpleType name="Thresxhighp">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="62"/>
	</restriction>
</simpleType>
<simpleType name="Threshxhighq">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="31"/>
	</restriction>
</simpleType>
<simpleType name="Threshxlowp">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="62"/>
	</restriction>
</simpleType>
<simpleType name="Threshxlowq">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="62"/>
	</restriction>
</simpleType>
<simpleType name="Treselectionnr">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="7"/>
	</restriction>
</simpleType>
<simpleType name="Treselectionnrsfhigh">
	<restriction base="string">
	<enumeration value="25"/>
	<enumeration value="50"/>
	<enumeration value="75"/>
	<enumeration value="100"/>
	</restriction>
</simpleType>
<simpleType name="Treselectionnrsfmedium">
	<restriction base="string">
	<enumeration value="25"/>
	<enumeration value="50"/>
	<enumeration value="75"/>
	<enumeration value="100"/>
	</restriction>
</simpleType>
<simpleType name="Absolutefrequencyssb">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="3279165"/>
	</restriction>
</simpleType>
<simpleType name="Ssbsubcarrierspacing">
	<restriction base="string">
	<enumeration value="15"/>
	<enumeration value="30"/>
	<enumeration value="120"/>
	<enumeration value="240"/>
	</restriction>
</simpleType>
<simpleType name="Multifrequencybandlistnr">
	<restriction base="integer">
	<minInclusive value="1"/>
	<maxInclusive value="256"/>
	</restriction>
</simpleType>
<simpleType name="beamType">
	<restriction base="string">
	<enumeration value="SSB-BEAM"/>
	</restriction>
</simpleType>
<simpleType name="beamAzimuth">
	<restriction base="integer">
	<minInclusive value="-1800"/>
	<maxInclusive value="1800"/>
	</restriction>
</simpleType>
<simpleType name="beamTilt">
	<restriction base="integer">
	<minInclusive value="-900"/>
	<maxInclusive value="900"/>
	</restriction>
</simpleType>
<simpleType name="beamHorizWidth">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="3599"/>
	</restriction>
</simpleType>
<simpleType name="beamVertWidth">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="1800"/>
	</restriction>
</simpleType>
<simpleType name="coverageShapeType">
	<restriction base="integer">
	<minInclusive value="0"/>
	<maxInclusive value="65535"/>
	</restriction>
</simpleType>
<simpleType name="resourceType">
	<restriction base="string">
	<enumeration value="PRB"/>
	<enumeration value="RRC"/>
	<enumeration value="DRB"/>
	</restriction>
</simpleType>
<complexType name="LocalEndPoint">
	<sequence>
	<element name="ipv4Address" type="string"/>
	<element name="ipv6Address" type="string"/>
	<element name="ipv6Prefix" type="string"/>
	<element name="vlanId" type="integer"/>
	</sequence>
</complexType>
<complexType name="RemoteEndPoint">
	<sequence>
	<element name="ipv4Address" type="string"/>
	<element name="ipv6Address" type="string"/>
	<element name="ipv6Prefix" type="string"/>
	</sequence>
</complexType>
<complexType name="blackListEntry">
	<sequence minOccurs="0" maxOccurs="1007" >
	<element name="pci" type="en:Pci" maxOccurs="504"/>
	</sequence>
</complexType>
<complexType name="blackListEntryIdleMode">
	<sequence minOccurs="0" maxOccurs="1007" >
	<element name="pci" type="en:Pci" maxOccurs="504"/>
	</sequence>
</complexType>
<complexType name="PLMNIdList">
	<sequence>
	<element name="pLMNId" type="en:PLMNId" maxOccurs="6"/>
	<!-- The first pLMNId of the pLMNIdList is primary PLMN id -->
	</sequence>
</complexType>
<complexType name="cellIndividualOffset">
	<sequence>
	<element name="rsrpOffsetSSB" type="qOffsetRangeList"/>
	<element name="rsrqOffsetSSB" type="qOffsetRangeList"/>
	<element name="sinrOffsetSSB" type="qOffsetRangeList"/>
	<element name="rsrpOffsetCSI-RS" type="qOffsetRangeList"/>
	<element name="rsrqOffsetCSI-RS" type="qOffsetRangeList"/>
	<element name="sinrOffsetCSI-RS" type="qOffsetRangeList"/>
	</sequence>
  </complexType>
 <complexType name="PLMNInfoType">
	<sequence>
	<element name="pLMNId" type="en:PLMNId"/>
	<element name="sNSSAI" type="ngc:SNssai" minOccurs="0"/>
	</sequence>
</complexType>
 <complexType name="PLMNInfoListType">
	<sequence>
	<element name="pLMNInfo" type="PLMNInfoType" minOccurs="1"/>
	</sequence>
</complexType>
<element name="GNBDUFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction-->
					<element name="gnbId" type="nn:GnbId"/>
					<element name="gnbIdLength" type="nn:GnbIdLength"/>
					<element name="gnbDUId" type="nn:GnbDuId"/>
					<element name="gnbDuName" type="nn:GnbName" minOccurs="0"/>
					
					<element name="x2Blacklist" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2Whitelist" type="stringxn:dnList" minOccurs="0"/>
					<element name="xnBlacklist" type="stringxn:dnList" minOccurs="0"/>
					<element name="xnWhitelist" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2XnHOBlackList" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2HOBlackList" type="string" minOccurs="0"/>
					<element name="aggressorSetID" type="nn:AggressorSetID"/>
					<element name="victimSetID" type="nn:VictimSetID"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="nn:NRCellDU"/>
					<element ref="nn:BWP"/>
					<element ref="nn:NRSectorCarrier"/>
					<element ref="nn:EP_F1C"/>
					<element ref="nn:EP_F1U"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
				<element ref="xn:MeasurementControl"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="GNBCUCPFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction-->
					<element name="gnbId" type="nn:GnbId" />
					<element name="gnbIdLength" type="nn:GnbIdLength"/>
					<element name="gnbCuName" type=" nn:GnbName" minOccurs="0"/>
					<element name="pLMNId" type="en:PLMNId" />
					<element name="x2Blacklist" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2Whitelist" type="stringxn:dnList" minOccurs="0"/>
					<element name="xnBlacklist" type="stringxn:dnList" minOccurs="0"/>
					<element name="xnWhitelist" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2XnHOBlackList" type="stringxn:dnList" minOccurs="0"/>
					<element name="x2HOBlackList" type="string" minOccurs="0"/>
					<element name="mappingSetIDBackhaulAddress" type="MappingSetIDBackhaulAddress" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="nn:NRCellCU"/>
					<element ref="nn:EP_F1C"/>
					<element ref="nn:EP_E1"/>
					<element ref="nn:EP_XnC"/>
					<element ref="nn:EP_X2C"/>
					<element ref="nn:EP_NgC"/>
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>			
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="GNBCUUPFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction-->
					<element name="gNBCUUPId" type="nn:GnbCuupId "/>
					<element name="pLMNInfoList" type="PLMNInfoListType"/>					<element name="gNBId" type="nn:GnbId"/>
					<element name="gnbIdLength" type="nn:GnbIdLength"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="nn:EP_E1"/>
					<element ref="nn:EP_F1U"/>
					<element ref="nn:EP_XnU"/>
					<element ref="nn:EP_NgU"/>
					<element ref="nn:EP_X2U"/>
					<element ref="nn:EP_S1U"/>
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>		
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRCellCU">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>	
					<!--End of inherited attributes from ManagedFunction-->
					<element name="nCGI" type="nn:Ncgi"/>
					<element name="pLMNIdList" type="en:PLMNIdList"/>
					<element name="sNSSAIList" type="ngc:SnssaiList" minOccurs="0"/>
					<element name="nRFrequencyRef" type="xn:dn" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
					<element ref="nRCellRelation"/>
					<element ref="nRFreqRelation"/>
					<element ref="eUtranCellRelation"/>
					<element ref="eUtranFreqRelation"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref= "RRMPolicyRatio"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRCellDU">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>	
					<!--End of inherited attributes from ManagedFunction-->
					<element name="nCGI" type="nn:Ncgi" minOccurs="0"/>
					<element name="operationalState" type="sm:operationalStateType" minOccurs="0"/>
					<element name="administrativeState" type="sm:administrativeStateType" minOccurs="0"/>
					<element name="cellState" type="nn:CellState"/>
					<element name="pLMNIdList" type="en:PLMNIdList"/>
					<element name="sNSSAIList" type="ngc:SnssaiList" minOccurs="0"/>
					<element name="nRpci" type="nn:Pci" />
					<element name="nRTac" type="nn:NrTac" /> 
					<element name="arfcnDL" type="integer"/>
					<element name="arfcnUL" type="integer" minOccurs="0"/>
					<element name="arfcnSUL" type="integer" minOccurs="0"/>
					<element name="bSChannelBwDL" type="integer"/>
					<element name="bSChannelBwUL" type="integer" minOccurs="0"/>
					<element name="bSChannelBwSUL" type="integer" minOccurs="0"/>
					<element name="nRFrequencyRef" type="xn:dn" minOccurs="0"/>
					<element name="nRSectorCarrierRef" type="xn:dn" minOccurs="0"/>
					<element name="bWPRef" type="xn:dn" minOccurs="0"/>				  
				</all>
			  </complexType>
			</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>			
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="RRMPolicyRatio"/>
				</choice>	
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRSectorCarrier">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>	
					<!--End of inherited attributes from ManagedFunction-->
					<element name="txDirection" type="nn:TxDirection"/>
					<element name="configuredMaxTxPower" type="integer"/>
					<element name="arfcnDL" type="integer" minOccurs="0"/>
					<element name="arfcnUL" type="integer" minOccurs="0"/>
					<element name="bSChannelBwDL" type="integer" minOccurs="0"/>
					<element name="bSChannelBwUL" type="integer" minOccurs="0"/>
					<element name="sectorEquipmentFunctionRef" type="xn:dn" minOccurs="0"/>			  
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>	
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="BWP">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>	
					<!--End of inherited attributes from ManagedFunction-->
					<element name="bwpContext" type="nn:BwpContext"/>
					<element name="isInitialBwp" type="nn:IsInitialBwp"/>
					<element name="subCarrierSpacing" type="integer"/>
					<element name="cyclicPrefix" type="nn:CyclicPrefix"/>
					<element name="startRB" type="integer"/>
					<element name="numberOfRBs" type="integer"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>	
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="CommonBeamformingFunction">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="coverageShape" type="coverageShapeType" minOccurs="0"/>
					<element name="digitalTilt" type="beamTilt" minOccurs="0"/>
					<element name="digitalAzimuth" type="beamAzimuth" minOccurs="0"/>
			</all>
			</complexType>
			</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>			
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="Beam">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="beamIndex" type="integer" minOccurs="0"/>
					<element name="beamType" type="beamType" minOccurs="0"/>
					<element name="beamAzimuth" type="beamAzimuth" minOccurs="0"/>
					<element name="beamTilt" type="beamTilt" minOccurs="0"/>
					<element name="beamHorizWidth" type="beamHorizWidth" minOccurs="0"/>
					<element name="beamVertWidth" type="beamVertWidth" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>	
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_E1">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
		</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_XnC">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
		</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_XnU">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
	</element>
<element name="EP_NgC">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LoacalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_NgU">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_F1C">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_F1U">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
				<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_S1U">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
				<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				</sequence>
			</extension>
	  </complexContent>
	</complexType>
</element>
<element name="EP_X2C">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="EP_X2U">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes" minOccurs="0">
				<complexType>
				<all>
					<!-- Inherited attributes from EP_RP -->
					<element name="farEndEntity" type="xn:dn" minOccurs="0"/>
					<element name="userLabel" type="string" minOccurs="0"/>
					<!-- End of inherited attributes from EP_RP -->
					<element name="localAddress" type="nn:LocalEndPoint" minOccurs="0"/>
					<element name="remoteAddress" type="nn:RemoteEndPoint" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRCellRelation">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction -->
					<element name="nRTCI" type="nn:Nrtci"/>
					<element name="cellIndividualOffset" type="en:CellIndividualOffset"/>
					<element name="nRFreqRelationRef" type="xn:dn" minOccurs="0"/>
					<element name="adjacentNRCellRef" type="xn:dn" minOccurs="0"/>
					<element name="isRemoveAllowed" type="boolean" minOccurs="0"/>
					<element name="isHOAllowed" type="boolean" minOccurs="0"/>				
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>		
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRFreqRelation">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction -->
					<element name="offsetMO" type="en:qOffsetRangeList"/>
					<element name="blackListEntry" type="en:blackListEntry" minOccurs="0"/>
					<element name="blackListEntryIdleMode" type="en:blackListEntryIdleMode" minOccurs="0"/>
					<element name="cellReselectionPriority" type="en:cellReselectionPriority"/>
					<element name="cellReselectionSubPriority" type="en:cellReselectionSubPriority"/>
					<element name="pMax" type="en:PMaxRangeType" minOccurs="0"/>
					<element name="qOffserFreq" type="nn:qOffserFreq" minOccurs="0"/>
					<element name="qQualMin" type="en:qQualMin" minOccurs="0"/> 
					<element name="qRxLevMin" type="en:qRxLevMin" minOccurs="0"/>
					<element name="threshXHighP" type="en:threshxhighp" minOccurs="0"/>
					<element name="threshXHighQ" type="en:threshxhighq" minOccurs="0"/>
					<element name="threshXLowP" type="en:threshxlowp" minOccurs="0"/>
					<element name="threshXLowQ" type="en:threshxlowp" minOccurs="0"/>
					<element name="tReselectionNr" type="nn:Treselectionnr" minOccurs="0"/>
					<element name="tReselectionNRSfHigh" type="nn:Treselectionnrsfhigh" minOccurs="0"/>
					<element name="tReselectionNRSfMedium" type="nn:Treselectionnrsfmedium" minOccurs="0"/>
					<element name="nRFrequencyRef" type="xn:dn" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="ExternalNRCellCU">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction -->
					<element name="nCGI" type="nn:Ncgi"/>
					<element name="pLMNIdList" type="en:PLMNIdList"/>
					<element name="nRPCI" type="nn:Nrpci" minOccurs="0"/>
					<element name="nRFrequencyRef" type="xn:dn" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="ExternalGNBCUCPFunction" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass ">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction -->
					<element name="gnbId" type="nn:GnbId" />
					<element name="gnbIdLength" type="nn:GnbIdLength"/>
					<element name="pLMNId" type="en:PLMNIdList" />
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="RRMPolicy_">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="resourceType" type="ResourceType" />
					<element name="rRMPolicyMemberList" type="PLMNInfoListType"/>
				</all>
				</complexType>
				</element>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="RRMPolicyRatio">
	<complexType>
		<complexContent>
			<extension base="RRMPolicy_">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>

					<element name="quotaType" type="nn:quotaType"/>
					<element name="rRMPolicyMaxRatio" type="integer" minOccurs="1"/>
					<element name="rRMPolicyMarginMaxRatio" type="integer" minOccurs="0"/>
					<element name="rRMPolicyMinRatio" type="integer" minOccurs="1"/>
					<element name="rRMPolicyMarginMinRatio" type="integer" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>
				</choice>
				<choice minOccurs="0" maxOccurs="1">
					<element ref="sp:EnergySavingProperties"/>
					<element ref="sp:ESPolicies"/>
				</choice>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="NRFrequency" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<!-- Inherited attributes from ManagedFunction -->
					<element name="userLabel" type="string" minOccurs="0"/>
					<element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>
					<element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>
					<element name="priority" type="integer" minOccurs="0"/>
					<element name="measurements" type="xn:MeasurementTypesAndGPsList" minOccurs="0"/>
					<!--End of inherited attributes from ManagedFunction -->
					<element name="absoluteFrequencySSB" type="nn:Absolutefrequencyssb" minOccurs="0"/>
					<element name="sSBSubCarrierSpacing" type="nn:Ssbsubcarrierspacing" minOccurs="0"/>
					<element name="multiFrequencyBandListNR" type="nn:MultifrequencyBandlistnr" minOccurs="0"/>
				</all>
				</complexType>
				</element>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:VsDataContainer"/>              
				</choice>
				<choice minOccurs="0" maxOccurs="1">
				<element ref="sp:EnergySavingProperties"/>
				<element ref="sp:ESPolicies"/>
				</choice>
				<choice minOccurs="0" maxOccurs="unbounded">
					<element ref="xn:MeasurementControl"/>
				</choice>
			</sequence>
		</extension>
		</complexContent>
	</complexType>
</element>
<element name="MappingSetIDBackhaulAddress">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="setID" type="nn:SetId" />
					<element name="backhaulAdress" type="BackhaulAddress" minOccurs="0"/>	
				</all>
				</complexType>
				</element>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="BackhaulAddress">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="gNBID" type="nn:GnbId" />
					<element name="tAI" type="TAI" minOccurs="0"/>	
				</all>
				</complexType>
				</element>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
<element name="TAI">
	<complexType>
		<complexContent>
			<extension base="xn:NrmClass">
			<sequence>
				<element name="attributes">
				<complexType>
				<all>
					<element name="nRTac" type="nn:NrTac" />
					<element name="pLMNId" type="en:PLMNIdList" />	
				</all>
				</complexType>
				</element>
			</sequence>
			</extension>
		</complexContent>
	</complexType>
</element>
</schema>
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  title: NR NRM
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paths: {}
components:
  schemas:

#-------- Definition of types-----------------------------------------------------

    GnbId:
      type: string
    GnbIdLength:
      type: integer
      minimum: 22
      maximum: 32
    GnbName:
      type: string
      maxLength: 150
    GnbDuId:
      type: number
      minimum: 0
      maximum: 68719476735
    GnbCuUpId:
      type: number
      minimum: 0
      maximum: 68719476735

    Sst:
      type: integer
      maximum: 255
    Snssai:
      type: object
      properties:
        sst:
          $ref: '#/components/schemas/Sst'
        sd:
          type: string
    SnssaiList:
      type: array
      items:
        $ref: '#/components/schemas/Snssai'

    Mnc:
      type: string
      pattern: '[0-9]{3}|[0-9]{2}'
    PlmnId:
      type: object
      properties:
        mcc:
          $ref: 'genericNrm.yaml#/components/schemas/Mcc'
        mnc:
          $ref: '#/components/schemas/Mnc'
    PlmnIdList:
      type: array
      items:
        $ref: '#/components/schemas/PlmnId'
    PlmnInfo:
      type: object
      properties:
        plmnId":
          $ref: '#/components/schemas/PlmnId'
        snssai:
          $ref: '#/components/schemas/Snssai'
    PlmnInfoList:
      type: array
      items:
        $ref: '#/components/schemas/PlmnInfo'

    GGnbIdList:
        type: array
        items: string
        pattern: '^[0-9]{3}[0-9]{2,3}-(22|23|24|25|26|27|28|29|30|31|32)-[0-9]{1,10}'

    GEnbIdList:
        type: array
        items: string
        pattern: '^[0-9]{3}[0-9]{2,3}-(18|20|21|22)-[0-9]{1,7}'

    NrPci:
      type: integer
      maximum: 503
    NrTac:
      type: integer
      maximum: 16777215
    Tai:
      type: object
      properties:
        plmnId:
          $ref: '#/components/schemas/PlmnId'
        nrTac:
          $ref: '#/components/schemas/NrTac'

    BackhaulAddress:
      type: object
      properties:
        gnbId:
          $ref: '#/components/schemas/GnbId'
        tai:
          $ref: "#/components/schemas/Tai"
    MappingSetIDBackhaulAddress:
      type: object
      properties:
        setID:
          type: integer
        backhaulAddress:
          $ref: '#/components/schemas/BackhaulAddress'

    CellState:
      type: string
      enum:
        - IDLE
        - INACTIVE
        - ACTIVE
    CyclicPrefix:
      type: string
      enum:
        - '15'
        - '30'
        - '60'
        - '120'
    TxDirection:
      type: string
      enum:
        - DL
        - UL
        - DL and UL
    BwpContext:
      type: string
      enum:
        - DL
        - UL
        - SUL
    IsInitialBwp:
      type: string
      enum:
        - INITIAL
        - OTHER
        - SUL
    QuotaType:
      type: string
      enum:
        - STRICT
        - FLOAT
    RrmPolicyMember:
      type: object
      properties:
        plmnId:
          $ref: '#/components/schemas/PlmnId'
        snssai:
          $ref: '#/components/schemas/Snssai'
    RrmPolicyMemberList:
      type: array
      items:
        $ref: '#/components/schemas/RrmPolicyMember'

    LocalAddress:
      type: object
      properties:
        ipv4Address:
          $ref: 'genericNrm.yaml#/components/schemas/Ipv4Addr'
        ipv6Address:
          $ref: 'genericNrm.yaml#/components/schemas/Ipv6Addr'
        vlanId:
          type: integer
          minimum: 0
          maximum: 4096
        port:
          type: integer
          minimum: 0
          maximum: 65535
    RemoteAddress:
      type: object
      properties:
        ipv4Address:
          $ref: 'genericNrm.yaml#/components/schemas/Ipv4Addr'
        ipv6Address:
          $ref: 'genericNrm.yaml#/components/schemas/Ipv6Addr'

    CellIndividualOffset:
      type: object
      properties:
        rsrpOffsetSSB:
          type: integer
        rsrqOffsetSSB:
          type: integer
        sinrOffsetSSB:
          type: integer
        rsrpOffsetCSI-RS:
          type: integer
        rsrqOffsetCSI-RS:
          type: integer
        sinrOffsetCSI-RS:
          type: integer
    QOffsetRange:
      type: integer
      enum:
        - -24
        - -22
        - -20
        - -18
        - -16
        - -14
        - -12
        - -10
        - -8
        - -6
        - -5
        - -4
        - -3
        - -2
        - -1
        - 0
        - 24
        - 22
        - 20
        - 18
        - 16
        - 14
        - 12
        - 10
        - 8
        - 6
        - 5
        - 4
        - 3
        - 2
        - 1
    QOffsetRangeList:
      type: object
      properties:
        rsrpOffsetSSB:
          $ref: '#/components/schemas/QOffsetRange'
        rsrqOffsetSSB:
          $ref: '#/components/schemas/QOffsetRange'
        sinrOffsetSSB:
          $ref: '#/components/schemas/QOffsetRange'
        rsrpOffsetCSI-RS:
          $ref: '#/components/schemas/QOffsetRange'
        rsrqOffsetCSI-RS:
          $ref: '#/components/schemas/QOffsetRange'
        sinrOffsetCSI-RS:
          $ref: '#/components/schemas/QOffsetRange'
    QOffsetFreq:
      type: number
    TReselectionNRSf:
      type: integer
      enum:
        - 25
        - 50
        - 75
        - 100
    SsbPeriodicity:
      type: integer
      enum:
        - 5
        - 10
        - 20
        - 40
        - 80
        - 160
    SsbDuration:
      type: integer
      enum:
        - 1
        - 2
        - 3
        - 4
        - 5
    SsbSubCarrierSpacing:
      type: integer
      enum:
        - 15
        - 30
        - 120
        - 240
    CoverageShape:
      type: integer
      maximum: 65535
    DigitalTilt:
      type: integer
      minimum: -900
      maximum: 900
    DigitalAzimuth:
      type: integer
      minimum: -1800
      maximum: 1800

#-------- Definition of abstract IOCs --------------------------------------------

    RrmPolicy_-Attr:
      type: object
      properties:
        resourceType:
          type: string
        rRMPolicyMemberList:
          $ref: '#/components/schemas/RrmPolicyMemberList'


#-------- Definition of concrete IOCs --------------------------------------------

    SubNetwork-Single:
      allOf:
        - $ref: 'genericNrm.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              $ref: 'genericNrm.yaml#/components/schemas/SubNetwork-Attr'
        - $ref: 'genericNrm.yaml#/components/schemas/SubNetwork-ncO'
        - type: object
          properties:
            SubNetwork:
              $ref: '#/components/schemas/SubNetwork-Multiple'
            ManagedElement:
              $ref: '#/components/schemas/ManagedElement-Multiple'
            NRFrequency:
              $ref: '#/components/schemas/NRFrequency-Multiple'
            ExternalGnbCuCpFunction:
              $ref: '#/components/schemas/ExternalGnbCuCpFunction-Multiple'
            ExternalENBFunction:
              $ref: '#/components/schemas/ExternalENBFunction-Multiple'
            EUtranFrequency:
              $ref: '#/components/schemas/EUtranFrequency-Multiple'
    ManagedElement-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              $ref: 'genericNRM.yaml#/components/schemas/ManagedElement-Attr'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedElement-ncO'
        - type: object
          properties:
            GnbDuFunction:
              $ref: '#/components/schemas/GnbDuFunction-Multiple'
            GnbCuUpFunction:
              $ref: '#/components/schemas/GnbCuUpFunction-Multiple'
            GnbCuCpFunction:
              $ref: '#/components/schemas/GnbCuCpFunction-Multiple'

    GnbDuFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    gnbDuId:
                      $ref: '#/components/schemas/GnbDuId'
                    gnbDuName:
                      $ref: '#/components/schemas/GnbName'
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
                    aggressorSetID:
                      type: integer
                    victimSetID:
                      type: integer
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            RRMPolicyRatio:
              $ref: '#/components/schemas/RRMPolicyRatio-Multiple'
            NrCellDu:
              $ref: '#/components/schemas/NrCellDu-Multiple'
            Bwp-Multiple:
              $ref: '#/components/schemas/Bwp-Multiple'
            NrSectorCarrier-Multiple:
              $ref: '#/components/schemas/NrSectorCarrier-Multiple'
            EP_F1C:
              $ref: '#/components/schemas/EP_F1C-Single'
            EP_F1U:
              $ref: '#/components/schemas/EP_F1U-Multiple'
    GnbCuUpFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
                    gnbCuUpId:
                      $ref: '#/components/schemas/GnbCuUpId'
                    plmnInfoList:
                      $ref: '#/components/schemas/PlmnInfoList'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            RRMPolicyRatio:
              $ref: '#/components/schemas/RRMPolicyRatio-Multiple'
            EP_E1:
              $ref: '#/components/schemas/EP_E1-Single'
            EP_XnU:
              $ref: '#/components/schemas/EP_XnU-Multiple'
            EP_F1U:
              $ref: '#/components/schemas/EP_F1U-Multiple'
            EP_NgU:
              $ref: '#/components/schemas/EP_NgU-Multiple'
            EP_X2U:
              $ref: '#/components/schemas/EP_X2U-Multiple'
            EP_S1U:
              $ref: '#/components/schemas/EP_S1U-Multiple'
    GnbCuCpFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
                    gnbCuName:
                      $ref: '#/components/schemas/GnbName'
                    plmnId:
                      $ref: '#/components/schemas/PlmnId'
                    x2BlackList:
                      $ref: '#/components/schemas/GGnbIdListgenericNRM.yaml#/components/schemas/DnList'
                    xnBlackList:
                      $ref: '#/components/schemas/GGnbIdList'
                    x2WhiteList:
                      $ref: '#/components/schemas/GGnbIdList'
                    xnWhiteList:
                      $ref: '#/components/schemas/GGnbIdList genericNRM.yaml#/components/schemas/DnList'
                    x2XnHOBlackList:
                      $ref: '#/components/schemas/GGnbIdList genericNRM.yaml#/components/schemas/DnList'
                    x2HOBlackList:
                      $ref: '#/components/schemas/GEnbIdList'
                    mappingSetIDBackhaulAddress:
                      $ref: '#/components/schemas/MappingSetIDBackhaulAddress'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            RRMPolicyRatio:
              $ref: '#/components/schemas/RRMPolicyRatio-Multiple'
            NrCellCu:
              $ref: '#/components/schemas/NrCellCu-Multiple'
            EP_XnC:
              $ref: '#/components/schemas/EP_XnC-Multiple'
            EP_E1:
              $ref: '#/components/schemas/EP_E1-Multiple'
            EP_F1C:
              $ref: '#/components/schemas/EP_F1C-Multiple'
            EP_NgC:
              $ref: '#/components/schemas/EP_NgC-Multiple'
            EP_X2C:
              $ref: '#/components/schemas/EP_X2C-Multiple'
    NrCellCu-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    cellLocalId:
                      type: integer
                    plmnInfoList:
                      $ref: '#/components/schemas/PlmnInfoList'
                    nRFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            RRMPolicyRatio:
              $ref: '#/components/schemas/RRMPolicyRatio-Multiple'
            NRCellRelation:
              $ref: '#/components/schemas/NRCellRelation-Multiple'
            EUtranCellRelation:
              $ref: '#/components/schemas/EUtranCellRelation-Multiple'
            NRFreqRelation:
              $ref: '#/components/schemas/NRFreqRelation-Multiple'
            EUtranFreqRelation:
              $ref: '#/components/schemas/EUtranFreqRelation-Multiple'
    NrCellDu-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    administrativeState:
                      $ref: 'genericNRM.yaml#/components/schemas/AdministrativeState'
                    operationalState:
                      $ref: 'genericNRM.yaml#/components/schemas/OperationalState'
                    cellLocalId:
                      type: integer
                    cellState:
                      $ref: '#/components/schemas/CellState'
                    plmnInfoList:
                      $ref: '#/components/schemas/PlmnInfoList'
                    nrPci:
                      $ref: '#/components/schemas/NrPci'
                    nrTac:
                      $ref: '#/components/schemas/NrTac'
                    arfcnDL:
                      type: integer
                    arfcnUL:
                      type: integer
                    arfcnSUL:
                      type: integer
                    bSChannelBwDL:
                      type: integer
                    bSChannelBwUL:
                      type: integer
                    bSChannelBwSUL:
                      type: integer
                    ssbFrequency:
                      type: integer
                      minimum: 0
                      maximum: 3279165
                    ssbPeriodicity:
                      $ref: '#/components/schemas/SsbPeriodicity'
                    ssbSubCarrierSpacing:
                      $ref: '#/components/schemas/SsbSubCarrierSpacing'
                    ssbOffset:
                      type: integer
                      minimum: 0
                      maximum: 159
                    ssbDuration:
                      $ref: '#/components/schemas/SsbDuration'
                    nrSectorCarrierRef:
                      type: array
                      items:
                        $ref: 'genericNRM.yaml#/components/schemas/Dn'
                    bwpRef:
                      type: array
                      items:
                        $ref: 'genericNRM.yaml#/components/schemas/Dn'
                    nRFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            RRMPolicyRatio:
              $ref: '#/components/schemas/RRMPolicyRatio-Multiple'

    NRFrequency-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    absoluteFrequencySSB:
                      type: integer
                      minimum: 0
                      maximum: 3279165
                    ssbSubCarrierSpacing:
                      $ref: '#/components/schemas/SsbSubCarrierSpacing'
                    multiFrequencyBandListNR:
                      type: integer
                      minimum: 1
                      maximum: 256
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    EUtranFrequency-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'

    NrSectorCarrier-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    txDirection:
                      $ref: '#/components/schemas/TxDirection'
                    configuredMaxTxPower:
                      type: integer
                    arfcnDL:
                      type: integer
                    arfcnUL:
                      type: integer
                    bSChannelBwDL:
                      type: integer
                    bSChannelBwUL:
                      type: integer
                    sectorEquipmentFunctionRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            CommonBeamformingFunction:
              $ref: '#/components/schemas/CommonBeamformingFunction-Single'
    Bwp-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    bwpContext:
                      $ref: '#/components/schemas/BwpContext'
                    isInitialBwp:
                      $ref: '#/components/schemas/IsInitialBwp'
                    subCarrierSpacing:
                      type: integer
                    cyclicPrefix:
                      $ref: '#/components/schemas/CyclicPrefix'
                    startRB:
                      type: integer
                    numberOfRBs:
                      type: integer
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    CommonBeamformingFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - type: object
                  properties:
                    coverageShape:
                      $ref: '#/components/schemas/CoverageShape'
                    digitalAzimuth:
                      $ref: '#/components/schemas/DigitalAzimuth'
                    digitalTilt:
                      $ref: '#/components/schemas/DigitalTilt'
        - type: object
          properties:
            Beam:
              $ref: '#/components/schemas/Beam-Multiple'
    Beam-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - type: object
                  properties:
                    beamIndex:
                      type: integer
                    beamType:
                      type: string
                      enum:
                        - SSB-BEAM
                    beamAzimuth:
                      type: integer
                      minimum: -1800
                      maximum: 1800
                    beamTilt:
                      type: integer
                      minimum: -900
                      maximum: 900
                    beamHorizWidth:
                      type: integer
                      minimum: 0
                      maximum: 3599
                    beamVertWidth:
                      type: integer
                      minimum: 0
                      maximum: 1800
    RRMPolicyRatio-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: '#/components/schemas/RrmPolicy_-Attr'
                - type: object
                  properties:
                    quotaType:
                      $ref: '#/components/schemas/QuotaType'
                    rRMPolicyMaxRatio:
                      type: integer
                    rRMPolicyMarginMaxRatio:
                      type: integer
                    rRMPolicyMinRatio:
                      type: integer
                    rRMPolicyMarginMinRatio:
                      type: integer

    NRCellRelation-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    nRTCI:
                      type: integer
                    cellIndividualOffset:
                      $ref: '#/components/schemas/CellIndividualOffset'
                    adjacentNRCellRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
                    nRFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
                    isRemoveAllowed:
                      type: boolean
                    isHOAllowed:
                      type: boolean
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    EUtranCellRelation-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    adjacentEUtranCellRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    NRFreqRelation-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    offsetMO:
                      $ref: '#/components/schemas/QOffsetRangeList'
                    blackListEntry:
                      type: array
                      items:
                        type: integer
                        minimum: 0
                        maximum: 1007
                    blackListEntryIdleMode:
                      type: integer
                    cellReselectionPriority:
                      type: integer
                    cellReselectionSubPriority:
                      type: number
                      minimum: 0.2
                      maximum: 0.8
                      multipleOf: 0.2
                    pMax:
                      type: integer
                      minimum: -30
                      maximum: 33
                    qOffsetFreq:
                      $ref: '#/components/schemas/QOffsetFreq'
                    qQualMin:
                      type: number
                    qRxLevMin:
                      type: integer
                      minimum: -140
                      maximum: -44
                    threshXHighP:
                      type: integer
                      minimum: 0
                      maximum: 62
                    threshXHighQ:
                      type: integer
                      minimum: 0
                      maximum: 31
                    threshXLowP:
                      type: integer
                      minimum: 0
                      maximum: 62
                    threshXLowQ:
                      type: integer
                      minimum: 0
                      maximum: 31
                    tReselectionNr:
                      type: integer
                      minimum: 0
                      maximum: 7
                    tReselectionNRSfHigh:
                      $ref: '#/components/schemas/TReselectionNRSf'
                    tReselectionNRSfMedium:
                      $ref: '#/components/schemas/TReselectionNRSf'
                    nRFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    EUtranFreqRelation-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    eUTranFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'

    ExternalGnbDuFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            EP_F1C:
              $ref: '#/components/schemas/EP_F1C-Multiple'
            EP_F1U:
              $ref: '#/components/schemas/EP_F1U-Multiple'
    ExternalGnbCuUpFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            EP_E1:
              $ref: '#/components/schemas/EP_E1-Multiple'
            EP_F1U:
              $ref: '#/components/schemas/EP_F1U-Multiple'
            EP_XnU:
              $ref: '#/components/schemas/EP_XnU-Multiple'
    ExternalGnbCuCpFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: >-
                    genericNRM.yaml#/components/schemas/ManagedFunction-Attr
                - type: object
                  properties:
                    gnbId:
                      $ref: '#/components/schemas/GnbId'
                    gnbIdLength:
                      $ref: '#/components/schemas/GnbIdLength'
                    plmnId:
                      $ref: '#/components/schemas/PlmnId'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            ExternalNrCellCu:
              $ref: '#/components/schemas/ExternalNrCellCu-Multiple'
            EP_XnC:
              $ref: '#/components/schemas/EP_XnC-Multiple'
            EP_E1:
              $ref: '#/components/schemas/EP_E1-Multiple'
            EP_F1C:
              $ref: '#/components/schemas/EP_F1C-Multiple'
    ExternalNrCellCu-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    cellLocalId:
                      type: integer
                    nrPci:
                      $ref: '#/components/schemas/NrPci'
                    plmnIdList:
                      $ref: '#/components/schemas/PlmnIdList'
                    nRFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
    ExternalENBFunction-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    eNBId:
                      type: integer
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'
        - type: object
          properties:
            ExternalEUTranCell:
              $ref: '#/components/schemas/ExternalEUTranCell-Multiple'
    ExternalEUTranCell-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-Attr'
                - type: object
                  properties:
                    EUtranFrequencyRef:
                      $ref: 'genericNRM.yaml#/components/schemas/Dn'
        - $ref: 'genericNRM.yaml#/components/schemas/ManagedFunction-ncO'

    EP_XnC-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_E1-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_F1C-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_NgC-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_X2C-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_XnU-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_F1U-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_NgU-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_X2U-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'
    EP_S1U-Single:
      allOf:
        - $ref: 'genericNRM.yaml#/components/schemas/Top-Attr'
        - type: object
          properties:
            attributes:
              allOf:
                - $ref: 'genericNRM.yaml#/components/schemas/EP_RP-Attr'
                - type: object
                  properties:
                    localAddress:
                      $ref: '#/components/schemas/LocalAddress'
                    remoteAddress:
                      $ref: '#/components/schemas/RemoteAddress'

#-------- Definition of JSON arrays for name-contained IOCs ----------------------

    SubNetwork-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/SubNetwork-Single'
    ManagedElement-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ManagedElement-Single'
    GnbDuFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/GnbDuFunction-Single'
    GnbCuUpFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/GnbCuUpFunction-Single'
    GnbCuCpFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/GnbCuCpFunction-Single'

    NrCellDu-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/NrCellDu-Single'
    NrCellCu-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/NrCellCu-Single'

    NRFrequency-Multiple:
      type: array
      minItems: 1
      items:
        $ref: '#/components/schemas/NRFrequency-Single'
    EUtranFrequency-Multiple:
      type: array
      minItems: 1
      items:
        $ref: '#/components/schemas/EUtranFrequency-Single'

    NrSectorCarrier-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/NrSectorCarrier-Single'
    Bwp-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/Bwp-Single'
    Beam-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/Beam-Single'
    RRMPolicyRatio-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/RRMPolicyRatio-Single'

    NRCellRelation-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/NRCellRelation-Single'
    EUtranCellRelation-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EUtranCellRelation-Single'
    NRFreqRelation-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/NRFreqRelation-Single'
    EUtranFreqRelation-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EUtranFreqRelation-Single'

    ExternalGnbDuFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalGnbDuFunction-Single'
    ExternalGnbCuUpFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalGnbCuUpFunction-Single'
    ExternalGnbCuCpFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalGnbCuCpFunction-Single'
    ExternalNrCellCu-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalNrCellCu-Single'
    
    ExternalENBFunction-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalENBFunction-Single'
    ExternalEUTranCell-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/ExternalEUTranCell-Single'

    EP_E1-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_E1-Single'
    EP_XnC-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_XnC-Single'
    EP_F1C-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_F1C-Single'
    EP_NgC-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_NgC-Single'
    EP_X2C-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_X2C-Single'
    EP_XnU-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_XnU-Single'
    EP_F1U-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_F1U-Single'
    EP_NgU-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_NgU-Single'
    EP_X2U-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_X2U-Single'
    EP_S1U-Multiple:
      type: array
      items:
        $ref: '#/components/schemas/EP_S1U-Single'

#-------- Definitions in TS 28.541 for TS 28.532 ---------------------------------

    resources-nrNrm:
      oneOf:
        - $ref: '#/components/schemas/SubNetwork-Single'
        - $ref: '#/components/schemas/ManagedElement-Single'

        - $ref: '#/components/schemas/GnbDuFunction-Single'
        - $ref: '#/components/schemas/GnbCuUpFunction-Single'
        - $ref: '#/components/schemas/GnbCuCpFunction-Single'

        - $ref: '#/components/schemas/NrCellCu-Single'
        - $ref: '#/components/schemas/NrCellDu-Single'

        - $ref: '#/components/schemas/NRFrequency-Single'
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module _3gpp-nr-nrm-gnbcucpfunction {
  yang-version 1.1;
  namespace "urn:3gpp:sa5:_3gpp-nr-nrm-gnbcucpfunction";
  prefix "gnbcucp3gpp";
    
  import _3gpp-common-yang-types { prefix types3gpp; }
  import _3gpp-common-managed-function { prefix mf3gpp; }
  import _3gpp-common-managed-element { prefix me3gpp; }
  import _3gpp-common-top { prefix top3gpp; }
  import _3gpp-nr-nrm-rrmpolicy { prefix nrrrmpolicy3gpp; }

  organization "3GPP SA5";
  description "Defines the YANG mapping of the GNBCUCPFunction Information 
    Object Class (IOC) that is part of the NR Network Resource Model (NRM).";
  reference "3GPP TS 28.541 5G Network Resource Model (NRM)";

  revision 2020-04-28 { reference "0260"; }
  revision 2020-02-14 { reference S5-20XXXX ; }
  revision 2019-10-28 { reference S5-193518 ; }
  revision 2019-06-17 {
    description "Initial revision";
  }
 
  grouping GNBCUCPFunctionGrp {
    description "Represents the GNBCUCPFunction IOC.";
    reference "3GPP TS 28.541";
    uses mf3gpp:ManagedFunctionGrp;
    uses nrrrmpolicy3gpp:RRMPolicy_Grp;

    leaf gNBId {
      description "Identifies a gNB within a PLMN. The gNB Identifier (gNB ID)
        is part of the NR Cell Identifier (NCI) of the gNB cells.";
      reference "gNB ID in 3GPP TS 38.300, Global gNB ID in 3GPP TS 38.413";
      mandatory true;
      type int64 { range "0..4294967295"; }
    }

    leaf gNBIdLength {
      description "Indicates the number of bits for encoding the gNB ID.";
      reference "gNB ID in 3GPP TS 38.300, Global gNB ID in 3GPP TS 38.413";
      mandatory true;
      type int32 { range "22..32"; }
    }

    leaf gNBCUName {
      description "Identifies the Central Unit of an gNB.";
      reference "3GPP TS 38.473";
      mandatory true;
      type string { length "1..150"; }
    }

    list pLMNId {
      description "The PLMN identifier to be used as part of the global RAN
        node identity.";
      key "mcc mnc";
      min-elements 1;3	
      max-elements 1;
      uses types3gpp:PLMNId;
    } 

    leaf-list x2BlackList {
      type types3gpp:DistinguishedNamestr;
      description "List of nodes to which X2 connections are prohibited.";
    }

    leaf-list x2WhiteList {
      type types3gpp:DistinguishedNamestring;
      description "List of nodes to which X2 connections are enforced.";
    }

    leaf-list xnBlackList {
      type types3gpp:DistinguishedNamestring;
      description "List of nodes to which Xn connections are prohibited.";
    }

    leaf-list xnWhiteList {
      type types3gpp:DistinguishedNamestring;
      description "List of nodes to which X2 connections are enforced.";
    }

    leaf-list x2XnHOBlackList {
      type types3gpp:DistinguishedNamestring;
      description "List of nodes to which handovers over X2 or Xn are prohibited.";
    }

    leaf-list x2HOBlackList {
      type string;
      description "List of nodes to which handovers over X2 are prohibited.";
    }
  }

  augment "/me3gpp:ManagedElement" {

    list GNBCUCPFunction {
      description "Represents the logical function CU-CP of gNB and en-gNB.";
      reference "3GPP TS 28.541";
      key id;
      uses top3gpp:Top_Grp;
      container attributes {    
        uses GNBCUCPFunctionGrp;
      }
      uses mf3gpp:ManagedFunctionContainedClasses;
    }
  }
}
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