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1. Overall Description:

In SA5#128, SA5 received a LS (S2-1910347) from SA2 on whether new 5QIs are needed OAM traffic on IAB. In the initial reply (S5-197814) to SA2, SA5 confirmed one or more new 5QIs are needed for OAM/Charging traffic on IAB and informed SA2 that SA5 would like to provide detailed QoS requirements when they are available.

This LS provides more detailed QoS requirements for OAM traffic on IAB, and SA5 requires dedicated 5QI values for the types of OAM traffic as shown in the table below.
	5QI

Value
	Resource Type
	Default Priority Level
	Packet Delay Budget

(NOTE 3)
	Packet Error

Rate 
	Default Maximum Data Burst Volume

(NOTE 2)
	Default

Averaging Window
	Example Services

	a
	Non-GBR (NOTE)
	9
	200 ms
	10-6
	N/A
	N/A
	UE management, such as UE software management, UE configurations

	b
	
	
25
	
100 ms


	
10-4
	N/A
	N/A
	OAM data streaming, such as performance data streaming, Trace/MDT data streaming

	c
	
	8
	200 ms
	10-6
	N/A
	N/A
	OAM configuration data transfer, and OAM software management

	d
	
	31
	300 ms
	10-5
	N/A
	N/A
	OAM data file transfer, such as performance data file, Trace/MDT/QoE data file

	e
	
	23
	200 ms
	10-4
	N/A
	N/A
	OAM alarm reporting

	f
	
	27
	300 ms
	10-4
	N/A
	N/A
	OAM notifications (except alarms)

	NOTE: OAM data specific QoS requirements


SA5 would like to request SA2 to take the above-mentioned QoS requirements for OAM traffic on IAB into account.
2. Actions:

To SA2 group.

ACTION: 
SA5 respectfully asks SA2 to take the above-mentioned QoS requirements for OAM traffic on IAB into account.
3. Date of Next TSG-SA WG5 Meetings:

SA5#131e
25 May – 03 Jun 2020
e-meeting
