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	1st Change


[bookmark: _Toc35938297][bookmark: _Toc27411315]7.X	Management service components used for configurable performance measurement control
[bookmark: OLE_LINK29]The MnS components used for configurable performance measurement control are listed in table 7.X-1.
[bookmark: OLE_LINK43]Table 7.X-1: MnS components used for configurable performance measurement control 
	Management purpose
	Management service component type A
	Management service component type B

	Configurable performance measurement control for NE/NF
	[bookmark: OLE_LINK32]Following operations/notifications defined in Clause 11.1.1 in TS 28.532[7]:
Operations:
- createMOI
-  getMOIAttributes 
-  modifyMOIAttributes
-  deleteMOI
Notifications:
- notifyMOICreation
- notifyMOIAttributeValueChanges
-  notifyMOIDeletion
-  notifyMOIChanges
	Following IOCs defined in performance measurement control NRM fragment in TS 28.622 [5] /TS 28.541[3]:
· MeasurementControl 
· MeasurementReader 
· ManagedElement or concrete ManagedFunction 

	Configurable performance measurement control for NetworkSlice
	Following operations/notifications defined in Clause 11.1.1 in TS 28.532[7]:
Operations:
- createMOI
-  getMOIAttributes 
-  modifyMOIAttributes
-  deleteMOI
Notifications:
- notifyMOICreation
- notifyMOIAttributeValueChanges
-  notifyMOIDeletion
-  notifyMOIChanges
	[bookmark: OLE_LINK34]Following IOCs defined in performance measurement control NRM fragment in TS 28.622 [5] /TS 28.541[3]:
· MeasurementControl 
· MeasurementReader 
· NetworkSlice 

	Configurable performance measurement control for NetworkSliceSubnet
	Following operations/notifications defined in Clause 11.1.1 in TS 28.532[7]:
Operations:
- createMOI
-  getMOIAttributes 
-  modifyMOIAttributes
-  deleteMOI
Notifications:
- notifyMOICreation
- notifyMOIAttributeValueChanges
-  notifyMOIDeletion
-  notifyMOIChanges
	Following IOCs defined in performance measurement control NRM fragment in TS 28.622 [5] / TS 28.541[3]:
· MeasurementControl 
· MeasurementReader 
· NetworkSliceSubnet 


	Configurable performance measurement control for SubNetwork
	Following operations/notifications defined in Clause 11.1.1 in TS 28.532[7]:
Operations:
- createMOI
-  getMOIAttributes 
-  modifyMOIAttributes
-  deleteMOI
Notifications:
- notifyMOICreation
- notifyMOIAttributeValueChanges
-  notifyMOIDeletion
-  notifyMOIChanges
	Following IOCs defined in performance measurement control NRM fragment in TS 28.622 [5]:
· MeasurementControl 
· MeasurementReader 
· SubNetwork 
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