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1
Decision/action requested

The group is asked to discuss and approve the proposals.
2
References

[1] 
TS 28.313 v0.4.0 “Management and orchestration; Self-Organizing Networks (SON) for 5G networks”
3
Rationale
This contribution proposes changes to cleanup TS 28.313 [1].
4
Detailed proposal

	1st modified section


5.1.2
Centralized SON

Void
5.2
Actor roles

Void
5.3
Telecommunication resources

Void
5.4
High-level use cases

5.4.1
Distributed SON management

Void
5.4.2
Centralized SON

Void
	Next modified section


6.2
Actor roles

Void
6.3
Telecommunication resources

Void
	Next modified section


7.1.2.1.3
Parameters to be updated
Void
	Next modified section


7.1.2.2.3
Parameters to be updated

Void
	Next modified section


7.2.1.3.2
Performance measurements
Performance measurements related to the PCI configuration are collected from the NR cells.

Table 7.2.1.3.2-1.  PCI related performance measurements

	Performance measurements
	Description
	Note

	PCI of candidate cells
	The measurement contains cumulative counter with subcounters that is identified by the PCI value(s) of the candidate cells, and is derived from MeasResultListNR (see clause 6.3.2 in TS 38.331 [9]) where it contains PCI in PhysCellId, and RSRP/RSRQ in MeasQuantityResults of candidate cells. It is generated when the RSRP received from the candidate cells exceeds certain thresholds.  
	



	End of modified section


