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1
Decision/action requested

This is a pCR to TS 28.202 to add message content, for the CSIF based architecture.
2
References

[1]
3GPP TS 28.202 "Charging management; Network slice management charging in the 5G System (5GS); Stage 2".   
3
Rationale

This pCR proposes to add message content, for the CSIF based architecture.
4
Detailed proposal

	First change


6.1.1.1
General

The Charging Data Request and Charging Data Response are specified in subclause 5.1.2.2.1 of TS 32.290 [50]. 
Table 6.1.1.1.1 describes the use of these messages for network slice management charging.

Table 6.1.1.1.1: Network slice management charging messages reference table 

	Message
	Source
	Destination

	Charging Data Request
	MnS producer/CSIF
	CHF

	Charging Data Response
	CHF
	MnS producer/CSIF


The following clauses describe the different fields used in the Charging Data messages and the category in the tables is used according to the charging data configuration defined in clause 5.4 of TS 32.240 [1].


6.1.1.2
Charging Data Request message

Table 6.1.1.2.1 illustrates the basic structure of a Charging Data Request message from the MnS producer as used for Network slice management charging.

Table 6.1.1.2.1: Charging Data Request message contents
	Information Element
	Category for converged charging
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	OM
	Described in TS 32.290 [57] and holds the identifier of the MnS Consumer of provisioning MnS, e.g. external identifier.

	NF Consumer Identification
	M
	Described in TS 32.290 [57] and and holds the identifier of CHF consumer for network slice management charging, e.g. the MnS producer or the CSIF.

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	One-time Event
	OC
	Described in TS 32.290 [57]

	One-time Event Type
	OC
	Described in TS 32.290 [57]

	Notify URI
	-
	This field is not applicable.

	Triggers
	-
	This field is not applicable.

	Multiple Unit Usage 
	-
	This field is not applicable.

	NS Management Charging information
	OM
	This field holds NS Management specific information described in clause 6.2.1.x


Editor's Note: use of Multiple Unit Usage is ffs

Editor's Note: the different types of MnS consumer needs to be determined.
	End of change


