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	Reason for change:
	Under the constraints of UE and network coverage, EPS fallback is an important means to guarantee voice continuity.Restricted by the UE capability and network configuration, the EPS fallback supports the modes of handover and redirection. The measurement related to EPS fallback is helpful for evaluating voice continuity and for the operator's network planning and optimization.

	
	

	Summary of change:
	Add  EPS fallback redirection related Measurement

	
	

	Consequences if not approved:
	The measurement of voice-related indicators is incomplete.
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	1st modified section


[bookmark: _Toc20132335][bookmark: _Toc27473384][bookmark: _Toc35956055][bookmark: _Toc44492044]5.1.1.6.X	RRC redirection measurement
5.1.1.6.X.1	number of EPS fallback redirection
a)	This measurement provides the number of RRC release for EPS fallback redirection.
b)	SI
c)	Transmission of a “RRCRelease” message to UE, which contains “redirectedCarrierInfo” IE and “voiceFallbackIndication” IE indication EPS fallback for IMS voice. (see 3GPP TS 38.331).
d)	A single integer value. 
e)	MM.Redirection.5gsToEpsFallback.
f)	NRCellDU
g)	Valid for packet switched traffic 
h)	5GS
	Next modified section


A.x Use case of EPS fallback monitor
Under the constraints of UE and network coverage, EPS fallback is an important means to guarantee voice continuity. Restricted by the UE capability and network configuration, the EPS fallback supports the modes of handover and redirection.The measurement related to EPS fallback is helpful for evaluating voice continuity and for the operator's network planning and optimization.
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