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	Reason for change:
	The parameters in Table 6.2.5.2.1.5-1 exclude timeLimit and eventLimit. 

	
	

	Summary of change:
	The contribution is to add timeLimit and eventLimit in offline only chaging.

	
	

	Consequences if not approved:
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	1st Change



[bookmark: _Toc20227394][bookmark: _Toc27749639][bookmark: _Toc28709566]6.2.5.2.1.5	Type Trigger
Table 6.2.5.2.1.5-1: Definition of type Trigger
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	triggerType
	TriggerType
	Oc
	0..1
	the events whose occurrence lead to charging event is issued towards the CHF
	

	triggerCategory
	TriggerCategory
	M
	1
	This field indicates whether the charging data generated by the NF consumer for the trigger lead to a Charging Event towards the CHF immediately or not.
	

	timeLimit
	DurationSec
	OC
	0..1
	Time limit if trigger type is "Expiry of data time limit"
	

	volumeLimit64
	Uint64
	OC
	0..1
	Volume limit if trigger type is "Expiry of data volume limit".
	

	eventLimit
	Uint32
	OC
	0..1
	Time limit if trigger type is "Expiry of data event limit"
	

	maxNumberOfccc  
	Uint32
	OC
	0..1
	Maximum number if trigger type is "Max nb of number of charging condition changes"
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