

	
3GPP TSG-SA5 Meeting #133e 	S5-205055
e-meeting 12th - 21st October 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	28.554
	CR
	[bookmark: _GoBack]0062
	rev
	-
	Current version:
	16.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Fix the formula for upstream throughout

	
	

	Source to WG:
	Huawei

	Source to TSG:
	S5

	
	

	Work item code:
	TEI16, 5G_SLICE_ePA
	
	Date:
	2020-09-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The formula for upstream throughout for network and network slice instance as described in clause 6.3.2 is incorrect. The original formula is 


The calculation should based on UPF not AMF.
Also, based on the title of clause 6.3.2, network should be considered and mentioned in the decription. 

	
	

	Summary of change:
	Correct the formula and update the decription. 

	
	

	Consequences if not approved:
	Wrong formula may lead to wrong implemention.
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	1st of Changes


[bookmark: _Toc20141987][bookmark: _Toc27476478][bookmark: _Toc35961015][bookmark: _Toc44494699][bookmark: _Toc45099107]6.3.2	Upstream throughput for network and Network Slice Instance
a)	UpstreanThr.
b)	This KPI describes the upstream throughput of a network or one single network slice  by computing the packet size for each successfully transmitted UL IP packet through the network or network slice  during each observing granularity period and is used to evaluate integrity performance of the network or the end-to-end network slice . It is obtained by upstream throughput provided by N3 interface from NG-RAN to all UPFs which are related to the network or the single network slice . The KPI unit is kbit/s and the KPI type is CUM.

c)	
d)	NetworkSlice, SubNetwork.

	End of Change
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