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	Reason for change:
	Area of service is the GST attributes in GSMA NG.116. which is important for Network Slice business

	
	

	Summary of change:
	Add  new charging attribute ‘Area of service’  as the NSPA charging information.

	
	

	Consequences if not approved:
	Without the area scope of performance collection and analytics, it can not realize the whole NSPA charging features,when the UE is roaming status or mobility status between different country, different operator, different region or different TAI. 
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	First modification


[bookmark: _Toc38790172][bookmark: _Toc41925481][bookmark: _Toc41925740][bookmark: _Toc43390861][bookmark: _Toc49521771][bookmark: _Toc50477102]5.1.3	Network slice performance and analytics charging information
The following is a non-exhaustive list related to one or more of the performance and analytics inputs relevant to charging for network slice:
-	Latency as defined in clause 6.3, TS 28.554 [271]
-	Throughput as defined in clause 6.3, TS 28.554 [271]
-	Maximum packet loss rate as defined in GSMA NG.116 [500]
-	Service Experience statistics information as defined in clause 6.4, TS 23.288 [150]
-	The number of PDU sessions as defined in clause 6.4, TS 28.554 [271]
-	The number of registered subscribers as defined in clause 6.2, TS 28.554 [271]
-	Load level information as defined in clause 6.3, TS 23.288 [150].
-	Area of service for performance collection and analytics as defined in GSMA NG.116 [500]



	Next changes



[bookmark: _Toc49521802][bookmark: _Toc50477141]6.2.1.3	Definition of NSPA Container Information 
Specific charging information used for network slice performance and analytics charging is provided within the NSPA Container Information. 
The detailed structure of the NSPA Charging Information can be found in table 6.2.1.3.1.
Table 6.2.1.3-1: Structure of NSPA Container Information
	Information Element
	Category
	Description

	Latency
	OC
	This field holds latency as described in 28.554 [271].

	Throughput
	OC
	This field holds throughput as described in TS 28.554 [271]  

	Maximum packet loss rate
	OC
	This field holds maximum packet loss rate as described in TS GSMA NG.116 [500]  

	Service Experience statistics data
	OC
	This field holds service experience statistics data as described in TS 23.288 [150]

	Number of PDU sessions
	OC
	This field holds the number of PDU sessions as described in TS  28.554 [271].

	Number of registered Subscribers
	OC
	This field holds the number of registered subscribers as described in TS 28.554 [271].

	Load level
	OC
	This field holds the load level as described in TS 23.288 [150].

	Area of service
	OC
	This field holds Area of service as described in GSMA NG.116 [500],which maps to the network area in TS 29.520
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