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a) All the 5GC NFs support both direct communication and indirect communication.
b) In Direct Communication, the NF Service consumer performs discovery of the target NF Service producer by local configuration or via NRF.
c) In Indirect Communication, the NF Service consumer communicates with the target NF Service producer via a SCP.
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	1st Change



[bookmark: _Toc20212956][bookmark: _Toc27668371][bookmark: _Toc44668270]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [100] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [100]. 
5GC	5G Core Network
5GS	5G System
AMF	Access and Mobility Management Function
CCS	Converged Charging System
CHF	Charging Function
IEC	Immediate Event Charging
NF	Network Function
PCF	Policy Control Function
SBI	Service based Interface
SCP                     Service Communcation Proxy
SMSF	Short Message Service Function
SMF	Session Management Function



	Second change




[bookmark: _Toc20212992][bookmark: _Toc27668407][bookmark: _Toc44668308]6	Service definition
[bookmark: _Toc20212993][bookmark: _Toc27668408][bookmark: _Toc44668309]6.1	NF service framework
5G Charging Function supports to interact with NRF, as specified in clause 7.1 of TS 23.501 [201] and clauses 4.17 and 5.2.7 of TS 23.502 [202]to enable following functionalities:
-	CHF NF registration.
-	CHF update. 
-	CHF deregistration.
-	CHF NRF discovery by CHF service consumer. 
The services specified in clause 7.2.6 TS 23.501 [201] may be used and the interaction is described in TS 29.510 [300]:
-	Nnrf_NFManagement.
-	Nnrf_NFDiscovery.
-	Nnrf_AccessToken. 
The Nnrf_NFManagement_NFRegister service invoked by CHF for CHF registration described in the TS 29.510 [300] may include in particular:
-	Range(s) of SUPIs.
-	Range(s) of GPSIs.
-	Range(s) of PLMNs.
-	CHF Group ID.
These parameters may also be used by CHF service consumer(s) invoking the Nnrf_NFDiscovery service for the CHF discovery. 
5G Charging Function supports to interact with NF(s) using both direct communcation and indirect communication, as described in clause 7.1 in TS 23.501 [200]. In addition to the interaction with NRF as described in this clause, the CHF interacts with SCP in indirect communication as described in 6.3.1 in TS 23.501 [200].
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