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	First change


[bookmark: _Toc4507390][bookmark: _Toc27580330]6.x	Data description for IMS converged charging
[bookmark: _Toc4507391][bookmark: _Toc27580331]6.x.1	Message contents
[bookmark: _Toc4507392][bookmark: _Toc27580332]6.x.1.1	General
The Charging Data Request and Charging Data Response are specified in TS 32.290 [57] and include charging information. The Charging Data Request can be of type [Event, Initial, Update, Termination]. 
Table 6.2a.1.1.1 describes the use of these messages for converged charging.
Table 6.x.1.1.1: Converged charging messages reference table
	Message
	Source
	Destination

	Charging Data Request
	MRFC, IMS-GWF, SIP AS
	CHF

	Charging Data Response
	CHF
	MRFC, IMS-GWF, SIP AS


[bookmark: _Toc4680149][bookmark: _Toc27581302]6.x.1.2	Structure for the converged charging message formats
[bookmark: _Toc4680150][bookmark: _Toc27581303]6.x.1.2.1	Charging Data Request message
Table 6.x.1.2.1.1 illustrates the basic structure of a Charging Data Request message as used for IMS converged charging.
Table 6.x.1.2.1.1: Charging Data Request message contents
	Information Element
	Category
	Description

	Session Identifier
	M
	Described in TS 32.290 [45]

	Subscriber Identifier
	OM
	Described in TS 32.290 [45]

	NF Consumer Identification
	M
	Described in TS 32.290 [45]

	NF Functionality
	M
	Described in TS 32.290 [45]

	NF Name
	OC
	Described in TS 32.290 [45]

	NF Address
	OC
	Described in TS 32.290 [45]

	NF PLMN ID
	OC
	Described in TS 32.290 [45]

	Invocation Timestamp
	M
	Described in TS 32.290 [45]

	Invocation Sequence Number
	M
	Described in TS 32.290 [45]

	Retransmission Indicator
	OC
	Described in TS 32.290 [45]

	One-time Event
	OC
	Described in TS 32.290 [45]

	One-time Event Type
	OC
	Described in TS 32.290 [45]

	Service Specification Information
	OC
	Described in TS 32.290 [45]

	Supported Features
	OC
	Described in TS 32.290 [45]

	Notify URI
	OC
	Described in TS 32.290 [45]

	Triggers
	OC
	This field is described in TS 32.290 [45] and holds the IMS specific triggers described in clause 5.x

	Multiple Unit Usage 
	OC
	Described in TS 32.290 [45]

	Rating Group
	M
	Described in TS 32.290 [45]

	Requested Unit
	OC
	Described in TS 32.290 [45]

	Used Unit Container
	OC
	Described in TS 32.290 [45]

	Triggers
	OC
	This field is described in TS 32.290 [45] and holds the IMS specific triggers described in clause 5.x

	IMS Container Information 
	OC
	This field holds the IMS container specific information described in clause 6.x.

	IMS Charging Information
	OM
	This field holds the IMS specific information described in clause 6.x



[bookmark: _Toc4680151][bookmark: _Toc27581304]6.x.1.2.2	Charging Data Response message
Table 6.x.1.2.2.1 illustrates the basic structure of a Charging Data Response message as used for IMS converged charging. 
Table 6.x.1.2.2.1: Charging Data Response Message Contents
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [45]

	Invocation Timestamp
	M
	Described in TS 32.290 [45]

	Invocation Result
	OC
	Described in TS 32.290 [45]

	Result code
	OC
	Described in TS 32.290 [45]

	Failed parameter
	OC
	Described in TS 32.290 [45]

	Failure Handling
	OC
	Described in TS 32.290 [45]

	Invocation Sequence Number
	M
	Described in TS 32.290 [45]

	Session Failover
	OC
	Described in TS 32.290 [45]

	Triggers 
	OC
	Described in TS 32.290 [45]

	Multiple Unit information
	OC
	Described in TS 32.290 [45]

	Result Code
	OC
	Described in TS 32.290 [45]

	Rating Group
	OM
	Described in TS 32.290 [45]

	Granted Unit
	OC
	Described in TS 32.290 [45]

	Validity Time
	OC
	Described in TS 32.290 [45]

	Announcement Information
	OC
	Described in TS 32.281 [41]

	IMS Charging Information
	OM
	This field holds the IMS specific information described in clause 6.x



	End of changes



