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	1st Modified Section


12.1.2.2
Mapping of notifications

12.1.2.2.1
Introduction

12.1.2.2.1.1
General

The 3GPP IS notifications are mapped to SS equivalents according to table 12.1.2.2.1.1-1.
Table 12.1.2.2.1.1-1: Mapping of 3GPP IS notifications to SS equivalents

	3GPP IS notifications
	HTTP Method
	Resource URI
	SQ

	notifyMOICreation
	POST
	/eventListener
	M

	notifyMOIDeletion
	POST
	/eventListener
	M

	notifyMOIAttributeValueChanges
	POST
	/eventListener
	M

	notifyMOIChanges
	POST
	/eventListener
	M


12.1.2.2.1.2
Void
12.1.2.2.2
Notification notifyMOICreation

See clause 12.1.1.2.2..
12.1.2.2.3
Notification notifyMOIDeletion

See clause 12.1.1.2.3.
12.1.2.2.4
Notification notifyMOIAttributeValueChanges
See clause 12.1.1.2.4.
12.1.2.2.5
Notification notifyMOIChanges
See clause 12.1.1.2.5.

	2nd Modified Section


12.2.1.2
Mapping of notifications

12.2.1.2.1
Introduction

The IS notifications are mapped to SS equivalents according to table 12.2.1.2.1-1.

Table 12.2.1.2.1-1: Mapping of IS notifications to SS equivalents

	IS operations
	HTTP Method
	Resource URI
	SQ

	notifyNewAlarm
	POST
	/notificationSink
	M

	
	
	
	

	notifyAckStateChanged
	POST
	/notificationSink
	M

	notifyClearedAlarm
	POST
	/notificationSink
	M

	notifyAlarmListRebuilt
	POST
	/notificationSink
	M

	notifyChangedAlarm
	POST
	/notificationSink
	M

	notifyComments
	POST
	/notificationSink
	M

	notifyPotentialFaultyAlarmList
	POST
	/notificationSink
	M

	notifyCorrelatedNotificationChanged
	POST
	/notificationSink
	M

	notifyChangedAlarmGeneral
	POST
	/notificationSink
	O


	3rd Modified Section


12.2.2.2
Mapping of notifications

12.2.2.2.1
Introduction
12.2.2.2.1.1
General

The 3GPP IS notifications are mapped to SS equivalents according to table 12.2.2.2.1.1-1.

Table 12.2.2.2.1.1-1: Mapping of 3GPP IS notifications to SS equivalents

	3GPP IS notifications
	HTTP Method
	Resource URI
	SQ

	notifyNewAlarm
	POST
	/eventListener
	M

	
	
	
	

	notifyAckStateChanged
	POST
	/eventListener
	M

	notifyClearedAlarm
	POST
	/eventListener
	M

	notifyAlarmListRebuilt
	POST
	/eventListener
	M

	notifyChangedAlarm
	POST
	/eventListener
	M

	notifyComments
	POST
	/eventListener
	M

	notifyPotentialFaultyAlarmList
	POST
	/eventListener
	M

	notifyCorrelatedNotificationChanged
	POST
	/eventListener
	M

	notifyChangedAlarmGeneral
	POST
	/eventListener
	O


12.2.2.2.1.2
Void
12.2.2.2.2
Notification notifyNewAlarm (non-security alarm)
See clause 12.2.1.2.2.
12.2.2.2.3
Notification notifyNewAlarm (security alarm)
See clause 12.2.1.2.3.
12.2.2.2.4
Notification notifyAckStateChanged

See clause 12.2.1.2.4.
12.2.2.2.5
Notification notifyClearedAlarm
See clause 12.2.1.2.5.
12.2.2.2.6
Notification notifyAlarmListRebuilt
See clause 12.2.1.2.6.
12.2.2.2.7
Notification notifyChangedAlarm
See clause 12.2.1.2.7.
12.2.2.2.8
Notification notifyComments

See clause 12.2.1.2.8.
12.2.2.2.9
Notification notifyPotentialFaultyAlarmList

See clause 12.2.1.2.9.
12.2.2.2.10
Notification notifyCorrelatedNotificationChanged

See clause 12.2.1.2.10.
12.2.2.2.11
Notification notifyChangedAlarmGeneral (non-security alarm)
See clause 12.2.1.2.11.
12.2.2.2.12
Notification notifyChangedAlarmGeneral (security alarm)
See clause 12.2.1.2.12.

	4th Modified Section


A.1.0
Introduction

Clause A.1.1 contains the OpenAPI definition of the provisioning MnS which includes the provisioning MnS operations and the provisioning MnS notifications.

Clause A.1.2 provides indications regarding the content of the generic provisioning MnS notifications when the consumer of these notifications supports the ONAP VES API. This content is sent as payload of VES events (see Annex B).


	5th Modified Section


A.1.2
Integration with ONAP VES

Detailed guidelines for integration of provisioning MnS notifications with ONAP VES are provided in Annex B.











































































































































































	6th Modified Section


A.2.0
Introduction

Clause A.2.1 contains the OpenAPI definition of the generic fault supervision MnS  which includes the fault supervision MnS operations and the fault supervision MnS notifications.

Clause A.2.2 provides indications regarding the content of the generic fault supervision MnS notifications when the consumer of these notifications supports the ONAP VES API. This content is sent as payload of VES events (see Annex B).


	7th Modified Section


A.2.2
Integration with ONAP VES

Detailed guidelines for integration of fault supervision MnS notifications with ONAP VES are provided in Annex B.







































































































































































































































































































































































































































































































































































































































































	8th Modified Section


A.4.3
Integration with ONAP VES

Detailed guidelines for integration of performance assurance MnS notifications with ONAP VES are provided in Annex B.
	9th Modified Section


A.5.0
Introduction

Clause A.5.1 contains the OpenAPI definition of the heartbeat management capability.

Clause A.5.2 provides indications regarding the content of the heartbeat management capability notifications when the consumer of these notifications supports the ONAP VES API. This content is sent as payload of VES events (see Annex B).


	10th Modified Section


A.5.2
Integration with ONAP VES


Detailed guidelines for integration of heartbeat notifications with ONAP VES are provided in Annex B.
































































































	11th Modified Section


A.7.1
Introduction

Clause A.7.2 contains the OpenAPI specification of the File data reporting MnS.

Clause A.7.3 provides indications regarding the content of the File data reporting MnS notifications when the consumer of these notifications supports the ONAP VES API. This content is sent as payload of VES events (see Annex B).

	12th Modified Section


A.7.3
Integration with ONAP VES

Detailed guidelines for integration of file data reporting MnS notifications with ONAP VES are provided in Annex B.
	13th Modified Section


Annex B (Informative):
Guidelines for the integration of 3GPP MnS notifications with ONAP VES

In case the consumer of the 3GPP MnS notifications specified in the present document is an ONAP VES collector, the following guidelines are for the developer of the corresponding notification producer:

- The produced notification conforms to ONAP-defined VES specification;

- The VES Common Event Header fields are populated by the producer is as follows:

- The domain "stndDefined" is used,

- The "stndDefinedNamespace" field value is the concatenation of "3GPP-" and the name of the 3GPP MnS which the 3GPP IS notification is part of. Based on the MnS names defined in the present  version of this document, VES name space values corresponding to 3GPP MnS could be:

- "3GPP-Provisioning",

- "3GPP-FaultSupervision",

- "3GPP-PerformanceAssurance",

- "3GPP-Heartbeat",

- "3GPP-Streaming",

- "3GPP-File".

- How the other fields of the Common Event Header are populated is not in the scope of the present document;

- The payload part of the VES event specification conforms to the OpenAPI definitions of clause A.1.1 (for provisioning MnS notifications), A.2.1 (for the fault supervision MnS notifications), A4.2 (for the performance assurance MnS notifications), A.5.1 (for the heartbeat notifications) and A.7.2 (for the file data reporting MnS notifications) of the present document. The OpenAPI definitions of Annex A in the present document may also be found on 3GPP FORGE (for 3GPP Rel-16 at https://forge.3gpp.org/rep/sa5/MnS/tree/Rel-16/OpenAPI).
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Figure X-1. 3GPP MnS notifications consumed by ONAP VES Collector(s).
	End of Modifications



