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	Reason for change:
	operators has the capability of planning the RAN sub-network slice resource utility in advance and adjusting the resource of a running RAN sub-network slice
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	Add RRMPolicyRatio in SliceProfile
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	1st Change


[bookmark: _Toc19888553][bookmark: _Toc27405471][bookmark: _Toc35878661][bookmark: _Toc36220477][bookmark: _Toc36474575][bookmark: _Toc36542847][bookmark: _Toc36543668][bookmark: _Toc36567906][bookmark: _Toc44341638][bookmark: _Toc51676016][bookmark: _Toc51684260][bookmark: _Toc36567313][bookmark: _Toc36543075][bookmark: _Toc36542254][bookmark: _Toc36473982][bookmark: _Toc36219884][bookmark: _Toc35878068][bookmark: _Toc27404923][bookmark: _Toc19888042][bookmark: _Toc36567314][bookmark: _Toc36543076][bookmark: _Toc36542255][bookmark: _Toc36473983][bookmark: _Toc36219885][bookmark: _Toc35878069][bookmark: _Toc27404924][bookmark: _Toc19888043]6.3.4	SliceProfile <<dataType>>
[bookmark: _Toc19888554][bookmark: _Toc27405472][bookmark: _Toc35878662][bookmark: _Toc36220478][bookmark: _Toc36474576][bookmark: _Toc36542848][bookmark: _Toc36543669][bookmark: _Toc36567907][bookmark: _Toc44341639][bookmark: _Toc51676017][bookmark: _Toc51684261]6.3.4.1	Definition
This data type represents the properties of network slice subnet related requirement that should be supported by the network slice subnet instance in a 5G network.
[bookmark: _Toc19888555][bookmark: _Toc27405473][bookmark: _Toc35878663][bookmark: _Toc36220479][bookmark: _Toc36474577][bookmark: _Toc36542849][bookmark: _Toc36543670][bookmark: _Toc36567908][bookmark: _Toc44341640][bookmark: _Toc51676018][bookmark: _Toc51684262]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	RRMPolicyRatio
	O
	T
	T
	F
	T


[bookmark: _Toc19888556][bookmark: _Toc27405474][bookmark: _Toc35878664][bookmark: _Toc36220480][bookmark: _Toc36474578][bookmark: _Toc36542850][bookmark: _Toc36543671][bookmark: _Toc36567909][bookmark: _Toc44341641][bookmark: _Toc51676019][bookmark: _Toc51684263]6.3.4.3	Attribute constraints
None.
[bookmark: _Toc19888557][bookmark: _Toc27405475][bookmark: _Toc35878665][bookmark: _Toc36220481][bookmark: _Toc36474579][bookmark: _Toc36542851][bookmark: _Toc36543672][bookmark: _Toc36567910][bookmark: _Toc44341642][bookmark: _Toc51676020][bookmark: _Toc51684264]6.3.4.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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