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[bookmark: _Toc43213067][bookmark: _Toc43290120][bookmark: _Toc51593030]4.1.2.3.3	AssuranceControlLoopGoal <<ProxyClassAssuranceTarget <<dataType>>
[bookmark: _Toc43213068]4.1.2.3.3.1	Definition
This IOCdata type represents the <<dataType>> ServiceProfilea single attribute and <<dataType>> SliceProfile, definedits value that are included in network slice NRM in [6].an AssuranceGoal. 
[bookmark: _Toc43213069]4.1.2.3.3.2	Attributes
The attributes are defined in network slice NRM in [6]. 
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	assuranceTargetName
	M
	T
	F
	F
	T

	assuranceTargetValue
	M
	T
	F
	F
	T



[bookmark: _Toc43213070]4.1.2.3.3.3	Attribute constraints
The attribute constraints are defined in network slice NRM in [6]. 
[bookmark: _Toc43213071]
	Name
	Definition

	assuranceTargetName
	The assuranceTargetName shall be equal to the name of an attribute in the relevant ServiceProfile or SliceProfile. The relevant ServiceProfile or SliceProfile is identified by the attribute serviceProfileIdRef or sliceProfileIdRef in the AssuranceGoal.


4.1.2.3.3.4	Notifications
The common notifications of IOCsdefined in subclause 4.1.2.5 are valid for the <<IOC>> using thethis <<dataType>> ServiceProfile or <<dataType>> SliceProfile are defined in network slice NRM in [6].as one of its attributes, shall be applicable.
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