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	1st Change


6.1
Use cases

6.1.1
MnS query
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable MnS discovery service consumer to obtain the MnS data for the available MnS instance(s).
	

	Actors and Roles
	MnS discovery service consumer 
	

	Telecom resources
	MnS discovery service producer

	

	Assumptions
	MnS discovery service consumer is authorized to obtain the MnS data for the available MnS instance(s) from MnS discovery service producer.
	

	Pre-conditions
	MnS data exists in MnS discovery service producer.
	

	Begins when 
	MnS discovery service consumer wants to obtain the MnS data for the available MnS instance(s).
	

	Step 1 (M)
	MnS discovery service consumer sends a request to MnS discovery service producer to obtain the MnS data for the available MnS instances with MnS requirements (e.g. MnS type (e.g. provisioning MnS, fault supervision MnS, performance assurance MnS), requirement description for MnS components (e.g. class name and/or instance information of the managedObject)).
	

	Step 2 (M)
	MnS discovery service producer decides the available MnS instance(s) to satisfy the received MnS requirements.
	

	Step 3 (M)
	MnS discovery service producer sends the MnS data for the available MnS instance (e.g. MnS Id, MnS component information, MnS producer information) to MnS discovery service consumer.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	MnS discovery service consumer has obtained the MnS data for the available MnS instance(s) and be ready to use this MnS instance.
	

	Traceability 
	REQ-MnSD-FUN-X
	


6.1.2
MnS publish
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable MnS discovery service consumer to publish the MnS data for an MnS instance.
	

	Actors and Roles
	The Mns producer who provides MnS data as MnS discovery service consumer.
	

	Telecom resources
	MnS discovery service producer.

	

	Assumptions
	MnS discovery service consumer is authorized to publish the MnS data for an MnS instance to MnS discovery service producer.
	

	Pre-conditions
	-
	

	Begins when 
	MnS discovery service consumer wants to publish the MnS data for an MnS instance.
	

	Step 1 (M)
	MnS discovery service consumer sends a request to MnS discovery service producer to publish the MnS data (e.g. MnS type (e.g. provisioning MnS, fault supervision MnS, performance assurance MnS), description for MnS components (e.g. class name and/or instance information of the managedObject)).
	

	Step 2 (M)
	MnS discovery service producer stores the MnS data.
	

	Step 3 (M)
	MnS discovery service producer sends confirmation to MnS discovery service consumer that the MnS data has been stored.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	MnS discovery service producer has stored the MnS data.
	

	Traceability 
	REQ-MnSD-FUN-Y
	


6.2
Requirements
6.2.1
Requirements for MnS discovery service

REQ-MnSD-FUN-X
The MnS discovery service producer shall have the capability allowing its authorized consumer to obtain the MnS data for the available MnS instance(s).
REQ-MnSD-FUN-Y
The MnS discovery service producer shall have the capability allowing its authorized consumer to publish the MnS data for an MnS instance.
	End of changes


