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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]



3GPP TS 32.291

[2]



3GPP TS 29.571
3
Rationale

The presenceReportingAreaInformation is defined as a map data type in TS 32.291. The presenceReportingAreaInformation should be capable to support adding, modification and deleting according TS 32.291.However, the deleting for particular attribute of a map data type might require nullable property in map data type definition according to TS 29.571.
This contribution is to demonstrate the possible ways to change the definition of PresenseInfo in TS 32.291 so as to have a resolution for the changes.

Option 1: use TS29571_CommonData.yaml#/components/schemas/PresenceInfoRm as MAP data type as specified in TS 29.571. This approach is consistence with the common data type specified in TS 28.571. The CT specs (e.g. 29.512) specified the description how to use nullable MAP date type to add, modify and delete the key value.

If adopt this option, changes in the release 15 and release 16 may result in failure of TS29571_CommonData.yaml#/components/schemas/PresenceInfo. 

Option 2.1: Charging specification specifies the additional IE that indicates the adding, modification and deletion of MAP data type key value(s) for PresenceInfo.

In this option, the addition IE (e.g., PresenceInfoChangeType) may indicate the operation to PrenceInfo specified in TS 32.291.

Option 2.1: Charging specification specifies the addition IE that indicates only deletion of MAP data type key value (s) for PresenceInfo. Since the only gap for PresenceInfo as MAP data type, is the deletion operation sent by CTF, the deletion is only proposed for this additional IE.

The comparison for the possible changes is described in table 3.1.

	Options
	Back compatibility
	The consistence with other stage 3 specs

	Option 1
	Need to change release 15/16
	yes

	Option 2.1
	Need to change release 15/16
	Particular use for charging spec

	Option 2.2
	Need to change release 15/16
	Particular use for charging spec


4
Detailed proposal

SA5 WG is asked to endorse one of the possible way to address issues in TS 32.291. Option 1 is proposed to be the option in this DP.
