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[bookmark: _Toc44492013][bookmark: _Toc51689942][bookmark: _Toc51750629][bookmark: _Toc51774889][bookmark: _Toc51775503][bookmark: _Toc51776119]5.1.1.27.x	Number of CN Initiated paging records discarded at the gNB-CU 
a) This measurement provides number of CN Initiated paging records discarded at the gNB-CU.
b) CC.
c) Reception of a PAGING message from AMF, (See in TS 38.413 [11]) that is discarded at the gNB-CU.
d)  A single integer value.
e)  PAG.DiscardedNbrCnInitiated
f)	GNBCUCPFunction
g)	Valid for packet switched traffic 
h)	5GS
5.1.1.27.y	Number of NG-RAN Initiated paging records discarded at the gNB-CU 
a) This measurement provides number of NG-RAN Initiated paging records discarded at the gNB-CU.
b) CC.
c) Reception of a RAN PAGING message from NG-RAN (See inTS 38.304 [37] and TS 38.423 [13]) that is discarded at the gNB-CU.
d)  A single integer value.
e)  PAG.DiscardedNbrRanInitiated
f)	GNBCUCPFunction
g)	Valid for packet switched traffic 
h)	5GS
5.1.1.27.z	Number of paging records discarded at the NRCellDU
a) This measurement provides number of paging records discarded at gNB-DU in cells as indicated in the Paging Cell List IE (See in TS 38.473 [6]).
b) CC.
c) Reception of a PAGING message from gNB-CU, (See in TS 38.473 [6]) that is discarded at the gNB-DU
d)  A single integer value.
e)  PAG.DiscardedNbr
f)	NRCellDU
g)	Valid for packet switched traffic 
h)	5GS
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