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1
Decision/action requested

The group is asked to discuss and approve the proposals.
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3
Rationale
TS 23.558 [2] states that EAS, EES, and ECS will need to interact with 5GC functions, such as PCG, NED, SCEF to provide edge computing services. For example, 

· EES needs to interact with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (e.g. via SCEF/NEF/SCEF+NEF), see subclause 6.3.2 in TS 23.558.

· ECS needs to interact with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (e.g. via SCEF/NEF/SCEF+NEF), see subclause 6.3.4 in TS 23.558.

· EAS may invoke the 3GPP Core Network capability through the capability exposure functions i.e. SCEF or NEF, see subclause 6.3.6 in TS 23.558.

Therefore, this contribution proposes to add a new use case to [1] to enable ECSP to request 3GPP management system to provide the connection information of PCF, NEF, and SCEF, so it can connect to the 5GC functions.
4
Detailed proposal
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6.2
Specification level use cases and requirements

6.2.x
Access to 5GC functions 

6.2.x.1
Goal
The goal is to enable ECSP management system to request 3GPP management system to provide the connection information of PCF, NEF, SCEF to allow EAS, EES, and ECS to access the capabilities of 5GC functions, such as PCF, NEF, SCEF, (see subclause 6.3.2, 6.3.4, 6.4.6 in TS 23.558 [2]).
6.2.x.2
Description
1. ECSP management system requests 3GPP management system to provide the connection information of 5GC functions, such as the IP addreses of PCF, NEF, SCEF. 
2. 3GPP management system returns the connection information of PCF, NEF, SCEF to ECSP management system.
6.2.x.3
Requirements
REQ-ACC-5GC-FUN-1 3GPP management service producer should have the capability allowing authorized consumer to query the connection information of 5GC functions, such as PCF, NEF, SCEF.
REQ-ACC-5GC-FUN-2 3GPP management service producer should have the capability to return to the consumer with the connection information of 5GC functions.
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