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	Reason for change:
	Some support qualifiers of the notifyThresholdCrossing have undefined values, that need to be removed.

	
	

	Summary of change:
	The undefind support qualifier values are removed.

	
	

	Consequences if not approved:
	The undefind support qualifier values are not removed leading to potential interoperability issues.
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[bookmark: _Toc20494589][bookmark: _Toc26975634][bookmark: _Toc35856507][bookmark: _Toc44001363][bookmark: _Toc51580941][bookmark: _Toc52356204][bookmark: _Toc55227774][bookmark: _Toc58503486]11.3.1.2.1	Notification notifyThresholdCrossing (M)
[bookmark: _Toc20494590][bookmark: _Toc26975635][bookmark: _Toc35856508][bookmark: _Toc44001364][bookmark: _Toc51580942][bookmark: _Toc52356205][bookmark: _Toc55227775][bookmark: _Toc58503487]11.3.1.2.1.1	Definition
This notification supports the threshold monitoring notification target to be notified when the performance threshold is crossed or reached.
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	Parameter Name
	S
	Information Type
	Comment

	objectClass
	M
	ManagedEntity.objectClass 
	Class of the managed object, where the threshold crossing occurred. 

	objectInstance
	M
	ManagedEntity.objectInstance

	Instance of the managed object, where the threshold crossing occurred.

	notificationId
	M
	--
	

	notificationType
	M, Y
	"notifyThresholdCrossing "
	

	eventTime
	M, Y
	--
	Time when the threshold crossing occurred.

	systemDN
	M
	--
	

	observedPerfMetricName
	M
	ThresholdMonitor.thresholdInfoList[x].\
performanceMetrics[y]
	Name of the performance metric that has crossed the threshold

	observedPerfMetricValue
	M
	--
	Value of the performance metric, that has crossed the threshold, when the threshold crossing was observed

	observedPerfMetricDirection
	M
	--
	Direction ("UP" or "DOWN") of the performance metric, when the threshold crossing was observed

	thresholdValue
	M
	ThresholdMonitor.thresholdInfoList[x].\
thresholdvalue
	Threshold value of the triggered threshold

	hysteresis
	M
	ThresholdMonitor.thresholdInfoList[x].\
hysteresis
	Hysteresis of the triggered threshold

	monitorGranularityPeriod
	M
	ThresholdMonitor.monitorGranularityPeriod
	Granularity period of the threshold monitor

	additionalText
	O
	--
	Vendor specific information
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