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	1st modified section



[bookmark: _Toc44341592][bookmark: _Toc51675895][bookmark: _Toc55895344][bookmark: _Toc58940429][bookmark: _Toc51675985][bookmark: _Toc55895434][bookmark: _Toc58940519]5.3.76	FiveQICharacteristics <<dataType>>
[bookmark: _Toc44341593][bookmark: _Toc51675896][bookmark: _Toc55895345][bookmark: _Toc58940430]5.3.76.1	Definition
This data type specifies the 5QI value and the coorresponding QoS characteristics for a 5QI.
[bookmark: _Toc44341594][bookmark: _Toc51675897][bookmark: _Toc55895346][bookmark: _Toc58940431]5.3.76.2	Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	fiveQIValue
	M
	T
	T/F (NOTE )
	F
	T

	resourceType
	M
	T
	T/F (NOTE )
	F
	T

	priorityLevel
	O
	T
	T/F (NOTE )
	F
	T

	packetDelayBudget
	O
	T
	T/F (NOTE )
	F
	T

	packetErrorRate
	O
	T
	T/F (NOTE )
	F
	T

	averagingWindow
	O
	T
	T/F (NOTE )
	F
	T

	maximumDataBurstVolume
	O
	T
	T/F (NOTE )
	F
	T

	NOTE: The isWritable qualifier is "T" if the attribute 1) describes a 5QI in configurable Configurable5QISet 5QIMOI, or 2) describes a 5QI in Dynamic5QISet MOI which is associated to PCFFunction MOI or SMFFunction MOI when the PCF is not deployed; andThe isWritable qualifier is "F" if the attribute describes a dynamic 5QIotherwise.



[bookmark: _Toc59183093][bookmark: _Toc59184559][bookmark: _Toc59195494][bookmark: _Toc59439921]5.3.76.3	Attribute constraints
None
[bookmark: _Toc59183094][bookmark: _Toc59184560][bookmark: _Toc59195495][bookmark: _Toc59439922]5.3.76.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

	Next modified section


[bookmark: _Toc44341597][bookmark: _Toc51675900][bookmark: _Toc55895349][bookmark: _Toc58940434]5.3.77	PacketErrorRate <<dataType>>
[bookmark: _Toc44341598][bookmark: _Toc51675901][bookmark: _Toc55895350][bookmark: _Toc58940435]5.3.77.1	Definition
This data type specifies the Packet Error Rate of a configurable 5QI.
[bookmark: _Toc44341599][bookmark: _Toc51675902][bookmark: _Toc55895351][bookmark: _Toc58940436]5.3.77.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	scalar
	M
	T
	T/F (NOTE)
	F
	T

	exponent
	M
	T
	T/F (NOTE)
	F
	T

	NOTE: The isWritable qualifier is "T" if the attribute 1) describes a 5QI in configurable Configurable5QISet 5QIMOI, or 2) describes a 5QI in Dynamic5QISet MOI which is associated to PCFFunction MOI or SMFFunction MOI when the PCF is not deployed; andThe isWritable qualifier is "F" if the attribute describes a dynamic 5QIotherwise.



[bookmark: _Toc44341600][bookmark: _Toc51675903][bookmark: _Toc55895352][bookmark: _Toc58940437]5.3.77.3	Attribute constraints
None
[bookmark: _Toc44341601][bookmark: _Toc51675904][bookmark: _Toc55895353][bookmark: _Toc58940438]5.3.77.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

	Next modified section


5.3.94	Dynamic5QISet
[bookmark: _Toc51675986][bookmark: _Toc55895435][bookmark: _Toc58940520]5.3.94.1	Definition
This IOC specifies the dynamically assigned 5QIs including their QoS characteristics, see 3GPP TS 23.501 [2]. The instance of this IOC shall not be created or modified by the MnS consumer except the instance is associated to PCFFunction MOI or SMFFunction MOI when the PCF is not deployed.
[bookmark: _Toc51675987][bookmark: _Toc55895436][bookmark: _Toc58940521]5.3.94.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	dynamic5QIs
	M
	T
	T/F (NOTE)
	F
	T

	NOTE: The isWritable qualifier is "T" if the Dynamic5QISet MOI is associated to PCFFunction MOI or SMFFunction MOI when the PCF is not deployed; andThe isWritable qualifier is "F" if the attribute describes a dynamic 5QIotherwise.



[bookmark: _Toc51675988][bookmark: _Toc55895437][bookmark: _Toc58940522]5.3.94.3	Attribute constraints
None.
[bookmark: _Toc51675989][bookmark: _Toc55895438][bookmark: _Toc58940523]5.3.94.4	Notifications
The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions. 

	End of modified sections
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