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[bookmark: _Toc58515947][bookmark: _Toc58515329][bookmark: _Toc51775946][bookmark: _Toc51775330][bookmark: _Toc51774716][bookmark: _Toc51750456][bookmark: _Toc51689782][bookmark: _Toc27473632][bookmark: _Toc35956310][bookmark: _Toc44492320]3.3	Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration.
The list of families currently used in the present document is as follows:
-	DRB (measurements related to Data Radio Bearer).
-	RRC (measurements related to Radio Resource Control).
-	UECNTX (measurements related to UE Context).
-	RRU (measurements related to Radio Resource Utilization).
-	RM (measurements related to Registration Management).
-	SM (measurements related to Session Management).
-	GTP (measurements related to GTP Management).
-	IP (measurements related to IP Management).
-	PA (measurements related to Policy Association).
-	MM (measurements related to Mobility Management).
-	VR (measurements related to Virtualized Resource).
-	CARR (measurements related to Carrier).
-	QF (measurements related to QoS Flow).
-	AT (measurements related to Application Triggering).
-	SMS (measurements related to Short Message Service).
-	PEE (measurements related to Power, Energy and Environment).
-	NFS (measurements related to NF service).
-	PFD (measurements related to Packet Flow Description).
-	RACH (measurements related to Random Access Channel)
-	MR (measurements related to Measurement Report) 
- 	L1M (measurements related to Layer 1 Measurement) 
-	NSS (measurements related to Network Slice Selection)
-	PAG (measurements related to Paging) 
-	CE (measurements related to Connection Establishment)
	Next modified section


[bookmark: _Toc27473633][bookmark: _Toc35956311][bookmark: _Toc44492321]5.9.x	Connection establishment related measurements
[bookmark: _Toc27473634][bookmark: _Toc35956312][bookmark: _Toc44492322]5.9.x.1	SMF-NEF connection creation
5.9.x.1.1	Number of SMF-NEF connection creation requests
a)	This measurement provides the number of SMF-NEF connection creation requests received by the NEF from SMF.
b)	CC.
c)	Receipt by the NEF of an Nnef_SMContext_Create request message from SMF (see 3GPP TS 23.502 [7]). 
d)	A single integer value.
e)	CE.NbrSmfNefCreatReq
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
[bookmark: _Toc27473636][bookmark: _Toc35956314][bookmark: _Toc44492324]5.9.x.1.2	Number of successful SMF-NEF connection creations
a)	This measurement provides the number of successful SMF-NEF connection creations by the NEF.
b)	CC.
c)	Transmission by the NEF of an Nnef_SMContext_Create response message to SMF indicating a successful SMF-NEF connection creation (see 3GPP TS 29.541 [b]). 
d)	A single integer value.
e)	CE.NbrSmfNefCreatSucc
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
5.9.x.1.3	Number of failed SMF-NEF connection creations
a)	This measurement provides the number of failed SMF-NEF connection creations by the NEF.
b)	CC.
c)	Transmission by the NEF of an Nnef_SMContext_Create response message to SMF indicating a failed SMF-NEF connection creation (see 3GPP TS 29.541 [b]), each message increments the relevant subcounter per failure cause by 1. 
d)	Each measurement is an integer value.
e)	CE.NbrSmfNefCreatFail.cause
Where cause indicates the failure cause of the SMF-NEF connection creation.
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
5.9.x.2	SMF-NEF Connection release
5.9.x.2.1	Number of SMF-NEF Connection release requests
a)	This measurement provides the number of SMF-NEF Connection release requests received by the NEF from SMF.
b)	CC.
c)	Receipt by the NEF of an Nnef_SMContext_Delete request message from SMF (see 3GPP TS 23.502 [7]). 
d)	A single integer value.
e)	CE.NbrSmfNefRelReq
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
5.9.x.2.2	Number of successful SMF-NEF Connection releases
a)	This measurement provides the number of successful SMF-NEF Connection releases by the NEF.
b)	CC.
c)	Transmission by the NEF of an Nnef_SMContext_Delete response message to AF indicating a successful SMF-NEF Connection release (see 3GPP TS 29.541 [b]). 
d)	A single integer value.
e)	CE.NbrSmfNefRelSucc
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
5.9.x.2.3	Number of failed SMF-NEF Connection releases
a)	This measurement provides the number of failed SMF-NEF Connection releases by the NEF.
b)	CC.
c)	Transmission by the NEF of an Nnef_SMContext_Delete response message to AF indicating a failed SMF-NEF Connection release (see 3GPP TS 29.541 [b]), each message increments the relevant subcounter per failure cause by 1. 
d)	Each measurement is an integer value.
e)	CE.NbrSmfNefRelFail.cause
Where cause indicates the failure cause of the SMF-NEF Connection release.
f)	NEFFunction.
g)	Valid for packet switched traffic.
h)	5GS.
	Next modified section


[bookmark: _Toc44492410]A.x	Monitoring of SMF-NEF connection establishment
For delivering the NIDD service, the SMF-NEF connection needs to be established for a PDU Session for a UE. NEF provides the capabilities to create, update and release the SMF-NEF connection.

The SMF-NEF connection is used for transferring the NIDD data, therefore the performance of the SMF-NEF connection establishment impacts users’ experience about the NIDD service.

	End of modified section
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