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1
Decision/action requested

The group is asked to discuss and approve the proposals.
2
References

[1] 
TR 28.814 “Study on enhancements of edge computing management”
[2]
TS 23.558 “Architecture for enabling Edge Applications”
3
Rationale
3GPP management system is not able to collect the performance measurements to monitor the behaviour of EAS NFs, since EAS NFs are not 3GPP defined NFs. But, 3GPP management system is able to collect the availability or usage of virtualized resources, such as virtual CPU, memory, disk, as well as the connection bandwidth or data volume on the network interface to meet the Edge application KPIs requirements, as shown below. (see subclause 5.2.10 in TS 23.558 [2]).

[AR-5.2.10.2-a]
The application layer architecture shall provide mechanisms for the Edge Application Server to publish its KPIs or application level requirements when available (e.g. upon new application on-boarding).

[AR-5.2.10.2-b]
The application layer architecture shall provide mechanisms for the Edge Application Server to update its KPIs or application level requirements.
This contribution proposes the EAS performance assurance use case for TR 28.814 [1].
4
Detailed proposal
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6.2
Specification level use cases and requirements

6.2.x
EAS performance assurance 

6.2.x.1
Goal
The goal is to enable a consumer, such as ASP, to collect EAS KPI or measurements that is to meet the edge application KPIs requirement (see subclause 5.2.10.2 in TS 23.558 [2]).

6.2.x.2
Description
1. A consumer requests 3GPP management system to collect EAS measrements, such as available resources (e.g.  available compute, available memory, available storage), and connection bandwidth on the network interfaces (see subclause 8.2.5 in TS 23.558 [2]).
2. The 3GPP management system collects and reports the EAS measurements to the consumer.

6.2.x.3
Requirements
REQ-EAS-PA-FUN-1 3GPP management service producer should have the capability allowing authorized consumer to request the collection of EAS measrements, such as available resources (e.g.  available compute, available memory, available storage), and connection bandwidth on the network interfaces.
REQ-EAS-PA-FUN-2 3GPP management service producer should have the capability to report the EAS measurements to the consumer.
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