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	First change


[bookmark: _Toc58599387]5.1.14.2	Support redundant transmission for high reliability communication 
The SMF reports the redundant transmission type to the CHF to indicate which redundant transmission type is used for the PDU session or service data flow.
The charging information is collected independently per each redundant PDU session. The quota is granted for each redundant PDU session independently. The SMF reports the usage per redundant PDU session.
Editor’s note: how to report the usage for redundant transmission on N3/N9 interfaces and transport layer is FFS.
	Next change


5.1.14.4	Usage Reporting 
For dual connectivity based end to end Redundant User Plane Paths, SMF shall collect and report the usage which is the amount of traffic delivered to and forwarded from core network for each redundant PDU session. 
For redundant transmission at transport layer and N3/N9 interface, the SMF shall collect and report the usage which is the amount of traffic resulting from packet elimination process delivered to and forwarded from core network. The redundant transmission indication to specify whether the usage is reported for packet duplication or elimination is included.
[bookmark: _GoBack]The CHF may determine and indicate SMF to report the usage for packet duplication or elimination with the redundant transmission reporting indication which is high priority. If the SMF can not support the usage report mechanism dynamically indicated by CHF, the SMF ignores the redundant transmission reporting indication.
Editor’s note: the usage reporting for the redundant transmission at transport layer and N3/N9 interface is ffs.
Editor’s note: the better description to instead of "packet elimination process" is ffs.

	End of change



