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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TR 28.816
3
Rationale

The abbrievations on 5GS CIoT charging from 3GPP specs are taken into account in this input contribution. 
4
Detailed proposal

(For pseudo CR, include the complete clause(s) or subclause(s) of the latest draft TS/TR to be modified, with clear clause and sub-clause headings included and all modifications shown with revision marks, unambiguously showing where the changes shall be made or inserted in the draft TS/TR. It is not sufficient to just state, for example, “add the following text to the draft TS/TR…”.)
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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], TS 23.501 [3], TS 23.502 [4], TS 32.251 [2], TS 32.255 [6], TS 32.253 [7], TS 32.254 [10], TS 32.278 [8] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GS
5G System
AF
Application Function

AMF
Access and Mobility Management Function
API
Application Program Interface
CDR
Charging Data Record

CHF
Charging Function
CIoT
Cellular Internet-of-Things

CP
Control Plane

CPCN
Control Plane data transfer Charging Nodes
CTF
Charging Trigger Function
MECN
Monitoring Event Charging Node
MO
Mobile Originated

MT
Mobile Terminated

NEF
Network Exposure Function
NF
Network Function
NIDD
Non-IP Data Delivery


PS
Packet Switched

SCEF
Service Capability Exposure Function
SMF
Session Management Function
End of change
