3GPP TSG SA WG5 (Telecom Management) Meeting #136
S5-212190
electronic meeting, online, 1 March - 9 March 2021 
revision of S5-20xabc
Source:
Huawei Technologies

Title:
pCR TR 28.822 Add the Use case for 5G VN Traffic Forwarding
Document for:
Approval

Agenda Item:
7.5.4
1
Discussion
This is a pCR to TR 28.822 introducing the use case for 5G VN Traffic Forwarding.
2
References

[1]
3GPP TR 28.822 "Telecommunication management; Charging management; Study on charging aspect of 5G LAN-type Services".
3
Rationale

This pCR proposes to introduce the use case in TR 28.822 " Telecommunication management; Charging management; Study on charging aspect of 5G LAN-type Services". 
4
Detailed proposal

Propose to incorporate the following change into the TR 28.822[1].
	1st  change


5.2
Topic 2: Converged charging for traffic forwarding of 5G VN group communication
5.2.1
Use Case

5.2.1.1 
Use Case #2.1: Traffic Forwarding of 5G VN Group Communication 
The UE 1 belongs to the 5G VN group 1 accesses the 5G VG group 1, and sends the message/data to the UE 2 which belongs to the 5G VN group using the N6-based user plane architecture.
The UE 1 belongs to the 5G VN group 1 accesses the 5G VG group 1, and sends the message/data to the UE 2 which belongs to the 5G VN group using the Local-switch based user plane architecture.

The UE 1 belongs to the 5G VN group 1 accesses the 5G VG group 1, and sends the message/data to the UE 2 which belongs to the 5G VN group using the N19-based user plane architecture.

The potential charging requirements for this UC are: REQ-3GPPCH-03, REQ-3GPPCH-04, REQ-3GPPCH-05.
5.2.2
Potential charging requirements

REQ-3GPPCH-03: The 5G system should support converged charging for 5G VN group communication using N6 tunnel.
REQ-3GPPCH-04: The 5G system should support converged charging for 5G VN group communication using local switch.
REQ-3GPPCH-05: The 5G system should support converged charging for 5G VN group communication using N19 tunnel.
5.2.3
Key issues

5.2.3.1
Key issue #2.1: Chargeable events and charging information required
This key issue is for investigating how to support the 5G LAN-type service charging considering REQ-3GPPCH-03, REQ-3GPPCH-04 and REQ-3GPPCH-05. 
This investigation covers the following:

-
identification and classification of the charging information for different traffic forwarding of 5G VN group communication;

-
identification and classification of the chargable event for different traffic forwarding of 5G VN group communication;

5.2.3.2
Key issue #2.2: NF/Service suitable to provide charging information
This key issue is for investigating how to support the 5G LAN-type service charging considering REQ-3GPPCH-03, REQ-3GPPCH-04 and REQ-3GPPCH-05. 

This investigation covers the following:

-
determination of which NF in the 5G system are suitable to provide the charging information to support the different traffic forwarding of 5G group communication;

	End of changes


