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[bookmark: _Toc59020279][bookmark: _Toc51919151]7.X	Bindings for NS Management charging
Table 7.X-1: Bindings of CDR field, Information Element and Resource Attribute for NS Management charging 
	Information Element
	CDR Field
	Resource Attribute

	
	
	ChargingDataRequest

	Tenant Identifier
	Tenant Identifier
	/tenantIdentifier

	MnS Consumer Identifier
	MnS Consumer Identifier
	/mnSConsumerIdentifier

	NSM Charging information
	NSM Charging information
	/nSMChargingInformation

	Management operation 
	Management operation 
	/nSMChargingInformation/managementOperation

	Identifier of NetworkSlice Instance 
	Identifier of NetworkSlice Instance 
	/nSMChargingInformation/idNetworkSliceInstance

	List of Service profile charging information
	List of Service profile charging information
	/nSMChargingInformation/listOfserviceProfileChargingInformation

	Service Profile Id
	Service Profile Id
	/nSMChargingInformation/serviceProfileIdentifier

	S-NSSAIs List
	S-NSSAIs List
	/nSMChargingInformation/sNSSAIList

	SST
	SST
	/nSMChargingInformation/sST

	Latency
	Latency
	/nSMChargingInformation/latency

	Availability
	Availability
	/nSMChargingInformation/availability

	Resource Sharing Level
	Resource Sharing Level
	/nSMChargingInformation/resourceSharingLevel

	Jitter
	Jitter
	/nSMChargingInformation/jitter

	Reliability
	Reliability
	/nSMChargingInformation/reliability

	Maximum Number of UEs
	Maximum Number of UEs
	/nSMChargingInformation/maxNumberofUEs

	Coverage Area
	Coverage Area
	/nSMChargingInformation/coverageArea

	UE Mobility Level
	UE Mobility Level
	/nSMChargingInformation/uEMobilityLevel

	Delay Tolerance
	Delay Tolerance
	/nSMChargingInformation/delayToleranceIndicator

	DL Throughput Per Slice 
	DL Throughput Per Slice 
	/nSMChargingInformation/dLThptPerSlice

	DL Throughput Per UE
	DL Throughput Per UE
	/nSMChargingInformation/dLThptPerUE

	UL Throughput Per Slice
	UL Throughput Per Slice
	/nSMChargingInformation/uLThptPerSlice

	UL Throughput Per UE
	UL Throughput Per UE
	/nSMChargingInformation/uLThptPerUE

	Max Number of PDU sessions
	Max Number of PDU sessions
	/nSMChargingInformation/maxNumberofPDUsessions

	KPIs Monitoring list
	KPIs Monitoring list
	/nSMChargingInformation/kPIMonitoringList

	Supported Access Technology
	Supported Access Technology
	/nSMChargingInformation/supportedAccessTechnology

	V2X Communication Mode
	V2X Communication Mode
	/nSMChargingInformation/v2XCommunicationModeIndicator

	Additional service profile charging information
	Additional service profile charging information
	/nSMChargingInformation/addServiceProfileInfo

	Management operation status
	Management operation status
	/nSMChargingInformation/managementOperationStatus

	Operational state
	Operational state
	/nSMChargingInformation/managementOperationalState

	Administrative state
	Administrative state
	/nSMChargingInformation/managementAdministrativeState

	
	
	ChargingDataResponse

	-
	-
	-
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