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1
Decision/action requested

This pCR is to introduce a new Key issue Individual UE charging based on Network Slice charging  
2
References

[1]

3GPP TR 32.847 "Study on Charging Aspects for Network Slicing Phase 2"

[2]
3GPP TS 28.202 "Charging management; Network slice management charging in the 5G System (5GS); Stage 2".  
[3]
3GPP TS 28.201 "Charging management; Network slice performance and analytics charging in the 5G System (5GS); Stage 2 ".  
[4]
GSMA 5GJA NG.116: "Generic Network Slice Template".
3
Rationale

This pCR is to introduce a new Key issue associating Individual UE charging and Network Slice charging and corresponding potential requirement
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.847 [1]  

	First change


5
Potential charging requirements

REQ-NSCH-01
The 5G charging framework should support converged charging per S-NSSAI.
REQ-NSCH-02
The 5G charging framework should support converged charging per S-NSSAI, based on "number of UEs".
REQ-NSCH-03
The 5G charging framework should support converged charging per S-NSSAI, based on "number of PDU sessions". 

REQ-NSCH-04
The 5G charging framework should support converged charging per S-NSSAI, based on "number of UEs", exempting Emergency Registered UEs
REQ-NSCH-05
The 5G charging framework should support converged charging per S-NSSAI, based on "number of PDU sessions", exempting Emergency services, Multimedia Priority Service, and Mission Critical Service.

REQ-NSCH-06
The 5G charging framework should support converged charging per S-NSSAI, based on "number of UEs", including UEs connected in the EPS.

REQ-NSCH-07
The 5G charging framework should support converged charging per S-NSSAI, based on "number of PDU sessions", including PDN connections in the EPS.

REQ-NSCH-08
The 5G charging framework should support converged charging per tenant based on assigned group of S-NSSAI(s). 
REQ-NSCH-09
The 5G charging framework should support converged charging per S-NSSAI, based on "aggregated PDU sessions volume".

REQ-NSCH-10
The 5G charging framework should support converged charging per S-NSSAI, based on "PDU session maximum duration".
REQ-NSCH-xx The 5G charging framework should support individual UE converged charging based on Network Slice usage charging criteria. 
	Next change


6.X
Key Issue #X: UE Converged Charging based on network slice charging
6.X.1
General Description

This key issue is for investigating how to support UE Converged Charging influenced by network slice converged charging of the network slice serving the UE. 
UE Converged Charging is based on criteria related to the Network Slice serving a UE. For example, the tenant has paid for a Network Slice allowing a large number of UEs and when the load level of network slice is low, wants some UE to be allowed with a lower tariff for using Network resources.
This investigation covers the following:
-
determination of which entity/entities is/are suitable to provide the network slice level of charging information for UE Converged Charging.
-
determination of the main interactions for UE Converged Charging to be influenced by network slice converged charging.
-
identification of the main charging information. 
	End of changes


