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1	Decision/action requested
The group is asked to discuss and endorse on the proposal.
[bookmark: OLE_LINK90][bookmark: OLE_LINK91]2	References
[1]	3GPP TS 28.554: "Management and orchestration; 5G end to end Key Performance Indicators (KPI)"
[2] 	ETSI ES 203 539: "Environmental Engineering (EE); Measurement method for energy efficiency of Network Functions Virtualisation (NFV) in laboratory environment"
[bookmark: OLE_LINK221][bookmark: OLE_LINK222][bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK45]3	Rationale
3.1 Background
TS 28.554 [1] – clause 6.7 (Energy Efficiency (EE) KPI) contains so far one single KPI definition: NG-RAN data Energy Efficiency (EE) (cf. clause 6.7.1). A corresponding EE KPI is missing for 5GC.
3.2 Energy Efficiency expression base on Useful Output
In the ES 203 539[2], the energy efficiency is described as the relation between the useful output and energy consumption and a generic term Useful Output was defined as the maximum capacity of the system under test which is depending on the different functions in both data plane/user plane or control plane. 
Based on the common understanding of the energy efficiency, the ratio between the useful output and the energy consumption can be used to describe such relationship. And based on this, the energy efficiency of the 5GC can be expressed as the ratio between the useful output of 5GC and energy consumption of 5GC (which is also well known as EC5GC):
[image: ]

3.3 Resource Efficiency Ratio expression based on Useful Output
In ES 203 539[2], the metric of resource utilization of VNF is also introduced in case where the resource consumption of VNF is measured for energy consumption measurement of VNF indirectly. The resource utilization of VNF is defined as the ratio between the UsefulOutput and ResourceConsumpiton of VNF:
[image: ]
In the discussion paper of S5-204554, the followings are endorsed as way forward:
-	The energy efficiency of VNF may be evaluated according to the hardware energy consumption and the resource utilization made by VNF and this may be considered in 5GC EE KPI definition.
-	Based on the resource utilization of VNF and the equation of VNF_RERi provided in ES 203 539, the VNF resource efficiency ratio may be considered as a building block for the energy efficiency metric for 5GC NF. 
-	The energy efficiency metric for 5GC NF based on resource efficiency ratio of VNF(s) composing the 5GC NF may be used in 5GC EE KPI definition.
Base on the way forward, the 5GC EE KPI based on Resource Efficiency Ratio (RER) is introduced as the ratio between the Useful Output of 5GC and the Resource Consumption of 5GC:
[image: ]
3.4 Conclusion
The useful output can be used in 5GC EE KPI definition.
Moreover, the useful output can be defined for both data plane and control plane network functions, and it supports the metric like numbers of subscriber, attached user and sessions.
The useful output can be expressed as the number of Erlang (Erl), Packets/s (PPS), Subscribers (Sub) or Simultaneously Attached Users (AU). And within [x], the useful output is also expressed as bits/s (bps) or the number of sessions. When the Useful Output is expressed as Packets/s (PPS) or bps, it can be used as metric for throughput of data plane or user plane network function. And When the Useful Output is expressed as Subscribers (Sub) or Simultaneously Attached Users (AU) or number of sessions, it can be used as the metric for control plane network function.
In order to better organize the discussion on EE KPI for 5GC, considering both data/user plane and control plane, it is proposed to create the new KI on EE KPI for 5GC on 5GC Useful Output Measurement. And the moving of the contents from KI#2 to the new KI will be proposed in different pCRs accordingly.
[bookmark: _Toc500147184]4	Detailed proposal

* * * Start of 1st Change * * * 
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* * * End of 1st Change * * * 

* * * Start of 2nd Change * * *

[bookmark: _Toc66206032]4.2	Key Issue #2: EE KPI for 5GC – Data Volume measurement
[bookmark: _Toc66206033]4.2.1	Description
TS 28.554 [5] – clause 6.7 (Energy Efficiency (EE) KPI) contains so far one single KPI definition: NG-RAN data Energy Efficiency (EE) (cf. clause 6.7.1). A corresponding EE KPI is missing for 5GC.
Multiple potential solutions are proposed for this KI:
1. Potential solution applying the generic EE KPI. 
This potential solution proposes to apply the generic EE KPI (see clause 5.3 of ETSI ES 203 228 [6]):
[image: 图片包含 文本

描述已自动生成]
to the 5GC, leading to the definition of a new EE KPI:
[image: 文本

中度可信度描述已自动生成]
2. Potential solution based on the VNF resource efficiency ratio.
With Network Functions Virtualisation (NFV), physical equipment in the telecom network architecture can be replaced by virtual network functions running on standard server platform. Since the 5GC can be fully virtualized, and the 5GC NF can be composed of VNF(s), in this potential solution, the 5GC EE KPI based on Resource Efficiency Ratio (RER) is introduced as:
[image: ]

Depending on the solution, new measurements may have to be defined in TS 28.552 [4].
The potential solutions below focus on how to measure the Data Volume (DV) carried by the 5G core network: DV5GC.
[bookmark: _Toc66206034]4.2.2	Potential solutions
[bookmark: _Toc66206035]4.2.2.1	Potential solution #1 for DV5GC: User Plane DV based solution 
[bookmark: _Toc66206036]4.2.2.1.1	Introduction
This potential solution #1 focuses on the definition of DV5GC.
For this potential solution, it is proposed to apply the same principle as for NG-RAN (cf. [5] clause 6.7.1 ‘NG-RAN data Energy Efficiency (EE)’), i.e. to measure only the User Plane traffic volume. Therefore, the DV part of the EE KPI for 5GC is measured only at the User Plane Functions (UPF) that constitute the 5GC. 5GC Control Plane traffic is not considered.
In case of redundant transmission paths for high reliability, it is expected that the data volume is counted once only. The main reason for this is that, if the traffic is counted more than once, it will increase artificially the EE5GC,DV KPI.
[bookmark: _Toc66206037]4.2.2.1.2	Potential alternative#1 – based on N3 interface
[bookmark: _Toc66206038]4.2.2.1.2.1	Introduction
In this proposed alternative, both incoming and outgoing traffic are measured at the GTP-U layer on the N3 interface. This potential alternative applies only to UPFs with N3 interfaces connected.
[bookmark: _Toc66206039]4.2.2.1.2.2	Description
The considered traffic is the traffic between the 5G-AN and UPFs that constitute the 5GC via the N3 interface. All UL and DL traffic:
- between 5G AN node and UPF, as well as
- between N3IWF and UPF
is considered.
In case of redundant transmission paths over the N3 interface for high reliability communication (cf. TS 23.501 [2] clause 5.33.2), it is expected that the data volume is counted once. In particular:
- In case of Dual Connectivity based end to end Redundant User Plane Paths (cf. TS 23.501 [2] clause 5.33.2.1), in which a UE may set up two redundant PDU Sessions over the 5G network, the Data Volume related to only one PDU session is to be considered;
- In case of redundant transmission with two N3 tunnels between the PSA UPF and a single NG-RAN node (cf. TS 23.501 [2] figure 5.33.2.2-1) which are associated with a single PDU Session, the Data Volume related to only one N3 tunnel is to be considered;
- In case of two N3 and N9 tunnels between NG-RAN and PSA UPF for redundant transmission (cf. TS 23.501 [2] figure 5.33.2.2-2) associated with a single PDU Session, the Data Volume related to only one N3 tunnel is to be considered.
For this use case related to the measurement of the energy efficiency of the 5G core network, the 3GPP management system in charge of collecting the data volume measurements listed here below will have to consider them only once in case of redundant transmission over the N3 interface.
In this potential alternative, the following would have to be done: introduce a new EE KPI in TS 28.554 [5] – clause 6.7:
[image: 文本

中度可信度描述已自动生成]
where DV5GC , expressed in bits, would be defined as follows:
[image: ]

and
- GTP.InDataOctN3UPF already defined in TS 28.552 [4) clause 5.4.1.3 (Number of octets of incoming GTP data packets on the N3 interface, from (R)AN to UPF), and
- GTP.OutDataOctN3UPF already defined in TS 28.552 [4) clause 5.4.1.4 (Number of octets of outgoing GTP data packets on the N3 interface, from UPF to (R)AN).

[bookmark: _Toc66206040]4.2.2.1.3	Potential alternative#2 – based on N6 interface
[bookmark: _Toc66206041]4.2.2.1.3.1	Introduction
In this proposed alternative, both incoming and outgoing traffic are measured at the IP layer on the N6 interface. This potential alternative applies only to UPFs with N6 interfaces connected.
[bookmark: _Toc66206042]4.2.2.1.3.2	Description
The considered traffic is the traffic between the DN and UPFs that constitute the 5GC via the N6 interface.
In this potential alternative, DV5GC, expressed in bits, would be defined as follows:



and
- IP.N6IncLinkUsage.N6RP already defined in TS 28.552 [4) clause 5.4.2.1 (N6 incoming link usage, in bit/sec),
- IP.N6OutLinkUsage.N6RP already defined in TS 28.552 [4) clause 5.4.2.2 (N6 outgoing link usage, in bit/sec),
- MeasurementDuration is the duration, in seconds, of the measurement period.

IP.N6IncLinkUsage.N6RP and IP.N6OutLinkUsage.N6RP definitions in TS 28.552 [4] refer to IETF RFC 5136 [X] definition of IP-type-P link usage, defined as follows:
‘The average usage of a link L, Used(L,T,I), is the actual number of IP-layer bits from any source, correctly received over link L during the interval [T, T+I], divided by I.’.
Though IETF RFC 5136 [13] does not state it, it is our understanding that Used (L,T,I) measurement unit is bit/s.
Therefore, it is proposed that Used (L,T,I) be multiplied by the duration of the observation period of time (in seconds).
This potential solution cannot support per S-NSSAI data volume measurements, mainly due to that it depends on IETF defined metrics.
[bookmark: _Toc66206043]4.2.2.2	Potential solution #2 for DV5GC: User + Control Plane DV based solution 
[bookmark: _Toc66206044]4.2.2.2.1	Introduction
This potential solution #2 focuses on the definition of DV5GC. 
For this proposed solution, the assumption is made that all traffic within all network functions of the 5GC is considered, i.e. Control Plane and User Plane traffic. Therefore, the DV part of the EE KPI for 5GC is measured at all network functions that constitute the 5GC.
In this proposed solution, the traffic is measured at the IP layer, regardless the network functions are control plane or user plane network functions. The following network functions are considered (see clause 4.2.2 of TS 23.501 [2]):
-	Authentication Server Function (AUSF):
-	Access and Mobility Management Function (AMF)
-	Unstructured Data Storage Function (UDSF)
-	Network Exposure Function (NEF)
-	Intermediate NEF (I-NEF)
-	Network Repository Function (NRF)
-	Network Slice Selection Function (NSSF)
-	Policy Control Function (PCF)
-	Session Management Function (SMF)
-	Unified Data Management (UDM)
-	Unified Data Repository (UDR)
-	User Plane Function (UPF)
-	UE radio Capability Management Function (UCMF)
-	Application Function (AF)
-	5G-Equipment Identity Register (5G-EIR)
-	Network Data Analytics Function (NWDAF)
-	CHarging Function (CHF).
In this proposed solution, the traffic is measured at the IP layer of aforementioned network functions.
Editor’s note: it’s FFS on which interface(s) of the aforementioned network functions the data volume is to be measured.
[bookmark: _Toc66206045]4.2.2.2.2	Description
Editor's Note:	This clause further details the potential solution and any assumptions made.
4.2.2.3	Potential solution #1 for UsefulOutput5GC 
4.2.2.3.1	Introduction
This potential solution focuses on the definition of UsefulOuput5GC appeared in:
[image: ]
For this proposed solution, it can be applied to both User Plane Function (UPF) and Control Plane network functions that constitute the 5GC. And it is assumed that the definition of the useful output for UPF and control plane network function are different.
4.2.2.3.2	Description
The useful output of a 5GC NF is defined as the capacity of the 5GC NF, and depending on the different type of 5GC NFs, it may be:
· throughput (e.g. bps, pps) for data plane 5GC NF
· capacity (e.g. subscribers, sessions) for control plan 5GC NF. 
The UsefulOuput5GC is composed of the useful output of all the 5GC NF. Therefore, the UsefulOuput5GC can be divided into:
· UsefulOuput5GC, throughput, which can be further divided into:
- UsefulOuput5GC, bps
- UsefulOuput5GC, pps
· UsefulOutput5GC, capacity, which can be further divided into: 
- UsefulOutput5GC, subscribers
- UsefulOutput5GC, sessions
NOTE: Since each type of the useful output is one dimension used to describe the UsefulOuput5GC, when one or multiple types of useful output are used for calculation, such as the calculation of resource efficiency ratio, the calculation is made with respect to each type of useful output, i.e. the useful output of the same kind can be added together, while the useful output of different kinds cannot be added together.
In this proposed solution, the following network functions may be considered (see clause 4.2.2 of TS 23.501 [2]):
-	Authentication Server Function (AUSF):
-	Access and Mobility Management Function (AMF)
-	Unstructured Data Storage Function (UDSF)
-	Network Exposure Function (NEF)
-	Intermediate NEF (I-NEF)
-	Network Repository Function (NRF)
-	Network Slice Selection Function (NSSF)
-	Policy Control Function (PCF)
-	Session Management Function (SMF)
-	Unified Data Management (UDM)
-	Unified Data Repository (UDR)
-	User Plane Function (UPF)
-	UE radio Capability Management Function (UCMF)
-	Application Function (AF)
-	5G-Equipment Identity Register (5G-EIR)
-	Network Data Analytics Function (NWDAF)
-	CHarging Function (CHF).
Editor's Note:	The measurement of the useful output for the 5GC NF is FFS.
[bookmark: _Toc66206049][bookmark: OLE_LINK95][bookmark: OLE_LINK96]4.2.2.4	Potential solution #1 for ResourceConsumption5GC Estimation
[bookmark: _Toc66206050]4.2.2.4.1	Introduction
This potential solution focuses on the definition of ResourceConsumption5GC appeared in:
[image: ]
[bookmark: _Toc66206051]4.2.2.4.2	Description
The ResourceConsumption5GC (which is also denoted as R5GC) is defined as the resource allocated to all 5GC NF. 
[image: ]
where RNF represents the resource allocated to a 5GC NF.
Since the 5GC NF is composed of 1 to many VNFs, the resource allocated to 5GC NF is the sum of the resource allocated to the VNFs composing the 5GC NF.
[image: ]
where RVNF represents ResourceConsumption.
[bookmark: OLE_LINK133][bookmark: OLE_LINK134]The resource considered are Virtualization Container (VC) resources and Virtual Network resources. Therefore, R5GC can be further denoted as {R5GC, cpu,  R5GC, memory, R5GC, storage}. Moreover, as 5GC NF is composed of 1 to many VNFs, we have the following definitions:
· [bookmark: OLE_LINK106][bookmark: OLE_LINK107][bookmark: OLE_LINK97][bookmark: OLE_LINK98][bookmark: OLE_LINK101][bookmark: OLE_LINK102][bookmark: OLE_LINK22][bookmark: OLE_LINK23][bookmark: OLE_LINK3][bookmark: OLE_LINK4]RNF, cpu is CPU resource consumption, defined as the sum of the used CPU capacity of the underlying VCs allocated to each of the VNFs composing the 5GC NF.
· [bookmark: OLE_LINK110][bookmark: OLE_LINK111]RNF, memory is memory resource consumption, defined as the sum of the total memory used of the underlying VCs allocated to each of the VNFs composing the 5GC NF.
· [bookmark: OLE_LINK116][bookmark: OLE_LINK117]RNF, storage is storage resource consumption, defined as the sum of the total storage used of the underlying VCs allocated to each of the VNFs composing the 5GC NF.
[bookmark: OLE_LINK24][bookmark: OLE_LINK25]NOTE 1: NF is composed of VNF(s). VNFs are composed of VNFC(s). VNFC is deployed on Virtualization Container(s). Therefore, the summation of the resource used by the VNFs composing the 5GC NF is based on the measurement of the corresponding VNFCs' resource consumption on the VCs. And this can be expressed as the following:
[image: ]
[bookmark: OLE_LINK137][bookmark: OLE_LINK138][bookmark: OLE_LINK57][bookmark: OLE_LINK58]NOTE 2: The consumption of the resource of different kinds may not be able to be added together. But the consumption of the resource of the same kind will be added together. Therefore, for each VNF, there will be a summation of resource consumption for each kind of resource, e.g. the total CPU resource consumption, the total memory resource consumption, etc. And they will be used or considered separately. And similarly, for each NF, there will be a summation of resource consumption for each kind of resource, based on the resource consumption of the VNFs. And they also will be used or considered separately. And so is for the 5GC.
Since each of the VNFs composing the 5GC NF may not be the only VNF running on a NFVI, the virtual resource consumption of the each VNF needs to be measured separately. 
In this version of the document, it is assumed that: 
-	the resource allocated to a NF/VNF/VNFC other than CPU and Memory are not included. 
-	each VNFC instance pertains to one and only one VNF instance,
-	each VNF instance pertains to one and only one Network Function,
-	each VNFC instance utilizes virtual CPUs pertaining to one and only one NFVI node.
Resource consumption can be measured through performance monitoring, which could be external monitoring tools or monitoring functions provided by NFV infrastructure.
[bookmark: OLE_LINK33][bookmark: OLE_LINK34][bookmark: OLE_LINK31][bookmark: OLE_LINK32]The CPU resource consumption of the VNFC is denoted as RVNFC,CPU and it can be derived based on all the vCPUs allocated to it as the following:
[image: ]
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]For each vCPU allocated to the VNFC instance, the vCPU Resource Usage is calculated as the average Processor Utilization of the VNFC instance during a given time period multiplied by cpu clock speed and number of cores of the underlying VC where the VNFC is located, and its unit is MegaHertz (MHz).
Processor Utilization is defined in [14] clause 6.6 as the ratio of the total time that one or more compute resources (according to the defined scope) execute instructions in the specified execution context during the measurement interval to the time in the measurement interval, expressed as a percentage.
NOTE 3: Virtual Machine and OS Container are examples of Virtualisation Container[10].
[bookmark: OLE_LINK37][bookmark: OLE_LINK38]The measurement of the memory resource consumption of the VNFC is denoted RVNFC, memory and it can be derived as the amount of memory used by VNFC (cf. the metric ‘Memory Used’ defined in ETSI GS NFV-TST 008 clause 8.6).
[bookmark: OLE_LINK118][bookmark: OLE_LINK119][bookmark: OLE_LINK108][bookmark: OLE_LINK109]The storage usage of the VNFC is denoted as RVNFC, storage. As the methods of measurement for storage systems vary widely and depend on the implementation, the measurement of the RVNFC, storage may not be defined in this version of the document.
[bookmark: OLE_LINK39][bookmark: OLE_LINK40]Based on the CPU resource consumption of the VNFC, the CPU resource consumption of the VNF can be estimated as the following:
  [image: ]
And the CPU resource consumption of the NF and the 5GC can be estimated accordingly:
[image: ] 
[image: ]
Similarly, the memory resource consumption of the VNF, NF, and 5GC can be estimated:
[image: ] 
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And the estimation of the resource consumption of the NF and 5GC can be derived based on CPU resource consumption only:
[image: ] 
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Or they can be derived based on memory resource consumption only:
[image: ]
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Or they can be derived as the couple with two dimensions based on CPU resource consumption and memory resource consumption:
[image: ]
[image: ]
NOTE 4:  the estimation of the resource consumption of the NF and 5GC based on memory resource consumption only is for information only.
NOTE 5:  the estimation of the resource consumption of the NF and 5GC as the couple with two dimensions based on CPU resource consumption and memory resource consumption is for information only and a Euler distance between a vector with 2 dimensions and the origin can be used as metric for this estimation.   

* * * End of 2nd Change * * * 

* * * Start of 3rd Change * * * all new text
[bookmark: _Toc66206117]4.X	Key Issue #X: EE KPI for 5GC based on 5GC Useful Output Measurement
[bookmark: _Toc500949092][bookmark: _Toc16839377][bookmark: _Toc21087539][bookmark: _Toc66206118][bookmark: _Hlk500943653]4.Y.1	Description
TS 28.554 [1] – clause 6.7 (Energy Efficiency (EE) KPI) contains so far one single KPI definition: NG-RAN data Energy Efficiency (EE) (cf. clause 6.7.1). A corresponding EE KPI is missing for 5GC.
In the ES 203 539[2], the energy efficiency is described as the relation between the useful output and energy consumption and a generic term Useful Output was defined as the maximum capacity of the system under test which is depending on the different functions in both data plane/user plane or control plane. 
Based on the common understanding of the energy efficiency, the ratio between the useful output and the energy consumption can be used to describe such relationship. And based on this, the energy efficiency of the 5GC can be expressed as the ratio between the useful output of 5GC and energy consumption of 5GC (which is also well known as EC5GC):
[image: ]

In ES 203 539[2], the metric of resource utilization of VNF is also introduced in case where the resource consumption of VNF is measured for energy consumption measurement of VNF indirectly. The resource utilization of VNF is defined as the ratio between the UsefulOutput and ResourceConsumpiton of VNF:
[image: ]
Based on the resource utilization of VNF, the followings are endorsed as way forward:
-	The energy efficiency of VNF may be evaluated according to the hardware energy consumption and the resource utilization made by VNF and this may be considered in 5GC EE KPI definition.
-	Based on the resource utilization of VNF and the equation of VNF_RERi provided in ES 203 539, the VNF resource efficiency ratio may be considered as a building block for the energy efficiency metric for 5GC NF. 
-	The energy efficiency metric for 5GC NF based on resource efficiency ratio of VNF(s) composing the 5GC NF may be used in 5GC EE KPI definition.
Base on the way forward, the 5GC EE KPI based on Resource Efficiency Ratio (RER) is introduced as the ratio between the Useful Output of 5GC and the Resource Consumption of 5GC:
[image: ]
The useful output can be used in different candidate methods for describing the 5GC EE KPI.
Moreover, the useful output can be defined for both data plane and control plane network functions. The useful output can be expressed as the number of Erlang (Erl), Packets/s (PPS), Subscribers (Sub) or Simultaneously Attached Users (AU). And within [x], the useful output is also expressed as bits/s (bps) or the number of sessions. When the Useful Output is expressed as Packets/s (PPS) or bps, it can be used as metric for throughput of data plane or user plane network function. And When the Useful Output is expressed as Subscribers (Sub) or Simultaneously Attached Users (AU) or number of sessions, it can be used as the metric for control plane network function.
The potential solutions below focus on how to measure the UsefulOutput of the 5G core network: UsefulOutput5GC.
Depending on the solutions, new measurements may have to be defined in TS 28.552 [4].
[bookmark: _Toc16839381][bookmark: _Toc21087540][bookmark: _Toc66206119]4.X.2	Potential solutions
[bookmark: _Toc66206046][bookmark: OLE_LINK60][bookmark: OLE_LINK61]4.X.2.1	Potential solution #1 for UsefulOutput5GC 
[bookmark: _Toc66206047]4.X.2.1.1	Introduction
[bookmark: OLE_LINK81][bookmark: OLE_LINK82]This potential solution focuses on the definition of UsefulOuput5GC appeared in:
[image: ]
For this proposed solution, it can be applied to both User Plane Function (UPF) and Control Plane network functions that constitute the 5GC. And it is assumed that the definition of the useful output for UPF and control plane network function are different.
[bookmark: _Toc66206048]4.X.2.1.2	Description
[bookmark: OLE_LINK83][bookmark: OLE_LINK84]The useful output of a 5GC NF is defined as the capacity of the 5GC NF, and depending on the different type of 5GC NFs, it may be:
· throughput (e.g. bps, pps) for data plane 5GC NF
· capacity (e.g. subscribers, sessions) for control plan 5GC NF. 
[bookmark: OLE_LINK139][bookmark: OLE_LINK140][bookmark: OLE_LINK47][bookmark: OLE_LINK48]The UsefulOuput5GC is composed of the useful output of all the 5GC NF. Therefore, the UsefulOuput5GC can be divided into:
· [bookmark: OLE_LINK49][bookmark: OLE_LINK50]UsefulOuput5GC, throughput, which can be further divided into:
- UsefulOuput5GC, bps
- UsefulOuput5GC, pps
· [bookmark: OLE_LINK77][bookmark: OLE_LINK78]UsefulOutput5GC, capacity, which can be further divided into: 
[bookmark: OLE_LINK87][bookmark: OLE_LINK88]- UsefulOutput5GC, subscribers
- UsefulOutput5GC, sessions
[bookmark: OLE_LINK66][bookmark: OLE_LINK67][bookmark: OLE_LINK62][bookmark: OLE_LINK63]NOTE: Since each type of the useful output is one dimension used to describe the UsefulOuput5GC, when one or multiple types of useful output are used for calculation, such as the calculation of resource efficiency ratio, the calculation is made with respect to each type of useful output, i.e. the useful output of the same kind can be added together, while the useful output of different kinds cannot be added together.
[bookmark: OLE_LINK89]In this proposed solution, the following network functions may be considered (see clause 4.2.2 of TS 23.501 [2]):
-	Authentication Server Function (AUSF):
-	Access and Mobility Management Function (AMF)
-	Unstructured Data Storage Function (UDSF)
-	Network Exposure Function (NEF)
-	Intermediate NEF (I-NEF)
-	Network Repository Function (NRF)
-	Network Slice Selection Function (NSSF)
-	Policy Control Function (PCF)
-	Session Management Function (SMF)
-	Unified Data Management (UDM)
-	Unified Data Repository (UDR)
-	User Plane Function (UPF)
-	UE radio Capability Management Function (UCMF)
-	Application Function (AF)
-	5G-Equipment Identity Register (5G-EIR)
-	Network Data Analytics Function (NWDAF)
-	CHarging Function (CHF).
Editor's Note:	The measurement of the useful output for the 5GC NF is FFS.

* * * End of 3rd Change * * * 
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