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	Reason for change:
	UDR provides data management services for the subscriber and application related data allowing to its consumer (e.g., UDM, PCF and NEF) to create application data records in UDR.
Users’ service may not be fulfilled due to a poorly performing (e.g. overloaded) data management service, therefore it is indispensable that the performance of data management services can be monitored.
The use case for measurements related to data management service, including data record creation has been captured in innex A.88, and this CR is to add the measurements related to data record creation for UDR.
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	The performance of data record creation for UDR cannot be monitored.
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	1st modified section



[bookmark: _Toc27473617][bookmark: _Toc35956295][bookmark: _Toc44492305][bookmark: _Toc51690238][bookmark: _Toc51750933][bookmark: _Toc51775193][bookmark: _Toc51775807][bookmark: _Toc51776423][bookmark: _Toc58515809][bookmark: _Toc58516427]5.13.1.x	Data record creation
[bookmark: _Toc27473618][bookmark: _Toc35956296][bookmark: _Toc44492306][bookmark: _Toc51690239][bookmark: _Toc51750934][bookmark: _Toc51775194][bookmark: _Toc51775808][bookmark: _Toc51776424][bookmark: _Toc58515810][bookmark: _Toc58516428]5.13.1.x.1	Number of data record creation requests
a)	This measurement provides the number of data record creation requests received by the UDR.
b)	CC
c)	Receipt of an Nudr_DM_Create request by the UDR from an NF service consumer (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	DM.CreateReq
f)	UDRFunction
g)	Valid for packet switched traffic
h)	5GS
5.13.1.x.2	Number of successful data record creations
a)	This measurement provides the number of succesful data record creations at the UDR.
b)	CC
c)	Transmission of an Nudr_DM_Create response by the UDR to an NF service consumer indicating a successful data record creation (see 3GPP TS 29.504 [a]).
d)	An integer value	
e)	DM.CreateSucc
f)	UDRFunction
g)	Valid for packet switched traffic
h)	5GS
5.13.1.x.3	Number of failed data record creations
a)	This measurement provides the number of failed data record creations at the UDR.
b)	CC
c)	Transmission of an Nudr_DM_Create response by the UDR to an NF service consumer indicating a failed data record creation (see 3GPP TS 29.504 [a]), each message increments the relevant subcounter per failure cause by 1. 
d)	Each subcounter is an integer value
e)	DM.CreateFail.cause
Where cause indicates the failure cause of the data record creation.
f)	UDRFunction
g)	Valid for packet switched traffic
h)	5GS
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