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	1st modified section


[bookmark: _Toc22560656][bookmark: _Toc19542065][bookmark: _Toc17869935][bookmark: _Toc6319165][bookmark: _Toc6318604][bookmark: _Toc530425411][bookmark: _Toc530425271]8	SON procedures
[bookmark: _Toc22560657]8.2	Distributed SON management
[bookmark: _Hlk32235135]8.2.x	MLB Optimization (Mobility load balancing)
[bookmark: _Toc17869878][bookmark: _Toc6319126][bookmark: _Toc6318565]Figure 8.2.x-1 depicts a procedure that describes how D-SON management function can manage the MLB optimization function. 
[image: ]
Figure 8.2.x-1: The management of distributed LBO procedure
[bookmark: _Hlk22547395]1. The D-SON management function consumes the Producer of provisioning MnS with modifyMOIAttributes operation to configure the LBO policy for NR cell(s).
1.a The MnS of provisioning sets the LBO policy at the D-LBO LBO function (NOTE) 
2. The D-SON management function consumes the Producer of provisioning MnS with modifyMOIAttributes operation to enable the D-LBO function for NR cell(s). 
2.a The MnS of provisioning enables the D-LBO LBO function (NOTE).
3. The D-LBO function determines it is necessary to optimize the load distribution by executing the LBO actions.
4. The D-LBO function reports the LBO parameters (e.g. the handover and/or cell reselection parameters and/or isLBallowed parameters) changes to Producer of provisioning MnS. 
5. The Producer of provisioning MnS sends a notification notifyMOIAttributeValueChange to D-SON management function to indicate the LBO parameters have been changed. 
6. The D-SON management function collects LBO related performance measurements.
7. The D-SON management function analyzes the measurements to evaluate the LBO performance. 
8. The D-SON management function consumes the MnS of NF provisioning with modifyMOIAttributes operation to update the LBO parameters (e.g. the handover and/or cell reselection parameters and/or isLBallowed parameters) of the NR cell or its neighbors if the LBO performance does not meet the target. The MnS of provisioning update the LBO parameters at the D-LBO function (NOTE).
NOTE: The interface between MnS of provisioning and D-LBO function is not subject to standardization.
	End of modified section
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